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eﬁP\Ij AWAKE : electron source needed for injection into acceleration stage
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EARLI: requirements and methods to design a LWFA for AWAKE

EARLI

LWFA-based electron injector for AWAKE Run2c
« Alternative to RF injector
« Smaller footprint?

Reproducible, high-quality beam for 1- to 2-week runs

Include
* Astable laser system 0.01 - 0.1 Hz
* aplasma cell with adjustable density profiles
* atransfer line with an S achromat

Using methods from conventional accelerators

Laser system

20 TW laser Plasma Transport line
system cell
< 0.1Hz

CERN’s SPS
400 GeV p-line

AWAKE 10m Plasma
(Self-modulation)

150 MeV, 2 mm.mrad, 100 pC

AWAKE 10m Plasma
(Acceleration)

AWAKE targeted
beam parameters

100-250 MeV
AE/E < 2%

€xy <2 mm.mrad
a=0

0y =5.75 pm
o, = 60 um

Q =100 pC
0.01-0.1Hz
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€ARL)  Design of alaser-plasma accelerator centered on beam physics

. AWAKE targeted
1. Assess the targeted beam parameters at the final user > beam parameters

- AWAKE needs 100-250 MeV

2. Explore the most promising configurations to reach these beam parameters, AEJE < 2%
which can fit the available space

* LWFA scheme and plasma density profile suitable for e- injection by

€y <2 mm.mrad

ionisation (published data and team expertise) Oxy =5.75 pm Close to
« Transfer line configuration with two dipoles and 8 quadrupoles 5, = 60 pum EuPRAXIA's
« Laser configuration first LWFA

9 Q =100 pC stage
3. Launch massive optimizations

« From injection up to the final user, including plasma acceleration stage and

transfer line e o Xy oy o

300 S50 2.(() 2.8 10 ¢ 20

« Exploration of parameter ranges of the 6D beam
* Numerical + physics-based optimisations

250

;

200

4. Estimate the reproducibility and stability, with error/tolerance analysis 150
5. Determine the needed beam measurements, their positions and their 100 4
resolutions so}

6. Assess the feasibility of ot ool oo 0 0

- Cost, size, beam quality, ... Example: EUPRAXIA's first
L _ _ _ optimization results
7. Launch the fabrication of laser, plasma, magnetic and diagnostic components [EUPRAXIA Conceptual Design Report]
8. Conduct the beam commissioning until targeted beam parameters are reached [Nghiem et al., PRAB (2020)]
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€ARL)  Configuration for preliminary transfer lines

Three configurations investigated

Plasma 3

Configuration 1: using the transfer line from the LINAC under study Lk
* The transfer line is managed by CERN. Laser 150 MeV

Transport 2

« EARLI must respect the beam quality requirements of this transfer line.
Those requirements, especially the bunch length may be difficult to 400 GeV p-line — TE——
meet. mm— Scif-modulation L~10m Acceleration L~10 m

Transport 1
L~1m

Configuration 2: placing the plasma cell of EARLI along the axis of the
proton bunch
« A major difficulty comes from the focal length (>1m) of the laser.

« After the Plasmag3, the laser coming out must also be reflected in a
similar way as focusing with a plasma mirror.

« Compact focusing of the laser upstream Plasma3 and collection _ fransportt Transport 2
downstream Plasma3 can be achieved with plasma mirrors. However, 400 GeV prline Plasma 1 = ani="
. . - . . Self-modulation L~10m ) Acceleration L~10 m
their reliability from shot to shot and over the extended period envisaged
for the experiments has not been established and probably requires a
significant amount of R&D.
* Beam stretching

Laser

Configuration 3: Building a specific transfer line for the LPA
« This transfer line can be based on the LINAC transfer line.

:> »  Can reduce restrictions on the beam quality. Transport 1
« Can help to increase the beam length. “Ow, Plasma 2
Self-modulation L~10m

Acceleration L~10 m
« Could be more compact -~ aneport 2
injector

<<150 MeV
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€ARL)  Configuration for preliminary laser-plasma PIC simulations

Plasma source
« lonisation injection scheme (90% H2 + 10% N2)

« Background plasma electrons from H and up to 5th ionisation state of N
« Trapped electrons from 6th and 7th ionisation of N.

» Profile with density gradient to stop injection [Kirchen et al., PRL (2021)] and [Couperus et al.,
Nature Comm. (2017)]

Laser pulse
* Flattened Gaussian beam 25

Plasma electronic density profile
1e18

e Base plasma density
Dopped. H3 (90%) + Na: (10% * 5)
= Pure Hs

Laser-plasma simulations

« Objective: find configuration points that provide the desired beam characteristic 20

* Focus on the charge (100 pC), emittance (2 mm.mrad) and energy spread (2%)
« Simulation parameters:

-
L&)

« Plasma ‘E;
* Longitudinal profile with two gas components g
« Density ny 21
*  Proportion H2/N2
« Laser 0
* Normalized intensity a,
*  Waist w, 00
* Focus position 0 1 2 3 4 5 6 7
«  Pulse length t - mm
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€ARL)  Numerical optimization of LPA simulations

Currently, up to 700 runs using FBPIC and Smilei

* Numerical optimisation of the beam parameters 100-250 Mev
« Random input parameters between selected ranges
« Assisted by machine learning (ongoing)

AE/E < 2%
€y <2 mm.mrad

Q =100 pC

Laser polarised iny in
the simulation

= Larger €,
1218

Low AE/E challenging!

200 00
Energy, MeV AEJE, %

Here, 300 runs with FBPIC
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€ARL)

Energy, MeV

EARLI for AWAKE
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Example of a preliminary result: electron beam properties

Flattened Gaussian laser beam

ap = 1.34
wo = 23.0 um
T=25fs

ny = 1.7€18 cm-3

Ratio H/N = 0.88

EARLI simu 1 AWAKE target

213 MeV

3.9%

0,5; 2.9 mm.mrad
4.5 pm

3 um

108 pC

Optimisations based on
beam physics (ongoing)

EARLI simu 2

100-250 MeV 236 MeV

AEJE < 2% 4,1 %

€xy <2 mm.mrad 0.5; 1.9 mm.mrad

Oxy =5.75 um 3.6 um
o, = 60 pm 2.6 pm
Q =100 pC 62 pC



€ARL)  Numerical optimization of LPA simulations

Energy OelE Charge ENrms, x ENrms, y
(Mev) ., (%) . (pC) (m) (um)
300.0 | ' 2000 1.0

{ parameters

Optimisations based on
beam physics (ongoing)
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Energy, MeV

€ARL)  Preliminary results: snapshots at different positions along the density profile

Mean:0 MeV Mean:10 MeV Mean:35 MeV Mean:82 MeV Mean:129 MeV Mean:172 MeV

Mean:206 MeV Mean:218 MeV
!
N B '
N _ gy
10 E
04 1 1e18
o | 25 === Base plasma density
=== Dopped. H> (90%) + Na: (10% * 5)
= Pure H>
20 ]
20
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Wakefield

»1 Plasma density

T T T T T T T T T T T T T T T T
154 1.56 1.58 214 216 218 274 276 278 3.34 3.36 3.38 3.94 3.96 3.98 454 456 458 514 516 518
z, mm z, mm z, mm z, mm z, mm z, mm z

T T T
574 576 578
zZ, mm zZ, mm

» Optimisations based on beam physics
+ Each of these steps will be investigated in detail in order to reach the targeted beam parameters
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€ARL) Benchmarking of results with different codes

Electron beam energy spectrum Electron beam angular spectrum
8_
n — Smilei — Smilei
— = FBPIC — = FBPIC
60 -
_. 67 —
3 ) ©
= ' 5
4 i 240
L i —
S I\ D
T )4 ,, ‘\‘ % 20 -
4
0- : 0
150 175 200 225 250 275 300 ~10 -5 0 5 10
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Smilei: (Laser envelope model) [F. Massimo et al., Phys. Rev. E (2020)]

FBPIC: (Boosted-frame) [R. Lehe et al., Comp. Phys. Comm. (2016)]

EARLI for AWAKE



€ARL)  Feasibility study of a transfer line

EARL' deS|gn TraceWin - CEA/DRF/Trfu/DACM
. . . . . 10
« Several configurations for the transfer line were investigated = St onom QRtOPSQRG—QP7 QRS
* Needto £ o] =B ” e 7
* keep the same transverse beam size of 5 um " 5

* lengthen the longitudinal beam size from 2 um to 60 um

« Atransfer line was already designed by CERN for the RF electron
gun, where the beam transverse size should be reduced from 270
pm to 5 um, and the beam length must be kept unchanged.

AWAKE target

_ _ = E 2003 .
€xy = 2 mm.mrad €y = 2 mm.mrad €xy = 2 mm.mrad E 0 QWF’11 Qﬁﬁl;} QWF‘r
& 40030 O U
Oxy =270 pm Oxy =5.75 um Oxy =5 um 2_200_;
-3004 T T L T T T
= = = 0 1 2 3 4 5 6
o, =60 um o, =60 um g, =2um posttion ()
0.3 3
0.2
[ 30P1...QP2 . QP3 QP4 QP> .. QP6.. QP7 . QP8
L S LT
W Quadrupole 0.50 :-0,1—5
B Dipole soon| —— A -0.2 3
- Octopule ﬁ(muu_ﬁﬂ " 030i2|3|4|15|é
B EPM =) — D = o
mm Corrector == 1000 - /\ 0.00 o Position (m)
BTV o ) . . .
. Sextupole -znuuM—wQ * Ab-quad achromatic section - almost symmetric for beam
0 . - , — V> size, antisymmetric for dispersion D,
s o] « A 3-quad capture section
: - N : « Total length~6 m
CERN design by V. Bencini, R. Ramjiawan, F. Velotti . )
gn by ) « Similar to the CERN design
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€ARL)

Ele #69 [6.30108 m]

EARLI for AWAKE

Beam parameters at the output of the transfer line

Input similar to the beam from LPA simulations

OUTPUT in envelope mode

1=10.0 mA
X(pm) - X'(prad)

-6 4 -2 0 2 4 &

Z(pm) - dp/p(%)

T T
00 -50 0 50 10

Zmax =89.055 pm 3p/p max =0.308
%

TraceWin - CEA/DRF/Trfu/DACM

Y(um) - Y'(prad)

3,000

2,000

[y

(=]

o

(=]
|

I

o
il

-1,000

-2,000

-3.000 -

-6

-4 -2 0 2 4 6
X(pm) - Y(pm)

B

L}
NGO N

IS

1
(2]

T
-6

-
-4 -2 0 2 4 6

[ Xmax =5.014 ym Ymax =5.070 pm |

Damien F. G. MINENNA

Ele #69 [6.30108 m]

OUTPUT in multiparticle mode
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EARL) EARLI laser system will be designed according to requirements defined by
LWFA simulations

 Collaboration with Thales for the industrial laser

Simple CPA stability - 12/07/2022 Focal spots

0.7 mJ/h | 15
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FIG. 6. Focal spots of red alignment and main IR laser beams: (a) measured and hot #
0.0 0 5 10 15 20 25 0.5 (b) simulated red (660 nm) focal spots with f/25; (c) measured and (d) simulated sho
Time [h] main IR laser focal spots with f/17. Focal-spot stability over 100 consecutive shots: (a) peak intensity fluctuations vs shot number;

More than 24 hours operating results of a THALES
1J 10Hz 25fs CPA TiSa laser

[Commissioning and first results from the new 2 x 100 TW laser at the WIS, Kroupp et al., Matter Radiat. Extremes (2022) (System from THALES LAS)]
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eﬁP\Ij EARLI preliminary line design

« EARLI is compact

1.2 J laser with a0=1.3, w0 =22 ym and t = 25 fs.
Control electronics; in red the pump lasers, a first
box with the laser; and the compression vacuum
chamber behind

EARLI for AWAKE timeline
2022| 2023| 2024| 2025| 2026| 2027| 2028|

l(:_i.

Design < >
Demonstrator <« =
Procurement « >

Installation < >

Commissioning <)
4m >2m 10cm

6m
1.2 ] laser aser WYENVE
, Transport

system pEnSdag cell

line

CERN’s SPS, Wa\WANGEINRZEN it AWAKE 10m Plasma
400 GeV p-line gESI@ulJs 1 Elate)1)) (Acceleration)
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€ARL) Conclusion

« Laser wakefield acceleration (LWFA) has demonstrated its ability to generate high-quality electrons in a compact way

« Transition from laboratory experiments to full industrial accelerators (for users)

EARLI
* Areliable and reproducible LWFA injector
« Toward a full plasma accelerator for AWAKE
«  Stepping stone for LWFA with users
« Crucial to beam quality control after exiting the plasma cell
« Key for other existing projects (EUPRAXIA, PALLAS, APOLLON,...)

Phase 1: Design and feasibility study (Ongoing)
* = Conceptual design report considered

Phase 2: Experiments, beam commissioning and operations

Laser system = Ongoing
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Plasma electronic density

Thank you for your attention!

EARLI laser-plasma simulation
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