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Overview
● Intro to sPHENIX and its TPC
● Motivation for new spark detection mechanism
● Set up for spark characterization
● Characterization results
● Development of readout electronics
● Installation and testing in the TPC

3



sPHENIX
● Located at the Relativistic Heavy Ion 

Collider (RHIC) at Brookhaven National 
Lab (BNL)

● Will study properties of Quark Gluon 
Plasma by various probes
○ Upsilon spectroscopy
○ Jet quenching

● Began commissioning May 2023
● B = 1.4T

   
     

4



sPHENIX TPC
● 20 cm <R< 78 cm, 2.11m long
● |η|≤ 1.1
● 1m drift length
● Drift Field: E=400 V/cm
● Gas mixture: Ar/CF4 60/40

○ Originally planned to be Ne/CF4 
● Field provided by flexible circuit cards 
● Prioritizes momentum resolution 
● Targeted spatial resolution:<150 um

5



GEM Foils
● 36 modules per side= 72 total
● Quad stack
● 16 segments in r

○ R3 has 1 additional division in Φ
● Reduced ion backflow configuration

○ Based on ALICE TPC
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HV Chain

GEMs 1 and 2 have effective gain 1, prevent IBF
GEMs 3 and 4 have total effective gain of 2000

These voltages are an example configuration, not 
necessarily operating voltages.
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Dilemma for Resistor Chain Design
● When powering GEMs with a resistor chain

○ 1 HV channel powers a whole module
○ Resistor values are chosen to step down 

voltage for appropriate  ΔV and gaps
● Large resistors mean a spark will draw a large 

amount of current compared to nominal
○ But a large amount of energy will be 

dissipated
● Small resistors limit the energy of sparks

○ But they make it harder to detect sparks 
through the power supply current
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Errata: The words large and small 
were swapped compared to correct 
during the talk. This has been 
corrected 



Pick-Off and Filtering Capacitor 
● In general, a capacitor connected to 

the bottom of the bottom GEM can
○ be a decoupling capacitor and 

filter noise off of the GEM
○ be used as a pick-off for 

triggering or event counting
● This inspired our approach to spark 

detection 
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Spark Characterization Set Up
● Pre-Production GEMs were used

○ Differ from production by tail length
● Each side of a GEM connects to an SHV cable 

which leads to an independently controlled HV 
module
○ This differs from the real GEM stacks 

● The anode plane was grounded by shorting 
cards 

● A gas line was run from a gas mixing unit
○ Some tests done using Ne/CF4 , some 

using Ar/CF4
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Inducing Sparks
● Initially an Am-241 source was mounted in the chamber
● Voltage had to be raised above operating to produce sparks 

at a rate of a few Hz
● The alpha signals were noise to spark signals
● The source was removed, instead sparks were created by 

raising the ΔV across one GEM while keeping transfer gaps 
the same 
○ Could independently study sparks initiated in each 

GEM
● This allowed for control of which GEM produced sparks
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Original Pick-Off Made Large Signal
● 1 MΩ resistor to ground is a common choice when 

using a pick-off capacitor
○ Need some finite R to ground to protect 

electronics
○ Large R allows for larger signal

● It turns out sparks signals are much larger than 
expected

● Instead a 5 Ω resistor was used, as well as an 
additional attenuator 
○ This signal was measured without a pre-amp
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Attenuated Signal from Chamber

Same event at different time scales
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Effects of               
Pick-Off Capacitor 
Value

For an LC circuit: 14

4000 pF                                              10 pF



Amplifier Concept:Integrate an Absolute Value
Want to digitize at 10 MHz, but 
signal is ~10 MHz

Integral of raw signal is zero

Absolute value makes ringing 
integrable

This circuit had to be modified to be 
symmetrical in time delay before the 
adder

15M.Gerstenhaber, R.Malik, Analog Devices

https://www.analog.com/en/analog-dialogue/articles/more-value-from-absolute-value-circuit-diff-amp.html


Testing at BNL

● Oscilloscope pulses from real GEMs match amplitude 
and frequency from lab test 

● All pre-amp boards reacted to test pulses as expected
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Signal processing and decision electronics
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https://indico.slac.stanford.edu/event/8288/contributions/7462/attachments/3687/10043/cpad_final.pdf


Implementation 
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● Distribution contains admixture of high 
ionization physics signals and sparks.   
No clear distinction between different 
processes 

● Practical consideration: lower is safer but 
more trips. Find region with tolerable trip 
rate and see if there is damage

● Compromise value of 200 max ADC 
chosen as tolerable rate.

● Order of 1 trip per day. No damaging 
events

4750V
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Raw Max ADC Counts (arbs)

Determining Fast Protection Threshold 



GEM Rampdowns and Recoveries in Grafana
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← Blown up scale
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Conclusion
● A new method for monitoring for sparks in GEMs has been presented

● The technique makes use of a pick-off capacitor on the bottom of the bottom GEM
○ Compatible with large decoupling capacitor
○ Present in some existing systems

● A system using this technique has been installed in the sPHENIX TPC and has proven 
to be an effective detector protection method
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Backup



Fast and Slow Protection

Fast
100ms

Peak ADC>200
Or >3 waveforms with 
ADC>120 in 5s

Slow
4s

V/RMS current >100kΩ
Relaxed for ramping

Recognition to 
Ramp down

Criteria
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