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Neutron tomography

Radiography and tomography by
emission and detection of neutrons
for non-destructive tests (NDTs).

High penetration, effective for dense
materials like metals and alloys.

Metal industry, additive manufacturing,
border security, defense...
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https://neutroninsights.com/?page_id=1006&lang=en

What do we want to do?

Optimize the neutron tomography system but... where do we start?
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Optical Parallel-Plate Avalanche Counter

Parallel-plates filled with a high
electroluminiscense yield gas
(CF4).

Charged  particles crossing
active volume ionize medium
and produce an avalanche.

Electroluminiscense light
detected by 4 arrays of
small, collimated silicon

photomultipliers (SiPMs).
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https://www.researchgate.net/publication/327110563_Development_of_a_Parallel-Plate_Avalanche_Counter_with_Optical_Readout_O-PPAC
https://arxiv.org/abs/1808.05882

Optical Parallel Plate Avalanche Counter
Geant4 model of a 10x10 cm? O-PPAC, 33 SiPMs per array

Example of an event triggered by an impining alpha particle:
SiPM array

Collimators

Collimator length (L)
: Collimator width (w) m
o eeweren [T
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y coordinate (10 cm)

SiPM area (A) =

"I"""”"h! ||I|"|m|"” PPAC effective area

Pitch (p = w+A)
X coordinate (10 cm)
Image from 1808.05882
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https://www.researchgate.net/publication/327110563_Development_of_a_Parallel-Plate_Avalanche_Counter_with_Optical_Readout_O-PPAC
https://arxiv.org/abs/1808.05882

Reconstruction of the position

Reconstructed position (X, y) obtained from the number of photons detected in each SiPM
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https://www.researchgate.net/publication/327110563_Development_of_a_Parallel-Plate_Avalanche_Counter_with_Optical_Readout_O-PPAC
https://arxiv.org/abs/1808.05882

Parameters of interest

SiPM array

Collimator length (L)

» Collimator Length: T et

Collimators

= y coordinate (10 cm)

High collimation — better resolution, poor statistics @ g= _
Low collimation — worse resolution, better statistics %

PPAC effective area

» Pressure:
High pressure — higher photon statistics

What is the optimal combination of these parameters? Two approaches:

- Traditional approach: simulate the detector for many configurations and test all of them

- New approach: use differentiable programming and automatic differentiation
Image from 1808.05882



https://www.researchgate.net/publication/327110563_Development_of_a_Parallel-Plate_Avalanche_Counter_with_Optical_Readout_O-PPAC
https://arxiv.org/abs/1808.05882

Automatic optimization of O-PPAC: Steps

Pressure of the
scintillating gas (p)

1. Model detector response as a differentiable function of parameters

2. Set loss function:

L(p,Lx,y) =3[ (x = (@, Lxy)*+ (v — 3@, L,x,))’]

3. Use pytorch AD to find the minimum of L w.r.t. p and L

PROBLEM!
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Geant4 simulations
are not differentiable yet!

Collimator Length (L)
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https://easyai.tech/en/ai-definition/gradient-descent/

Automatic optimization of O-PPAC: Response model

(», L, x,y)

(x(p, L, x,y), Y(P, L, x,¥))
Photon distributions "~ (3. %)

Py

» For this, we trained a pytorch NN on
simulations to predict the
reconstructed position as a function

of (p,L,x,y).

AAAAA

. Geant4 R
» We built a surrogate model to get el e

Work in
rogress

» Once trained, the NN is much faster
than the simulation

Features Neural Network Target

-

. . 3 : F FNN(p' L' x’ y) = (xpred(pi Li x' Y), ypred(pi L, xr )’))
MODE Workshop on Differentiable Programming for Experiment Design 2024



Automatic optimization of O-PPAC: Response model

» Pytorch NN — Vaiaaton

E) [cm]

ss (RMS

EEEEEE

Reconstructed beam position vs predicted posit
— L 1y-y
» Hyperparameter tuning with Optuna RMSE:0.033cm | RMSE: 0.035 cm
» 3 layers
» 64 neurons per layer
» Learning rate scheduler (y = 0.9)
» Tried different optimizers, activation functions...
‘ ‘ ‘AX[‘m] “““ Ay[‘m]‘ | |
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Automatic optimization of O-PPAC: Optimization loop

Alpha Batch

Optimization Loop

Yes

epoch+=1
Update detector NN predicts
parameters reconstructed position
- J L #
Backpropagate Loss [« Compute loss (MSE) y
End
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Automatic optimization of O-PPAC: Results

Solution remarkably stable regardless of initial configuration
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Pressure [Torr]
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Automatic optimization of O-PPAC: Results

Collimator length result matches the traditional approach: 10.1088/1/48-0221/13/10/P10006
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https://iopscience.iop.org/article/10.1088/1748-0221/13/10/P10006

Automatic optimization of O-PPAC: Results

Pressure has a more complex behaviour
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- Higher pressure means more photons
- We would expect the highest value (50 Torr)

- This is not the case:

- |Is it an effect of the simulation?

- Maybe the resolution increases only up to
40 Torr

- Suggestions are appreciated!
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Automatic optimization of O-PPAC: 3D visualization

A way to visualize the loss surface and the importance of the parameters
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Conclusions
e

» We are employing differentiable
programming and AD for the
optimization of the O-PPAC detector.

» With this first approach:

» Solution for optimal parameters is
stable regardless of initial
configuration.

» Collimator length result aligns with
traditional methods.

MODE Workshop on Differentiable Programming for Experiment Design 2024

Next steps
ki
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Separate the reconstruction in two
steps (work in progress).

Optimize more parameters.
Adding energy cost, detector cost...

Ultimately build the differentiable
pipeline for the whole tomography
system.
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