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8:25 AM . .
Forum Session 4: Forum Session 4
Session |
Location: Hotel Hermitage, Maria Luisa, 57037 Portoferraio (LI) Isola d’Elba Italy https://www.hotelhermitage.it/en/
home |
Conveners: Paolo Petagna, Bart Verlaat
8:30 - 8:45 AM
Commissioning Status and Performance of 2PACL CO:z Cooling Systems for the
ATLAS and CMS Phase-2 Detector Upgrades
Speaker
Youri Penders
8:50-9:05AM Early results from the Surface Storage
Speaker
Viren Bhanot
9:10-9:30 AM
Lessons learned from ATLAS and CMS 2PACL CO2 cooling systems installation for
both mechanics and controls.
Speakers
Jerome Daguin, Lukasz Zwalinski
9:40-10:00 AM
Thermal and Pressure Drop Testing Campaigns of CO: Detector Transfer Lines for
the CMS experiment
Speaker
Levent Kilinc
10:05-10:30AM = Group Photo & Coffee Break
10:35-10:55 AM
Experimental testing of a TBPX cooling manifold: validation of the capillary
design methodology
Speakers
Mr Lorenzo Bistoni, Pier Filippo Cianchetta
11:00-11:15AM
A Predictive Model for Dryout Onset in Milli Scale CO2 Two Phase Cooling Channels
Speaker
Dr Joe Dawe
11:20-11:35AM
Experimental investigation of saturation temperature and pipe roughness effects
on CO2 microchannel flow boiling for detector cooling
Speakers
Giacomo Antonini, Gian Marco Cioffi
12:35PM
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