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Outline of talk @

» General introduction to RIB production
» Probing the gas jet
> In-jet laser ionization

> Outlook
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General methods of RIB production (I) @

urce ISOL method

Born in 1951, Niels Bohr Institute

High-energy
primary beam

Target

Radioactive atoms

Ion
source
Low-energy
ion beam
High yield but difficult for refractory
Separator . .
, elements, chemically active elements.
Mass selection
~1s Zand T, dependence
10-100 keV

Experimental ISOL facilities: TRIUMF, GANIL, ALTO,
setups ISOLDE (Wed. talks) SPES (Thurs.)
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General methods of RIB production (IT) @

AHEAD OF ITS TIME
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In-flight method
H-igh-energy First in-flight separator, Oak Ridge (1958)
primary beam

. . Primary beam
Projectile fragments  ..vvions) |

T

Thin target

Fragment separator

Isotope selection
1 L
<1us

3 . Radioactive

ion beam

—

Medium-energy
ion beam

Very fast separation, access to us half-lives
and beams of ALL elements.

Often poor beam quality.

Precision experiments at low-energy not
directly accessible.

Storage-Cooler
Ring
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The ion guide / gas catcher method

...an ISOL system for ALL elements, fast extraction

Projectile source “The best of both worlds”™”

Fast beams

Purification in-flight

Thin target

Neutralizat \ - n survival

mass separator electrical fields

Laser re-ionization
Z selectivity;
Laser lon Guide

b @ 1GISOL
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Principles of laser ionization @

AHEAD OF ITS TIME

non-resonant excitation of lonization of
4 lonization auto-ionizing states Rydberg-states
ionization extraction
potential ]
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AHEAD OF ITS TIME
FOR 150 YEARS

>y Ti:Sa 3

TSTTTTITTTTTTTCTI L Grating * repetition rate: ~10 khz

Ti:Sa

S

* tuning range:
- fundamental 700 - 1000 nm
- frequency doubled 350 - 500 nm
- frequency tripled 240 —-330 nm

il Injection

(1 -locked ]

_______________ L ~ e N - frequency quad. 205 - 250 nm
* |aser linewidth:  >5 GHz (broad)
Talk by Volker, 11:20 <1 GHz (narrow)
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from K=130 MeV
cyclotron o

IGISOL-4: 2012 -

AHEAD OF ITS TIME
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https://www.jyu.fi/fysiikka/en/research/accelerator/igisol

Off-line ion sources:
(discharge, carbon cluster...)

Laser transport
for optical
manipulation

cyclotron

Collinearllaser
spectros¢

IGISOL — second floor & post-trap spectroscopy
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In-gas-cell laser ion source

Laser beams Ar/He ‘ LEUVEN

Longitudinal from gas
purifier

AHEAD OF ITS TIME
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Separation of stopping and laser
ionization volume improves:

e Laser ionization efficiency at

Beam from high cyclotron beam current

Cyclotron

* Increasing selectivity
(collection of non-neutral ions)

Laser
Tonization

Beam dump window
chamber '

Heater
Filament

collector Filament

N Talk by Yuri,
Exit hole .
Bdrhole | Thurs. 15:50

SPIG ;
Water cooling

Gas feeding
Yu. Kudryavtsev et al., NIM B 267 (2009) 2908
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» Probing the gas jet
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Why do we wish to use the gas jet? @
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...a quest for PURE radioactive ion beams
— (the Laser lon Source ""Trap”’)

Hot cavity LIST
(talk by S. Richter, Fri. 10:40)

F. Schwellnus et al., Rev. Sci. Instrum. 81 (2010) 02A515
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Improvements in resolution

The effect of temperature and pressure on the FWHM  smoorms e

FOR 150 YEARS
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T. Sonoda et al., NIMB 267 (2009) 2918
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What challenges do we face? @

* Time overlap between fast atoms and laser pulses
Velocity distribution Iaser_ ion guide (JYFL) Reference cell uv N
s T. Kessler, PhD thesis (JYFL) s
é < ~N o N b hd °.°§ 0.62—
/ 0.4
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Velocity distribution of jet (CFD simulations) 3 r /,..f’-’- \
= 04— A -
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- Gas iet 7 GHz blue shift
osf- J -—f“i\l = 1660 m/s jet
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Solution: a high-repetition rate laser system

AHEAD OF ITS TIME

FOR 1

Gas Inlet
Ar 63582 cmt —‘\_ 4D3f2
Stopping
Chamber
SPIG V= +40 V
— 441.6 nm
Filament
40943.73 -1 — 4P’°
Target o A 2
lon Collector  Pumping 244.164 nm
Plates Barrier End
Plate 0cm? ZSL,2
Gas Jet FIG ' Cu
Lasers ‘ toward Mass
E lonization w Vi T
" Chamber : : 59 =
o et Ve wo;  PCU (Ty,=81.5s) 1
Cyclotron lonization »
Beam =
— 600+ :
On-line reaction: *®Ni(3He-25 MeV,np)>°Cu b
2004 i
In-jet production ~60x < in-gas cell production
0 T T T T T

R. Ferrer-Garcia, V. Sonnenschein et al., NIM B 291 (2012) 29
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Second challenge: laser-atom spatial overlap

Properties of the gas jet depends on nozzle shape and pressure boundaries T
A ;?‘/
Compression waves
Portable
PLIF System Laserl®
sheet| |
_ Gascapinet -
! t [ Heated pl
H|gh VelOClty Jet | ey hggr?tsrgllfevy ]i ¢ anegozglgnum H
Jet core boundary ! ls% NO i N\
95% N ' \Nzzzz
- -Innershearlayer =~~~ -\-Tﬁ---------‘-‘ \ Intens
: , . cc
__OQutersheartayer "* T | ‘ L
'\ N, Y —
Gas processed intersection of reflected /Vacuum chamber

by barrel shock shock and jet boundary

Shock and expansion reflections

- W

20

2 1Oz (mm)

Numerical investigation of jet flows
M. Jugroot et al., J. Phys. D 37 (2004) 1289

Planar laser-induced fluorescence

NASA Technical Reports Server, Record 59,
J.A. Inman et al., (2008)
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I'maging gas jets at JYFL @

AHEAD OF ITS TIME
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e Create a gas discharge

* Photograph the expanding jet
e Vary background pressure

* Vary nozzle type

* Model rf sextupole

* Analyse the jets

converging-diverging

exit hole 16,25
] ———— PV T TTTTTFVITTTS
) ///7/
< A ey é @# = - %/
“—F 4
] /
e
200 500 de Laval nozzle
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Exit hole 1.45 mm. 56 mbar From Image TO GﬂﬂlYSlS

815 mbar
' Variations in background pressure AHEAD OF ITS TIME

FOR 150 YEARS
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= | | . .
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Probing the jet from a de Laval nozzle

AHEAD OF ITS TIME

Images and direct pressure measurements 1o FORTSOVEARS
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With the Mach number we can also determine:
* jettemperature

jet density M. Reponen, I.D. Moore, I. Pohjalainen et al., NIMA 635 (2011) 24
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> In-jet laser ionization
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1 . 2 N 'AHEAD OF ITS TIME
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M. Reponen, I.D. Moore et al., EPJ A 48 (2012) 45
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A stepwise improvement in laser linewidth

Addition of a second etalon into the Ti:sapphire cavity “ronoveass

Thin etalon Thick etalon
coated substrate undoped YAG
d=0.3mm Birefringent d=6mm

R =~ 40% filter
A"

V/ N
//
4'4’

Ref. cell

1.0 ‘ .\ ,
0.8
-% 0.6
~10 -5 0 5 10 15 5o,
v — 915 424 GHz g
0.2 7| | ‘ | ‘ N
FWHM = 2.0 GHz il nam V/ MInnm
799.990 799.995 800.000 800.005 800.010
A wavelength [nm]
~10 -5 0 5 10 15 (Talk by T. Kron, Thurs. 1710)

v —915424 GHz
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Spectroscopy of ¢3Cu (LISOL 2011)
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R. Ferrer, V. Sonnenschein et al., NIMB 291 (2012) 29
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First free jet ions in LIST geometry at JYFL

(65Cu, Nov. 2012)
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30000 ~

20000
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l e = 17 mW/cm?

T T T T T T
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Laser intensity [mW cm?]|

2nd step

l e = 119 mW/em? | 7

T T T T
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Following computer control and power
s’rabiliza'riongasz%

l AHEAD OF ITS TIME

gas FOR 150 YEARS
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Free jet laser spectroscopy of Cu at LISOL

EATHOLIEKE UMIYERSIIEIT
AHEAD OF ITS TIME
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Towards extraction RFQf

* Modify front end of separator
90° bent RFQ * Install a 90° bent RFQ
e - « Supersonic free gas jet
- * Use of narrowband laser for first
excitation step (pulsed amplified
CW diode laser)
* Spectral bandwidth only 88 MHz

Shaped rod segments

Gas cell chamber
90° bent RFQ
Extraction
Gas cell !
Extraction electrode
RFQ
Ar 200 mbar ....... -
o
. EQOREED
I I Towards njass
| separator
Cu filament
Free jet
expansion
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Results: gas jet vs. reference cell

3d%s5s 2D,,,

Autoionizing state

AHEAD OF ITS TIME
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65260.1 cn-!
623174 cm . | , ,
5 1830 MHz
to- : t :
\,= 287.9 nm 8B3CuGasJdet ~ b b 53Cu Ref. Cell
, 0.8 {\ .
3d'%4p 2P, —_ =2 S [
) - 5
30535.3 cm™! 99:!51Hz _D. I III|
= 0.6 I ° |
o 450 MHz | | 300 MHz
A= 327.395 nm a |b o 1 . |
2 0.4 a . ]
v . { |
F=2 g _ |‘ +|
3d'%4s 28, ,, 11734 MHz — \.
Ground state F=1 0.2 -
65Cy
* Measured HFS of 995(30) MHz 0.0 L . | - o — .
30535.40 30535.45 30535.50 30535.55 30535.60

agrees with literature:

1013.2(20) MHz Wavenumber (cm™)

 The gas jet divergence is the limiting factor for

* D | hift of 1830(30) MHz; . . . .
OPper st o (30) MHz high-resolution spectroscopy in the free jet

gas jet velocity of 599(10) m/s
e FWHM = 450 MHz (gas jet) * Improve by using better collimated jets (Laval)
= 300 MHz (ref. cell)

Yu. Kudryavtsev et al., NIMB 297 (2013) 7
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Proposed setup for gas jet spectroscopy at RIKEN @

AHEAD OF ITS TIME

The PArasitic RlI-beam production by Laser lon-Source (PALIS) project

Vertical injection

Dye laser Gas-jet
pumped by Nd:YAG laser

(rep. rate 10 kHz) free jet or jet through
designed nozzle

ror
E ulti-reflection
irror

M Injection locked Ti:Sapphire

& laser pumped by Nd:YAG laser
(rep. rate 10 kHz)

29 step laser

Filament
atom source
/ Rl beam

Gas cell Optical frequency combs

(high pressure) ¢

——> lonization cell
(low pressure)

Prototype version: T. Sonoda, M. Wada et al., NIMB 295 (2013) 1
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Demonstration: Nb spectroscopy using gas jet RIS @
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T. Takatsuka, H. Tomita et al, submitted to Hyp. Int. (2013)
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> Outlook
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An injection-locked pulsed Ti:sapphire laser system

* Mark 1 (Mainz): ~20 MHz, >1.5 W
* Mark 2 (Nagoya, Japan)
*  Mark 3 (JYFL, Finland)

- cw Matisse laser ordered with pump

- ring cavity being developed
- TEM locking electronics bought

)7

NAGOYA UNIVERSITY

JG|u

Nd:YAG
pump laser
(10kHz)

200 " T

Detuning frequency (MHz)

Fi—F;: 3—4

— 27
;: Al
£
= B 252
B 100 25,3
8
8 352

20061000 0 1000

2000

AHEAD OF ITS TIME
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Pulsed narrow
bandwidth output
to experiments

Feedback to
locking unit

T. Kessler et al., Laser Phys. 18 (2008) 842
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Towards the future...

KATHOLIEKE UNIVERSITEIT
LEUVEN
er C
wlcs=
AHEAD OF ITS TIME

e Continuation of jet studies with laser ionization (nozzles etc)
e Spectroscopy of exotic nuclei in the jet with injection-locked lasers

Extraction
RFQ
S-shape chamber

Extraction
chamber

Main chamber

Dual chamber De Laval nozzle segmented RF

Gas Cell lon collector

| I

Gas jEt ¥
Segmented Extracti
extraction xl ra::c :don
eleciroqae
RFQ
One-dimension laser
beam expander
Thing .
P
entrance osition of the M A2 A2 M
. stopped beam .
window In-cell ionization In-jet ionization
le-3 mbar < le-5 mbar

Pressure: 1 mbar — 0.01 mbar| -1e-5 mbar

In-gas-cell and in-gas-jet laser ionization at S facility, SPIRAL-2, GANIL
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Dual-chamber gas cell commissioning (2012)

Laser beams KATHOLIEKE UNIVERSITEIT
Longitudinal LEUVEN

Beam from
Cyclotron

223Ra a-recoil source

N Exit hole | efficiencies
gd05-1mm

SPIG

M. Reponen, PhD thesis, JYFL (2012)
Yu. Kudryavtsev et al., NIM B 267 (2009) 2908
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Laser spectroscopy of Ni: gas cell vs. gas jet
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T. Sonoda et al., NIMB 267 (2009) 2918
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