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Overview

● Summary of December 2007  and February 2008 
runs 

● TPC QA
● TPC calibration and performance



TPC test 2007  2008
● Cosmic run in December 2007
● Cosmic run in February 2008 
● 2 reconstruction passes (
● Better handling of noise
● Change some reconstruction parameters
● Disabling CleanESD 

● Still work in progress – Some results very 
preliminary 
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Shower in the TPC
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Reason for second pass 
reconstruction

● The noise in test 2007 
2008 at Point2 higher 
than during test runs in 
2006 (clean room)

● The correlation between 
noise higher 

● Tuning of the noise 
selection necessary

● First time the noise 
calibration entries used in 
reconstruction
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Run summary

 Cosmic run in December 2007
 Voltage settings:

► IROC: 1350 V
► OROC 1550 V

 Trigger: Small scintillator under the TPC
 First pass reconstruction:

► 4615 events in total
►   468 events with tracks

 Second pass reconstruction: 
► 12761 events in total
►    717 events with tracks

~10% efficiency

~5.6% efficiency

► Cosmic run in February 2007
► Voltage settings:

 IROC: 1300 V
 OROC 1500 V

► Trigger: Full ACORDE
► One pass reconstruction (Run 

20633):
 25963 events in total
   1633 events with tracks
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Cluster Distribution

Trigger
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Amplitude spectra, IROC C
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MPV values from landau fit



Gain homogenity  Results of the 
Kr calibration

Note: all chambers at the same voltage!
Details in presentation of Adam Matyja



dEdx study
● analysis is based on ~2400 cosmic 

tracks measured without magnetic field
● calibration of the energy loss 

calculation still based on MC data
● no equalization of  chamberby

chamber variations
● only OROCs were used for the dE/dx

calculation
● including calibrated

IROCs will
give ~20% improvement



Gain calibration – MC Cosmic

● Done together with angular affect and drift effect 
parametrization

● Linear fit – in parameter space 45 parameters
● 36  one per chamber
● 9 – angular and drift correction
● Note – the drift correction can be time 

dependent – electron attachment is 
changing with the change of gas 
composition

● Special linear fit for 3 different pad geometries
● 2 types of energy deposits total charge and 

maximal charge
● Mean gain normalized to 1
● Statistic  ~ 500 tracks per chamber



Cluster position resolution

●Cluster position resolution 
as function of drift length

● Left – MC data
● Right – TPC test 2007 

data 



Cluster position resolution

●Cluster position resolution 
as function of inclination 
angle

● Left – MC data
● Right – TPC test 2007 

data 



Alignment  Preliminary



Alignment  Preliminary

















Test 2007 – 2008  Data analysis
● All presented results obtained using the official 

code in SVN
● Noise, pedestal and pulser study

● DA components used in the DAQ Das
● Analysis, fitting, visualization – Calibration viewer

● The calibration using tracks, and krypton calibration
● The component used on MC data used first time on real 

data 



Track based calibration 
components 

●AliTPCcalibTracks
● Cluster error and shape parametrization
● Raw cluster charge spectra

●AliTPCcalibTracksGain
● Internal gain alignment  
● Charge Angular correction calibration
● Sector gain equalization 

●AliTPCcalibAlign  +  AliTPCcalibAlignment (Optional argument CE plane)
● Sector alignment + QA histograms

●Status:
● Offline   developed on MC – partially used (when enough statistic) on real 

cosmic data 
● HLT – to be interfaced


