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» Improvement of the ISOLDE beam quality.

»To maximize the efficiency of the beam
transport.

» Bunched beam: short time width (ms) and low
energy spread (eV).

» To adapt the beam optics to the requirements of
present and new experiments (e.g. REX-
ISOLDE, collinear laser spectroscopy).

general purpose Radio Frequency
Quadrupole lon Cooler and Buncher

(RFQCB)
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Where at ISOLDE?

ISCOOL
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F. Herfurth et al., Nucl.

3

ﬁ Instrum. Methods A, 469,
2 .I”“*-rh A7 # 254-275 (2001)
o ”dﬁ;iimiﬁ
>~ C. Guenaut, PhD thesis,

2005 Existing beam line to |

replace
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The new beam line
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The new ISCOOL beam line
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Extraction quadrupole triplet
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Transport calculations: T. Fritioff, T. Giles | pygagera, N. chritin
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Stability
parameter
(0+0.91)
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ISCOOL

: design parameters

Mass range 10+=300 u Example of timing
Operating beam energy <60 keV ISOHTS DU“:P 'SOHIRS
Intensity <1nA ISOLDE HV _EJ I.EJ? |:|
Pressure inside RFQCB 0.01-0.1 mbar : : !
Acceptance (60 keV) < 40 © mm-mrad BEAM GATE ! ! ! |_|
Extracted 90% emittance (60 keV) EEXEANMBNIED! :‘ 5 ! :
Bunch width <10 us RFQ END :CD_ 4] ! | l
Energy spread (DE) <leV ! ! !
Maximum space charge density ~107 ion/cm3 rrosseMERTE " ; ! [
Cooling time 1ms+10s — > :
Length quadrupole 800 mm
Radius quadrupole 20 mm

A. Jokinen et al, EQ | Normal E@ “Kick”

NIM B, 204, 86 (2003) > | extraction > | extraction

— accumulation

=== gxtraction

6-2-2006
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ISCOOL.: design parameters Il

Stopping distance ions (A=100) in He gas (A=4)

M. Petersson, Master’s Thesis, IFM, 2002

E =200 &Y
rn = 100 armu
b =4 amu

digtsnce [m]
=]
-

6-2-2006

0.25
- 0.2 E =200 eV
= m = 10 amu
a 0.1 b =4 armu
005 0.1
p [mbar]

—7 Simulation, no RFQ)
—= Simulation, RFG

—+— Theory, Monte Carlo
—— Theory, macroscopic

* Pressure inside RFQCB
chamber: 0.01-0.1 mbar (He).

o 3 turbopumps (fully integrated
in the ISOLDE vacuum system).

« Differential pumping (from 0.1
mbar to 10-7 mbar).

e Purified helium.
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ISCOOL.: design parameters llI

Frequency range
Amplitude range (0-to-peak)

1.5+0.1 MHz

100 =250V Mass Frequency Ve (0-peak) Pot. Well
[amu] [MHz] V] depth [eV]

10 0.50 130 0,50 16,13

20 0,60 147 5 0.50 18,46

50 042 180 0,50 22 44

100 0.30 185 0,50 23.23

120 0,28 1925 0,50 24,07

140 0.26 1325 0.50 23,92

! 160 0,24 130 0.50 23.93

° 180 0.22 180 0,50 22T

200 0,21 180 0,50 22 44

220 0.21 200 0.50 2519

240 0,20 185 0,50 24 20

250 0.20 200 0.49 24 44

Axial electrodes (for longitudinal axial

electric field) and RF electrodes (to

RFQ electric field) are separated

Easy electronics

25 segments with individual power :> Full control cooling and bunch

supplies

6-2-2006

extraction to the experiments
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Issues for the on-line installation

» Off-line  1on source before ISCOOL for
optimization?

» User's beam gate removed but transparent for
the users: same job by the beam gate before
HRS.

» Possibility to remove ISCOOL and work without
with the Injection and extraction quadrupole
triplets.
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Status: The assembly
.% 2 “ - \ g

- -‘-E!"____i— e

m—-=_=- _—-—— -——_-=a==ﬁ ------

»P. Delahaye took over the project since November.
»Mechanical assembly finished.

» Electrical vacuum connections finished.
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Status- ll: The off-line test bench

» Installation in 275: RF and
vacuum in progress.

» LPC ion source to be
installed.

» First tests planned with K*
at low energy (1 keV).
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» Tests until November 2006.

» Installation at ISOLDE during next shutdown
(HIE-ISOLDE).
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