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The goal of the AEgIS experiment (CERN AD6) is to test the Weak 
Equivalence Principle (WEP) using antihydrogen       . The gravitational sag 
of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 

1 Pm 

Reference 
C. Amsler et al.,  ‘A  new  application  of  emulsions  to  measure  the  
gravitational force on antihydrogen’.,  JINST  (in  press), arXiv:1211.1370.  

Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
(Nagoya University). 

100 Pm 

1 Pm 

10 Pm 

Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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GRAVITATIONAL ACCELERATION OF 
ANTIMATTER
•No direct test of CPT

• Weak equivalence principle

•no precise experimental 
test available 

•Highest precision 
reachable with neutral 
antimatter

•AEgĪS
• Antimatter Experiment - 
G̅ravity, Interferometry, 
Spectroscopy
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Moiré deflectometer 

TO
F 

Position detector 

Bare emulsion 

SUS  20 Pm 

Vacuum flange 

(A) 

(B) 
50 Pm 

G
at

e v
al

ve
 

G
at

e v
al

ve
 

Janusz  
chamber 

(10-5 mbar) 

5 T / 1 T  
magnet 

Fl
an

ge
 

SUS  
20 Pm 

Emulsion 
5 films 

UHV/OVC separation 
(2 Pm titanium) 

Turbo pump 

Impact 
parameter 

SU
S 

200 Pm 
44 Pm 

p Preliminary 

Impact parameter resolution (Pm) 



E.	  Widmann

AEg̅IS GOAL

•First goal is to measure g ̄to 1%
• in the free fall of cold H̅ atoms

•Test of WEP on antimatter in the Earth’s 
gravitational field
• First direct measurement for antimatter - no assumptions
• Large amount of antimatter atoms needed
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M. Kimura on behalf of the AEgIS collaboration. 
Albert Einstein Center for Fundamental Physics, Laboratory for High Energy Physics, University of Bern 

Contact e-mail: mitsuhiro.kimura@lhep.unibe.ch  

The goal of the AEgIS experiment (CERN AD6) is to test the Weak 
Equivalence Principle (WEP) using antihydrogen       . The gravitational sag 
of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 

1 Pm 

Reference 
C. Amsler et al.,  ‘A  new  application  of  emulsions  to  measure  the  
gravitational force on antihydrogen’.,  JINST  (in  press), arXiv:1211.1370.  

Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
(Nagoya University). 

100 Pm 

1 Pm 

10 Pm 

Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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AEg̅IS GOAL

•First goal is to measure g ̄to 1%
• in the free fall of cold H̅ atoms

•Test of WEP on antimatter in the Earth’s 
gravitational field
• First direct measurement for antimatter - no assumptions
• Large amount of antimatter atoms needed

•AEgĪS method
• Produce cold Rydberg H̅*

• Accelerate H̅* to produce neutral beam
• Measure gravitational deflection of H̅ beam using a  

Moiré deflectometer
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Contact e-mail: mitsuhiro.kimura@lhep.unibe.ch  

The goal of the AEgIS experiment (CERN AD6) is to test the Weak 
Equivalence Principle (WEP) using antihydrogen       . The gravitational sag 
of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 

1 Pm 

Reference 
C. Amsler et al.,  ‘A  new  application  of  emulsions  to  measure  the  
gravitational force on antihydrogen’.,  JINST  (in  press), arXiv:1211.1370.  

Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
(Nagoya University). 
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Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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AEgĪS PRINCIPLE

6Figure 3.5: Schematic view of the AEGIS Moiré deflectometer (not to scale). The cylinders represent the
electrodes of the trap for charged particles in which the antihydrogen will be produced. The first cloud
represents the antihydrogen before the acceleration and the second one the cloud at the time t0 when the
accelerating electric field is switched o↵. The two gratings and the detector are shown.

3.5 The first AEGIS gravity measurement: a classical Moiré
deflectometer coupled to a position sensitive detector

The first experiment planned in AEGIS to probe the validity of the weak equivalence principle for anti-
hydrogen is the g measurement with a classical Moiré deflectometer. Such an apparatus was built and
operated by M. K. Oberthaler et al., in 1996 [64] and we are proposing an upgraded design of it (M. K.
Oberthaler is member of AEGIS).

A classical deflectometer is usually made of three gratings, but the slit widths are su�ciently large
that di↵raction can be neglected. Referring to relation 3.5 for L = 0.1 m, a = 40 µm and for L = 1
m, a = 120 µm. As already anticipated, the motion of the atoms in the Moiré deflectometer is purely
classical. The presence of the first two gratings at distance L produces a periodical structure in the
number of the atoms N(x) arriving at distance L from the second grating. Here x is the coordinate in
the direction of the gravity force. In the experiment described in [64] the atomic density modulation was
detected, as in the case of the interferometer experiments, by using the third grating as filter: the third
grating is moved in the vertical direction by a fraction �x of the grating period and the total number of
atoms passing through is detected vs �x.
The number of atoms N(�x) is a periodical function of �x with period keff = 2⇡/a.
The comparison of N(�x) with and without including the gravity force shows that the fall of the atoms
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Development of nuclear emulsions with 1 Pm spatial  
resolution for the AEgIS experiment 

M. Kimura on behalf of the AEgIS collaboration. 
Albert Einstein Center for Fundamental Physics, Laboratory for High Energy Physics, University of Bern 

Contact e-mail: mitsuhiro.kimura@lhep.unibe.ch  

The goal of the AEgIS experiment (CERN AD6) is to test the Weak 
Equivalence Principle (WEP) using antihydrogen       . The gravitational sag 
of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 

1 Pm 

Reference 
C. Amsler et al.,  ‘A  new  application  of  emulsions  to  measure  the  
gravitational force on antihydrogen’.,  JINST  (in  press), arXiv:1211.1370.  

Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
(Nagoya University). 

100 Pm 
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10 Pm 

Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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resolution for the AEgIS experiment 

M. Kimura on behalf of the AEgIS collaboration. 
Albert Einstein Center for Fundamental Physics, Laboratory for High Energy Physics, University of Bern 

Contact e-mail: mitsuhiro.kimura@lhep.unibe.ch  

The goal of the AEgIS experiment (CERN AD6) is to test the Weak 
Equivalence Principle (WEP) using antihydrogen       . The gravitational sag 
of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 

1 Pm 

Reference 
C. Amsler et al.,  ‘A  new  application  of  emulsions  to  measure  the  
gravitational force on antihydrogen’.,  JINST  (in  press), arXiv:1211.1370.  

Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
(Nagoya University). 
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Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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Development of nuclear emulsions with 1 Pm spatial  
resolution for the AEgIS experiment 

M. Kimura on behalf of the AEgIS collaboration. 
Albert Einstein Center for Fundamental Physics, Laboratory for High Energy Physics, University of Bern 

Contact e-mail: mitsuhiro.kimura@lhep.unibe.ch  

The goal of the AEgIS experiment (CERN AD6) is to test the Weak 
Equivalence Principle (WEP) using antihydrogen       . The gravitational sag 
of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 

1 Pm 

Reference 
C. Amsler et al.,  ‘A  new  application  of  emulsions  to  measure  the  
gravitational force on antihydrogen’.,  JINST  (in  press), arXiv:1211.1370.  

Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
(Nagoya University). 
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Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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The goal of the AEgIS experiment (CERN AD6) is to test the Weak 
Equivalence Principle (WEP) using antihydrogen       . The gravitational sag 
of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 
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Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 
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100 Pm 

1 Pm 

10 Pm 

Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
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We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 

1 Pm 

Reference 
C. Amsler et al.,  ‘A  new  application  of  emulsions  to  measure  the  
gravitational force on antihydrogen’.,  JINST  (in  press), arXiv:1211.1370.  

Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 
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Fig. 7. Left: Holder of the miniature moiré deflectometer. 
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with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 
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Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 
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Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
(Nagoya University). 
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Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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Equivalence Principle (WEP) using antihydrogen       . The gravitational sag 
of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 
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Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 
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 films (OPERA) and the new emulsions 
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Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 
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Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 
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Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 

1 Pm 

Reference 
C. Amsler et al.,  ‘A  new  application  of  emulsions  to  measure  the  
gravitational force on antihydrogen’.,  JINST  (in  press), arXiv:1211.1370.  

Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
(Nagoya University). 
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Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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PRODUCTION OF H̅ ATOMS

•Charge exchange with Ps*

• Capture p ̄from CERN-AD
• Cool p ̄
• Ps production by e+ on SiO2

• Ps laser excitation to  
Rydberg state 

• Interaction Ps* with p ̄cloud
• Recombination: resonant charge 

exchange
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Ps* + p ̄→e+ + H̅
enhanced formation rate:
• σ~n4

• Ps(n1)→H̅(n2)
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resolution for the AEgIS experiment 
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Albert Einstein Center for Fundamental Physics, Laboratory for High Energy Physics, University of Bern 

Contact e-mail: mitsuhiro.kimura@lhep.unibe.ch  

The goal of the AEgIS experiment (CERN AD6) is to test the Weak 
Equivalence Principle (WEP) using antihydrogen       . The gravitational sag 
of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 
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gravitational force on antihydrogen’.,  JINST  (in  press), arXiv:1211.1370.  

Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
(Nagoya University). 
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Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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The precise measurement of forces between objects
gives deep insight into the fundamental interactions and
symmetries of nature. A paradigm example is the

comparison of the motion of matter in the gravitational field,
testing with high precision that the acceleration is material-
independent, that is, the weak equivalence principle1–4. Although
indirect experimental evidence suggests that the weak equivalence
principle also holds for antimatter5–7, a direct observation for
antimatter is still missing. First attempts in this direction have
recently been reported by the ALPHA collaboration8, who used
the release of antihydrogen from a magnetic trap to exclude the
absolute value of the gravitational acceleration of antihydrogen to
be 100 times larger than for matter. An alternative approach is
followed by the GBAR collaboration9, which is based on
sympathetic cooling of positive antihydrogen ions and their
subsequent photodetachment. One of the specified goals of
the AEgIS collaboration (antihydrogen experiment: gravity,
interferometry, spectroscopy) is the direct detection of the
gravitational acceleration using an antihydrogen beam10,11

combined with a moiré deflectometer12, a device with high
sensitivity for acceleration measurements.

Here, we present the successful realization of such a device for
antiprotons. This has been achieved using slow antiprotons from
the Antiproton Decelerator (AD) at CERN, the technology of
emulsion detectors developed for recent high-energy neutrino
experiments13 and a novel referencing method employing
Talbot–Lau interferometry14,15 with light. The observation is
consistent with a force at the 500 aN level acting on the
antiprotons. This demonstration is an important prerequisite
for future studies of the gravitational acceleration of antimatter
building on an antihydrogen beam.

Results
Moiré deflectometer. The principle used in the experiment
reported here is visualized in Fig. 1a. A divergent beam of
antiprotons enters the moiré setup consisting of three equally
spaced elements: two gratings and a spatially resolving emulsion
detector. The two gratings with periodicity d define the classical
trajectories leading to a fringe pattern with the same periodicity at
the position of the detector. If the transit time of the particles
through the device is known, absolute force measurements
are possible by employing Newton’s second law of mechanics16.

As indicated in Fig. 1b, the position of the moiré pattern is shifted
in the presence of a force with respect to the geometric shadow by

Dy ¼ Fk
m

t2 ¼ at2; ð1Þ

where F|| represents the force component along the grating
period, m is the inertial mass of the test particle, a is the
acceleration and t is the time of flight between the two gratings. It
is important to note that the shift has two contributions. The
velocity of the particle after the second grating in the direction of
the acceleration is non-zero and the particle is also accelerated in
the second half of the moiré deflectometer. The relevant
parameter for precision measurements is the sensitivity, that is,
the minimal detectable acceleration amin. This can be estimated
by considering the maximal signal S to noise ratio possible in this
scenario. Since the influence of a pattern shift is most sensitively
detected at the steepest gradient of the pattern the visibility
u¼ (Smax$ Smin)/(Smaxþ Smin) should be maximized and the
periodicity minimized. The noise of the signal is intrinsically
limited for classical particle sources to the shot noise which scales
as 1/

ffiffiffiffi
N
p

, where N is the number of detected particles.
Consequently, the minimal detectable acceleration12 is given by
amin ¼ d= 2put2

ffiffiffiffi
N
p" #

. It is important to note that this device
works even for a very divergent source of particles as shown in
Fig. 1a, and thus is an ideal device for the highly divergent beam
of antihydrogen atoms that is expected in the AEgIS apparatus.

Talbot–Lau interferometry with light as absolute reference.
To determine the magnitude of the fringe pattern shift,
knowledge of the undeflected fringe position (indicated as grey
trajectories in Fig. 1b) is required. Due to the neutrality and high
speed of photons, it is favourable to measure this position inde-
pendently with light so that the action of forces is negligible.
Unlike the case of classical particles described above, geometric
paths are not applicable for visible light as diffraction at the
gratings has to be taken into account. Figure 1c depicts the cor-
responding light field pattern where the distance between the
gratings is given by the Talbot length LTalbot¼ 2d2/l. This con-
figuration is known as Talbot–Lau interferometer14, which is
based on the near-field Talbot effect15—the rephasing of the
pattern in discrete distances behind a grating illuminated with
light. The final pattern is not a classical distribution, but an
interference pattern and coincides with the pattern of the moiré

Light interference

Matter moiréa b

c

40 µm

25 mm
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Moiré Contact

Figure 1 | Moiré deflectometer for antiprotons. (a) A divergent antiproton beam impinges on two subsequent gratings that restrict the transmitted
particles to well-defined trajectories. This leads to a shadow fringe pattern as indicated in b, which is shifted in the presence of a force (blue trajectories).
Finally, the antiprotons are detected with a spatially resolving emulsion detector. To infer the force, the shifted position of the moiré pattern has to be
compared with the expected pattern without force. (c) This is achieved using light and near-field interference, the shift of which is negligible. A grating in
direct contact with the emulsion is used to reference the antimatter and the light measurements.
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The goal of the AEgIS experiment (CERN AD6) is to test the Weak 
Equivalence Principle (WEP) using antihydrogen       . The gravitational sag 
of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 

1 Pm 

Reference 
C. Amsler et al.,  ‘A  new  application  of  emulsions  to  measure  the  
gravitational force on antihydrogen’.,  JINST  (in  press), arXiv:1211.1370.  

Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
(Nagoya University). 
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Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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H̅ BEAM & MEASUREMENT PRINCIPLE

• H̅ beam formation by 
Stark acceleration

8

The precise measurement of forces between objects
gives deep insight into the fundamental interactions and
symmetries of nature. A paradigm example is the

comparison of the motion of matter in the gravitational field,
testing with high precision that the acceleration is material-
independent, that is, the weak equivalence principle1–4. Although
indirect experimental evidence suggests that the weak equivalence
principle also holds for antimatter5–7, a direct observation for
antimatter is still missing. First attempts in this direction have
recently been reported by the ALPHA collaboration8, who used
the release of antihydrogen from a magnetic trap to exclude the
absolute value of the gravitational acceleration of antihydrogen to
be 100 times larger than for matter. An alternative approach is
followed by the GBAR collaboration9, which is based on
sympathetic cooling of positive antihydrogen ions and their
subsequent photodetachment. One of the specified goals of
the AEgIS collaboration (antihydrogen experiment: gravity,
interferometry, spectroscopy) is the direct detection of the
gravitational acceleration using an antihydrogen beam10,11

combined with a moiré deflectometer12, a device with high
sensitivity for acceleration measurements.

Here, we present the successful realization of such a device for
antiprotons. This has been achieved using slow antiprotons from
the Antiproton Decelerator (AD) at CERN, the technology of
emulsion detectors developed for recent high-energy neutrino
experiments13 and a novel referencing method employing
Talbot–Lau interferometry14,15 with light. The observation is
consistent with a force at the 500 aN level acting on the
antiprotons. This demonstration is an important prerequisite
for future studies of the gravitational acceleration of antimatter
building on an antihydrogen beam.

Results
Moiré deflectometer. The principle used in the experiment
reported here is visualized in Fig. 1a. A divergent beam of
antiprotons enters the moiré setup consisting of three equally
spaced elements: two gratings and a spatially resolving emulsion
detector. The two gratings with periodicity d define the classical
trajectories leading to a fringe pattern with the same periodicity at
the position of the detector. If the transit time of the particles
through the device is known, absolute force measurements
are possible by employing Newton’s second law of mechanics16.

As indicated in Fig. 1b, the position of the moiré pattern is shifted
in the presence of a force with respect to the geometric shadow by

Dy ¼ Fk
m

t2 ¼ at2; ð1Þ

where F|| represents the force component along the grating
period, m is the inertial mass of the test particle, a is the
acceleration and t is the time of flight between the two gratings. It
is important to note that the shift has two contributions. The
velocity of the particle after the second grating in the direction of
the acceleration is non-zero and the particle is also accelerated in
the second half of the moiré deflectometer. The relevant
parameter for precision measurements is the sensitivity, that is,
the minimal detectable acceleration amin. This can be estimated
by considering the maximal signal S to noise ratio possible in this
scenario. Since the influence of a pattern shift is most sensitively
detected at the steepest gradient of the pattern the visibility
u¼ (Smax$ Smin)/(Smaxþ Smin) should be maximized and the
periodicity minimized. The noise of the signal is intrinsically
limited for classical particle sources to the shot noise which scales
as 1/

ffiffiffiffi
N
p

, where N is the number of detected particles.
Consequently, the minimal detectable acceleration12 is given by
amin ¼ d= 2put2

ffiffiffiffi
N
p" #

. It is important to note that this device
works even for a very divergent source of particles as shown in
Fig. 1a, and thus is an ideal device for the highly divergent beam
of antihydrogen atoms that is expected in the AEgIS apparatus.

Talbot–Lau interferometry with light as absolute reference.
To determine the magnitude of the fringe pattern shift,
knowledge of the undeflected fringe position (indicated as grey
trajectories in Fig. 1b) is required. Due to the neutrality and high
speed of photons, it is favourable to measure this position inde-
pendently with light so that the action of forces is negligible.
Unlike the case of classical particles described above, geometric
paths are not applicable for visible light as diffraction at the
gratings has to be taken into account. Figure 1c depicts the cor-
responding light field pattern where the distance between the
gratings is given by the Talbot length LTalbot¼ 2d2/l. This con-
figuration is known as Talbot–Lau interferometer14, which is
based on the near-field Talbot effect15—the rephasing of the
pattern in discrete distances behind a grating illuminated with
light. The final pattern is not a classical distribution, but an
interference pattern and coincides with the pattern of the moiré

Light interference

Matter moiréa b
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Figure 1 | Moiré deflectometer for antiprotons. (a) A divergent antiproton beam impinges on two subsequent gratings that restrict the transmitted
particles to well-defined trajectories. This leads to a shadow fringe pattern as indicated in b, which is shifted in the presence of a force (blue trajectories).
Finally, the antiprotons are detected with a spatially resolving emulsion detector. To infer the force, the shifted position of the moiré pattern has to be
compared with the expected pattern without force. (c) This is achieved using light and near-field interference, the shift of which is negligible. A grating in
direct contact with the emulsion is used to reference the antimatter and the light measurements.

ARTICLE NATURE COMMUNICATIONS | DOI: 10.1038/ncomms5538

2 NATURE COMMUNICATIONS | 5:4538 | DOI: 10.1038/ncomms5538 | www.nature.com/naturecommunications

& 2014 Macmillan Publishers Limited. All rights reserved.

L

h

M.K. Oberthaler et al., Phys Rev. A 54, 3165 (1996)

Development of nuclear emulsions with 1 Pm spatial  
resolution for the AEgIS experiment 

M. Kimura on behalf of the AEgIS collaboration. 
Albert Einstein Center for Fundamental Physics, Laboratory for High Energy Physics, University of Bern 

Contact e-mail: mitsuhiro.kimura@lhep.unibe.ch  

The goal of the AEgIS experiment (CERN AD6) is to test the Weak 
Equivalence Principle (WEP) using antihydrogen       . The gravitational sag 
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Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 
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MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
(Nagoya University). 

100 Pm 

1 Pm 

10 Pm 

Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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The precise measurement of forces between objects
gives deep insight into the fundamental interactions and
symmetries of nature. A paradigm example is the

comparison of the motion of matter in the gravitational field,
testing with high precision that the acceleration is material-
independent, that is, the weak equivalence principle1–4. Although
indirect experimental evidence suggests that the weak equivalence
principle also holds for antimatter5–7, a direct observation for
antimatter is still missing. First attempts in this direction have
recently been reported by the ALPHA collaboration8, who used
the release of antihydrogen from a magnetic trap to exclude the
absolute value of the gravitational acceleration of antihydrogen to
be 100 times larger than for matter. An alternative approach is
followed by the GBAR collaboration9, which is based on
sympathetic cooling of positive antihydrogen ions and their
subsequent photodetachment. One of the specified goals of
the AEgIS collaboration (antihydrogen experiment: gravity,
interferometry, spectroscopy) is the direct detection of the
gravitational acceleration using an antihydrogen beam10,11

combined with a moiré deflectometer12, a device with high
sensitivity for acceleration measurements.

Here, we present the successful realization of such a device for
antiprotons. This has been achieved using slow antiprotons from
the Antiproton Decelerator (AD) at CERN, the technology of
emulsion detectors developed for recent high-energy neutrino
experiments13 and a novel referencing method employing
Talbot–Lau interferometry14,15 with light. The observation is
consistent with a force at the 500 aN level acting on the
antiprotons. This demonstration is an important prerequisite
for future studies of the gravitational acceleration of antimatter
building on an antihydrogen beam.

Results
Moiré deflectometer. The principle used in the experiment
reported here is visualized in Fig. 1a. A divergent beam of
antiprotons enters the moiré setup consisting of three equally
spaced elements: two gratings and a spatially resolving emulsion
detector. The two gratings with periodicity d define the classical
trajectories leading to a fringe pattern with the same periodicity at
the position of the detector. If the transit time of the particles
through the device is known, absolute force measurements
are possible by employing Newton’s second law of mechanics16.

As indicated in Fig. 1b, the position of the moiré pattern is shifted
in the presence of a force with respect to the geometric shadow by

Dy ¼ Fk
m

t2 ¼ at2; ð1Þ

where F|| represents the force component along the grating
period, m is the inertial mass of the test particle, a is the
acceleration and t is the time of flight between the two gratings. It
is important to note that the shift has two contributions. The
velocity of the particle after the second grating in the direction of
the acceleration is non-zero and the particle is also accelerated in
the second half of the moiré deflectometer. The relevant
parameter for precision measurements is the sensitivity, that is,
the minimal detectable acceleration amin. This can be estimated
by considering the maximal signal S to noise ratio possible in this
scenario. Since the influence of a pattern shift is most sensitively
detected at the steepest gradient of the pattern the visibility
u¼ (Smax$ Smin)/(Smaxþ Smin) should be maximized and the
periodicity minimized. The noise of the signal is intrinsically
limited for classical particle sources to the shot noise which scales
as 1/

ffiffiffiffi
N
p

, where N is the number of detected particles.
Consequently, the minimal detectable acceleration12 is given by
amin ¼ d= 2put2

ffiffiffiffi
N
p" #

. It is important to note that this device
works even for a very divergent source of particles as shown in
Fig. 1a, and thus is an ideal device for the highly divergent beam
of antihydrogen atoms that is expected in the AEgIS apparatus.

Talbot–Lau interferometry with light as absolute reference.
To determine the magnitude of the fringe pattern shift,
knowledge of the undeflected fringe position (indicated as grey
trajectories in Fig. 1b) is required. Due to the neutrality and high
speed of photons, it is favourable to measure this position inde-
pendently with light so that the action of forces is negligible.
Unlike the case of classical particles described above, geometric
paths are not applicable for visible light as diffraction at the
gratings has to be taken into account. Figure 1c depicts the cor-
responding light field pattern where the distance between the
gratings is given by the Talbot length LTalbot¼ 2d2/l. This con-
figuration is known as Talbot–Lau interferometer14, which is
based on the near-field Talbot effect15—the rephasing of the
pattern in discrete distances behind a grating illuminated with
light. The final pattern is not a classical distribution, but an
interference pattern and coincides with the pattern of the moiré

Light interference

Matter moiréa b

c

40 µm

25 mm

25 mm

Moiré Contact

Figure 1 | Moiré deflectometer for antiprotons. (a) A divergent antiproton beam impinges on two subsequent gratings that restrict the transmitted
particles to well-defined trajectories. This leads to a shadow fringe pattern as indicated in b, which is shifted in the presence of a force (blue trajectories).
Finally, the antiprotons are detected with a spatially resolving emulsion detector. To infer the force, the shifted position of the moiré pattern has to be
compared with the expected pattern without force. (c) This is achieved using light and near-field interference, the shift of which is negligible. A grating in
direct contact with the emulsion is used to reference the antimatter and the light measurements.
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The goal of the AEgIS experiment (CERN AD6) is to test the Weak 
Equivalence Principle (WEP) using antihydrogen       . The gravitational sag 
of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 

1 Pm 

Reference 
C. Amsler et al.,  ‘A  new  application  of  emulsions  to  measure  the  
gravitational force on antihydrogen’.,  JINST  (in  press), arXiv:1211.1370.  

Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
(Nagoya University). 

100 Pm 

1 Pm 

10 Pm 

Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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Moiré deflectometer 

TO
F 

Position detector 

Bare emulsion 

SUS  20 Pm 

Vacuum flange 

(A) 

(B) 
50 Pm 

G
at

e v
al

ve
 

G
at

e v
al

ve
 

Janusz  
chamber 

(10-5 mbar) 

5 T / 1 T  
magnet 

Fl
an

ge
 

SUS  
20 Pm 

Emulsion 
5 films 

UHV/OVC separation 
(2 Pm titanium) 

Turbo pump 

Impact 
parameter 

SU
S 

200 Pm 
44 Pm 

p Preliminary 

Impact parameter resolution (Pm) 



E.	  Widmann

H̅ BEAM & MEASUREMENT PRINCIPLE

• H̅ beam formation by 
Stark acceleration
• vh ~ 400 m/s

•Measurement of g ̄

8

The precise measurement of forces between objects
gives deep insight into the fundamental interactions and
symmetries of nature. A paradigm example is the

comparison of the motion of matter in the gravitational field,
testing with high precision that the acceleration is material-
independent, that is, the weak equivalence principle1–4. Although
indirect experimental evidence suggests that the weak equivalence
principle also holds for antimatter5–7, a direct observation for
antimatter is still missing. First attempts in this direction have
recently been reported by the ALPHA collaboration8, who used
the release of antihydrogen from a magnetic trap to exclude the
absolute value of the gravitational acceleration of antihydrogen to
be 100 times larger than for matter. An alternative approach is
followed by the GBAR collaboration9, which is based on
sympathetic cooling of positive antihydrogen ions and their
subsequent photodetachment. One of the specified goals of
the AEgIS collaboration (antihydrogen experiment: gravity,
interferometry, spectroscopy) is the direct detection of the
gravitational acceleration using an antihydrogen beam10,11

combined with a moiré deflectometer12, a device with high
sensitivity for acceleration measurements.

Here, we present the successful realization of such a device for
antiprotons. This has been achieved using slow antiprotons from
the Antiproton Decelerator (AD) at CERN, the technology of
emulsion detectors developed for recent high-energy neutrino
experiments13 and a novel referencing method employing
Talbot–Lau interferometry14,15 with light. The observation is
consistent with a force at the 500 aN level acting on the
antiprotons. This demonstration is an important prerequisite
for future studies of the gravitational acceleration of antimatter
building on an antihydrogen beam.

Results
Moiré deflectometer. The principle used in the experiment
reported here is visualized in Fig. 1a. A divergent beam of
antiprotons enters the moiré setup consisting of three equally
spaced elements: two gratings and a spatially resolving emulsion
detector. The two gratings with periodicity d define the classical
trajectories leading to a fringe pattern with the same periodicity at
the position of the detector. If the transit time of the particles
through the device is known, absolute force measurements
are possible by employing Newton’s second law of mechanics16.

As indicated in Fig. 1b, the position of the moiré pattern is shifted
in the presence of a force with respect to the geometric shadow by

Dy ¼ Fk
m

t2 ¼ at2; ð1Þ

where F|| represents the force component along the grating
period, m is the inertial mass of the test particle, a is the
acceleration and t is the time of flight between the two gratings. It
is important to note that the shift has two contributions. The
velocity of the particle after the second grating in the direction of
the acceleration is non-zero and the particle is also accelerated in
the second half of the moiré deflectometer. The relevant
parameter for precision measurements is the sensitivity, that is,
the minimal detectable acceleration amin. This can be estimated
by considering the maximal signal S to noise ratio possible in this
scenario. Since the influence of a pattern shift is most sensitively
detected at the steepest gradient of the pattern the visibility
u¼ (Smax$ Smin)/(Smaxþ Smin) should be maximized and the
periodicity minimized. The noise of the signal is intrinsically
limited for classical particle sources to the shot noise which scales
as 1/

ffiffiffiffi
N
p

, where N is the number of detected particles.
Consequently, the minimal detectable acceleration12 is given by
amin ¼ d= 2put2

ffiffiffiffi
N
p" #

. It is important to note that this device
works even for a very divergent source of particles as shown in
Fig. 1a, and thus is an ideal device for the highly divergent beam
of antihydrogen atoms that is expected in the AEgIS apparatus.

Talbot–Lau interferometry with light as absolute reference.
To determine the magnitude of the fringe pattern shift,
knowledge of the undeflected fringe position (indicated as grey
trajectories in Fig. 1b) is required. Due to the neutrality and high
speed of photons, it is favourable to measure this position inde-
pendently with light so that the action of forces is negligible.
Unlike the case of classical particles described above, geometric
paths are not applicable for visible light as diffraction at the
gratings has to be taken into account. Figure 1c depicts the cor-
responding light field pattern where the distance between the
gratings is given by the Talbot length LTalbot¼ 2d2/l. This con-
figuration is known as Talbot–Lau interferometer14, which is
based on the near-field Talbot effect15—the rephasing of the
pattern in discrete distances behind a grating illuminated with
light. The final pattern is not a classical distribution, but an
interference pattern and coincides with the pattern of the moiré

Light interference

Matter moiréa b

c

40 µm

25 mm

25 mm

Moiré Contact

Figure 1 | Moiré deflectometer for antiprotons. (a) A divergent antiproton beam impinges on two subsequent gratings that restrict the transmitted
particles to well-defined trajectories. This leads to a shadow fringe pattern as indicated in b, which is shifted in the presence of a force (blue trajectories).
Finally, the antiprotons are detected with a spatially resolving emulsion detector. To infer the force, the shifted position of the moiré pattern has to be
compared with the expected pattern without force. (c) This is achieved using light and near-field interference, the shift of which is negligible. A grating in
direct contact with the emulsion is used to reference the antimatter and the light measurements.
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The goal of the AEgIS experiment (CERN AD6) is to test the Weak 
Equivalence Principle (WEP) using antihydrogen       . The gravitational sag 
of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 

1 Pm 

Reference 
C. Amsler et al.,  ‘A  new  application  of  emulsions  to  measure  the  
gravitational force on antihydrogen’.,  JINST  (in  press), arXiv:1211.1370.  

Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
(Nagoya University). 

100 Pm 

1 Pm 

10 Pm 

Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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The precise measurement of forces between objects
gives deep insight into the fundamental interactions and
symmetries of nature. A paradigm example is the

comparison of the motion of matter in the gravitational field,
testing with high precision that the acceleration is material-
independent, that is, the weak equivalence principle1–4. Although
indirect experimental evidence suggests that the weak equivalence
principle also holds for antimatter5–7, a direct observation for
antimatter is still missing. First attempts in this direction have
recently been reported by the ALPHA collaboration8, who used
the release of antihydrogen from a magnetic trap to exclude the
absolute value of the gravitational acceleration of antihydrogen to
be 100 times larger than for matter. An alternative approach is
followed by the GBAR collaboration9, which is based on
sympathetic cooling of positive antihydrogen ions and their
subsequent photodetachment. One of the specified goals of
the AEgIS collaboration (antihydrogen experiment: gravity,
interferometry, spectroscopy) is the direct detection of the
gravitational acceleration using an antihydrogen beam10,11

combined with a moiré deflectometer12, a device with high
sensitivity for acceleration measurements.

Here, we present the successful realization of such a device for
antiprotons. This has been achieved using slow antiprotons from
the Antiproton Decelerator (AD) at CERN, the technology of
emulsion detectors developed for recent high-energy neutrino
experiments13 and a novel referencing method employing
Talbot–Lau interferometry14,15 with light. The observation is
consistent with a force at the 500 aN level acting on the
antiprotons. This demonstration is an important prerequisite
for future studies of the gravitational acceleration of antimatter
building on an antihydrogen beam.

Results
Moiré deflectometer. The principle used in the experiment
reported here is visualized in Fig. 1a. A divergent beam of
antiprotons enters the moiré setup consisting of three equally
spaced elements: two gratings and a spatially resolving emulsion
detector. The two gratings with periodicity d define the classical
trajectories leading to a fringe pattern with the same periodicity at
the position of the detector. If the transit time of the particles
through the device is known, absolute force measurements
are possible by employing Newton’s second law of mechanics16.

As indicated in Fig. 1b, the position of the moiré pattern is shifted
in the presence of a force with respect to the geometric shadow by

Dy ¼ Fk
m

t2 ¼ at2; ð1Þ

where F|| represents the force component along the grating
period, m is the inertial mass of the test particle, a is the
acceleration and t is the time of flight between the two gratings. It
is important to note that the shift has two contributions. The
velocity of the particle after the second grating in the direction of
the acceleration is non-zero and the particle is also accelerated in
the second half of the moiré deflectometer. The relevant
parameter for precision measurements is the sensitivity, that is,
the minimal detectable acceleration amin. This can be estimated
by considering the maximal signal S to noise ratio possible in this
scenario. Since the influence of a pattern shift is most sensitively
detected at the steepest gradient of the pattern the visibility
u¼ (Smax$ Smin)/(Smaxþ Smin) should be maximized and the
periodicity minimized. The noise of the signal is intrinsically
limited for classical particle sources to the shot noise which scales
as 1/

ffiffiffiffi
N
p

, where N is the number of detected particles.
Consequently, the minimal detectable acceleration12 is given by
amin ¼ d= 2put2

ffiffiffiffi
N
p" #

. It is important to note that this device
works even for a very divergent source of particles as shown in
Fig. 1a, and thus is an ideal device for the highly divergent beam
of antihydrogen atoms that is expected in the AEgIS apparatus.

Talbot–Lau interferometry with light as absolute reference.
To determine the magnitude of the fringe pattern shift,
knowledge of the undeflected fringe position (indicated as grey
trajectories in Fig. 1b) is required. Due to the neutrality and high
speed of photons, it is favourable to measure this position inde-
pendently with light so that the action of forces is negligible.
Unlike the case of classical particles described above, geometric
paths are not applicable for visible light as diffraction at the
gratings has to be taken into account. Figure 1c depicts the cor-
responding light field pattern where the distance between the
gratings is given by the Talbot length LTalbot¼ 2d2/l. This con-
figuration is known as Talbot–Lau interferometer14, which is
based on the near-field Talbot effect15—the rephasing of the
pattern in discrete distances behind a grating illuminated with
light. The final pattern is not a classical distribution, but an
interference pattern and coincides with the pattern of the moiré

Light interference

Matter moiréa b

c

40 µm

25 mm
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Moiré Contact

Figure 1 | Moiré deflectometer for antiprotons. (a) A divergent antiproton beam impinges on two subsequent gratings that restrict the transmitted
particles to well-defined trajectories. This leads to a shadow fringe pattern as indicated in b, which is shifted in the presence of a force (blue trajectories).
Finally, the antiprotons are detected with a spatially resolving emulsion detector. To infer the force, the shifted position of the moiré pattern has to be
compared with the expected pattern without force. (c) This is achieved using light and near-field interference, the shift of which is negligible. A grating in
direct contact with the emulsion is used to reference the antimatter and the light measurements.
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The goal of the AEgIS experiment (CERN AD6) is to test the Weak 
Equivalence Principle (WEP) using antihydrogen       . The gravitational sag 
of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 

1 Pm 

Reference 
C. Amsler et al.,  ‘A  new  application  of  emulsions  to  measure  the  
gravitational force on antihydrogen’.,  JINST  (in  press), arXiv:1211.1370.  

Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
(Nagoya University). 

100 Pm 

1 Pm 

10 Pm 

Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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Φ 100mm, L=1m, slit 12 μm, pitch 
40 μm, 100 μm thick

• Position-sensitive annihilation 
detector Δh≤10μm (emulsion)
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The precise measurement of forces between objects
gives deep insight into the fundamental interactions and
symmetries of nature. A paradigm example is the

comparison of the motion of matter in the gravitational field,
testing with high precision that the acceleration is material-
independent, that is, the weak equivalence principle1–4. Although
indirect experimental evidence suggests that the weak equivalence
principle also holds for antimatter5–7, a direct observation for
antimatter is still missing. First attempts in this direction have
recently been reported by the ALPHA collaboration8, who used
the release of antihydrogen from a magnetic trap to exclude the
absolute value of the gravitational acceleration of antihydrogen to
be 100 times larger than for matter. An alternative approach is
followed by the GBAR collaboration9, which is based on
sympathetic cooling of positive antihydrogen ions and their
subsequent photodetachment. One of the specified goals of
the AEgIS collaboration (antihydrogen experiment: gravity,
interferometry, spectroscopy) is the direct detection of the
gravitational acceleration using an antihydrogen beam10,11

combined with a moiré deflectometer12, a device with high
sensitivity for acceleration measurements.

Here, we present the successful realization of such a device for
antiprotons. This has been achieved using slow antiprotons from
the Antiproton Decelerator (AD) at CERN, the technology of
emulsion detectors developed for recent high-energy neutrino
experiments13 and a novel referencing method employing
Talbot–Lau interferometry14,15 with light. The observation is
consistent with a force at the 500 aN level acting on the
antiprotons. This demonstration is an important prerequisite
for future studies of the gravitational acceleration of antimatter
building on an antihydrogen beam.

Results
Moiré deflectometer. The principle used in the experiment
reported here is visualized in Fig. 1a. A divergent beam of
antiprotons enters the moiré setup consisting of three equally
spaced elements: two gratings and a spatially resolving emulsion
detector. The two gratings with periodicity d define the classical
trajectories leading to a fringe pattern with the same periodicity at
the position of the detector. If the transit time of the particles
through the device is known, absolute force measurements
are possible by employing Newton’s second law of mechanics16.

As indicated in Fig. 1b, the position of the moiré pattern is shifted
in the presence of a force with respect to the geometric shadow by

Dy ¼ Fk
m

t2 ¼ at2; ð1Þ

where F|| represents the force component along the grating
period, m is the inertial mass of the test particle, a is the
acceleration and t is the time of flight between the two gratings. It
is important to note that the shift has two contributions. The
velocity of the particle after the second grating in the direction of
the acceleration is non-zero and the particle is also accelerated in
the second half of the moiré deflectometer. The relevant
parameter for precision measurements is the sensitivity, that is,
the minimal detectable acceleration amin. This can be estimated
by considering the maximal signal S to noise ratio possible in this
scenario. Since the influence of a pattern shift is most sensitively
detected at the steepest gradient of the pattern the visibility
u¼ (Smax$ Smin)/(Smaxþ Smin) should be maximized and the
periodicity minimized. The noise of the signal is intrinsically
limited for classical particle sources to the shot noise which scales
as 1/

ffiffiffiffi
N
p

, where N is the number of detected particles.
Consequently, the minimal detectable acceleration12 is given by
amin ¼ d= 2put2

ffiffiffiffi
N
p" #

. It is important to note that this device
works even for a very divergent source of particles as shown in
Fig. 1a, and thus is an ideal device for the highly divergent beam
of antihydrogen atoms that is expected in the AEgIS apparatus.

Talbot–Lau interferometry with light as absolute reference.
To determine the magnitude of the fringe pattern shift,
knowledge of the undeflected fringe position (indicated as grey
trajectories in Fig. 1b) is required. Due to the neutrality and high
speed of photons, it is favourable to measure this position inde-
pendently with light so that the action of forces is negligible.
Unlike the case of classical particles described above, geometric
paths are not applicable for visible light as diffraction at the
gratings has to be taken into account. Figure 1c depicts the cor-
responding light field pattern where the distance between the
gratings is given by the Talbot length LTalbot¼ 2d2/l. This con-
figuration is known as Talbot–Lau interferometer14, which is
based on the near-field Talbot effect15—the rephasing of the
pattern in discrete distances behind a grating illuminated with
light. The final pattern is not a classical distribution, but an
interference pattern and coincides with the pattern of the moiré

Light interference

Matter moiréa b

c

40 µm

25 mm

25 mm

Moiré Contact

Figure 1 | Moiré deflectometer for antiprotons. (a) A divergent antiproton beam impinges on two subsequent gratings that restrict the transmitted
particles to well-defined trajectories. This leads to a shadow fringe pattern as indicated in b, which is shifted in the presence of a force (blue trajectories).
Finally, the antiprotons are detected with a spatially resolving emulsion detector. To infer the force, the shifted position of the moiré pattern has to be
compared with the expected pattern without force. (c) This is achieved using light and near-field interference, the shift of which is negligible. A grating in
direct contact with the emulsion is used to reference the antimatter and the light measurements.
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The goal of the AEgIS experiment (CERN AD6) is to test the Weak 
Equivalence Principle (WEP) using antihydrogen       . The gravitational sag 
of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 

1 Pm 

Reference 
C. Amsler et al.,  ‘A  new  application  of  emulsions  to  measure  the  
gravitational force on antihydrogen’.,  JINST  (in  press), arXiv:1211.1370.  

Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
(Nagoya University). 

100 Pm 
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10 Pm 

Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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The precise measurement of forces between objects
gives deep insight into the fundamental interactions and
symmetries of nature. A paradigm example is the

comparison of the motion of matter in the gravitational field,
testing with high precision that the acceleration is material-
independent, that is, the weak equivalence principle1–4. Although
indirect experimental evidence suggests that the weak equivalence
principle also holds for antimatter5–7, a direct observation for
antimatter is still missing. First attempts in this direction have
recently been reported by the ALPHA collaboration8, who used
the release of antihydrogen from a magnetic trap to exclude the
absolute value of the gravitational acceleration of antihydrogen to
be 100 times larger than for matter. An alternative approach is
followed by the GBAR collaboration9, which is based on
sympathetic cooling of positive antihydrogen ions and their
subsequent photodetachment. One of the specified goals of
the AEgIS collaboration (antihydrogen experiment: gravity,
interferometry, spectroscopy) is the direct detection of the
gravitational acceleration using an antihydrogen beam10,11

combined with a moiré deflectometer12, a device with high
sensitivity for acceleration measurements.

Here, we present the successful realization of such a device for
antiprotons. This has been achieved using slow antiprotons from
the Antiproton Decelerator (AD) at CERN, the technology of
emulsion detectors developed for recent high-energy neutrino
experiments13 and a novel referencing method employing
Talbot–Lau interferometry14,15 with light. The observation is
consistent with a force at the 500 aN level acting on the
antiprotons. This demonstration is an important prerequisite
for future studies of the gravitational acceleration of antimatter
building on an antihydrogen beam.

Results
Moiré deflectometer. The principle used in the experiment
reported here is visualized in Fig. 1a. A divergent beam of
antiprotons enters the moiré setup consisting of three equally
spaced elements: two gratings and a spatially resolving emulsion
detector. The two gratings with periodicity d define the classical
trajectories leading to a fringe pattern with the same periodicity at
the position of the detector. If the transit time of the particles
through the device is known, absolute force measurements
are possible by employing Newton’s second law of mechanics16.

As indicated in Fig. 1b, the position of the moiré pattern is shifted
in the presence of a force with respect to the geometric shadow by

Dy ¼ Fk
m

t2 ¼ at2; ð1Þ

where F|| represents the force component along the grating
period, m is the inertial mass of the test particle, a is the
acceleration and t is the time of flight between the two gratings. It
is important to note that the shift has two contributions. The
velocity of the particle after the second grating in the direction of
the acceleration is non-zero and the particle is also accelerated in
the second half of the moiré deflectometer. The relevant
parameter for precision measurements is the sensitivity, that is,
the minimal detectable acceleration amin. This can be estimated
by considering the maximal signal S to noise ratio possible in this
scenario. Since the influence of a pattern shift is most sensitively
detected at the steepest gradient of the pattern the visibility
u¼ (Smax$ Smin)/(Smaxþ Smin) should be maximized and the
periodicity minimized. The noise of the signal is intrinsically
limited for classical particle sources to the shot noise which scales
as 1/

ffiffiffiffi
N
p

, where N is the number of detected particles.
Consequently, the minimal detectable acceleration12 is given by
amin ¼ d= 2put2

ffiffiffiffi
N
p" #

. It is important to note that this device
works even for a very divergent source of particles as shown in
Fig. 1a, and thus is an ideal device for the highly divergent beam
of antihydrogen atoms that is expected in the AEgIS apparatus.

Talbot–Lau interferometry with light as absolute reference.
To determine the magnitude of the fringe pattern shift,
knowledge of the undeflected fringe position (indicated as grey
trajectories in Fig. 1b) is required. Due to the neutrality and high
speed of photons, it is favourable to measure this position inde-
pendently with light so that the action of forces is negligible.
Unlike the case of classical particles described above, geometric
paths are not applicable for visible light as diffraction at the
gratings has to be taken into account. Figure 1c depicts the cor-
responding light field pattern where the distance between the
gratings is given by the Talbot length LTalbot¼ 2d2/l. This con-
figuration is known as Talbot–Lau interferometer14, which is
based on the near-field Talbot effect15—the rephasing of the
pattern in discrete distances behind a grating illuminated with
light. The final pattern is not a classical distribution, but an
interference pattern and coincides with the pattern of the moiré

Light interference

Matter moiréa b
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Figure 1 | Moiré deflectometer for antiprotons. (a) A divergent antiproton beam impinges on two subsequent gratings that restrict the transmitted
particles to well-defined trajectories. This leads to a shadow fringe pattern as indicated in b, which is shifted in the presence of a force (blue trajectories).
Finally, the antiprotons are detected with a spatially resolving emulsion detector. To infer the force, the shifted position of the moiré pattern has to be
compared with the expected pattern without force. (c) This is achieved using light and near-field interference, the shift of which is negligible. A grating in
direct contact with the emulsion is used to reference the antimatter and the light measurements.
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Equivalence Principle (WEP) using antihydrogen       . The gravitational sag 
of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 

1 Pm 

Reference 
C. Amsler et al.,  ‘A  new  application  of  emulsions  to  measure  the  
gravitational force on antihydrogen’.,  JINST  (in  press), arXiv:1211.1370.  

Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
(Nagoya University). 
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Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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The precise measurement of forces between objects
gives deep insight into the fundamental interactions and
symmetries of nature. A paradigm example is the

comparison of the motion of matter in the gravitational field,
testing with high precision that the acceleration is material-
independent, that is, the weak equivalence principle1–4. Although
indirect experimental evidence suggests that the weak equivalence
principle also holds for antimatter5–7, a direct observation for
antimatter is still missing. First attempts in this direction have
recently been reported by the ALPHA collaboration8, who used
the release of antihydrogen from a magnetic trap to exclude the
absolute value of the gravitational acceleration of antihydrogen to
be 100 times larger than for matter. An alternative approach is
followed by the GBAR collaboration9, which is based on
sympathetic cooling of positive antihydrogen ions and their
subsequent photodetachment. One of the specified goals of
the AEgIS collaboration (antihydrogen experiment: gravity,
interferometry, spectroscopy) is the direct detection of the
gravitational acceleration using an antihydrogen beam10,11

combined with a moiré deflectometer12, a device with high
sensitivity for acceleration measurements.

Here, we present the successful realization of such a device for
antiprotons. This has been achieved using slow antiprotons from
the Antiproton Decelerator (AD) at CERN, the technology of
emulsion detectors developed for recent high-energy neutrino
experiments13 and a novel referencing method employing
Talbot–Lau interferometry14,15 with light. The observation is
consistent with a force at the 500 aN level acting on the
antiprotons. This demonstration is an important prerequisite
for future studies of the gravitational acceleration of antimatter
building on an antihydrogen beam.

Results
Moiré deflectometer. The principle used in the experiment
reported here is visualized in Fig. 1a. A divergent beam of
antiprotons enters the moiré setup consisting of three equally
spaced elements: two gratings and a spatially resolving emulsion
detector. The two gratings with periodicity d define the classical
trajectories leading to a fringe pattern with the same periodicity at
the position of the detector. If the transit time of the particles
through the device is known, absolute force measurements
are possible by employing Newton’s second law of mechanics16.

As indicated in Fig. 1b, the position of the moiré pattern is shifted
in the presence of a force with respect to the geometric shadow by

Dy ¼ Fk
m

t2 ¼ at2; ð1Þ

where F|| represents the force component along the grating
period, m is the inertial mass of the test particle, a is the
acceleration and t is the time of flight between the two gratings. It
is important to note that the shift has two contributions. The
velocity of the particle after the second grating in the direction of
the acceleration is non-zero and the particle is also accelerated in
the second half of the moiré deflectometer. The relevant
parameter for precision measurements is the sensitivity, that is,
the minimal detectable acceleration amin. This can be estimated
by considering the maximal signal S to noise ratio possible in this
scenario. Since the influence of a pattern shift is most sensitively
detected at the steepest gradient of the pattern the visibility
u¼ (Smax$ Smin)/(Smaxþ Smin) should be maximized and the
periodicity minimized. The noise of the signal is intrinsically
limited for classical particle sources to the shot noise which scales
as 1/

ffiffiffiffi
N
p

, where N is the number of detected particles.
Consequently, the minimal detectable acceleration12 is given by
amin ¼ d= 2put2

ffiffiffiffi
N
p" #

. It is important to note that this device
works even for a very divergent source of particles as shown in
Fig. 1a, and thus is an ideal device for the highly divergent beam
of antihydrogen atoms that is expected in the AEgIS apparatus.

Talbot–Lau interferometry with light as absolute reference.
To determine the magnitude of the fringe pattern shift,
knowledge of the undeflected fringe position (indicated as grey
trajectories in Fig. 1b) is required. Due to the neutrality and high
speed of photons, it is favourable to measure this position inde-
pendently with light so that the action of forces is negligible.
Unlike the case of classical particles described above, geometric
paths are not applicable for visible light as diffraction at the
gratings has to be taken into account. Figure 1c depicts the cor-
responding light field pattern where the distance between the
gratings is given by the Talbot length LTalbot¼ 2d2/l. This con-
figuration is known as Talbot–Lau interferometer14, which is
based on the near-field Talbot effect15—the rephasing of the
pattern in discrete distances behind a grating illuminated with
light. The final pattern is not a classical distribution, but an
interference pattern and coincides with the pattern of the moiré

Light interference

Matter moiréa b

c

40 µm

25 mm

25 mm

Moiré Contact

Figure 1 | Moiré deflectometer for antiprotons. (a) A divergent antiproton beam impinges on two subsequent gratings that restrict the transmitted
particles to well-defined trajectories. This leads to a shadow fringe pattern as indicated in b, which is shifted in the presence of a force (blue trajectories).
Finally, the antiprotons are detected with a spatially resolving emulsion detector. To infer the force, the shifted position of the moiré pattern has to be
compared with the expected pattern without force. (c) This is achieved using light and near-field interference, the shift of which is negligible. A grating in
direct contact with the emulsion is used to reference the antimatter and the light measurements.
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The goal of the AEgIS experiment (CERN AD6) is to test the Weak 
Equivalence Principle (WEP) using antihydrogen       . The gravitational sag 
of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 

1 Pm 

Reference 
C. Amsler et al.,  ‘A  new  application  of  emulsions  to  measure  the  
gravitational force on antihydrogen’.,  JINST  (in  press), arXiv:1211.1370.  

Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
(Nagoya University). 

100 Pm 

1 Pm 

10 Pm 

Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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Figure 15. Simulated intensity distribution of reconstructed vertices for various vertex resolutions between
1 and 15 µm.

Figure 16. Left: relative precision on g vs. number of annihilation vertices for various vertex resolutions
from 1 to 10 µm. Right: number of annihilation vertices required to reach 1% on Dg/g, vs. vertex resolution
(the curve is an eyeball fit to the points).

figure 15 the expected intensity distribution of the annihilation vertex for various spatial resolutions
and, as an example, for a particle velocity of 700 m/s. Plotted is the phase f = (2p/p)Dx, where
Dx = gT 2 and T is the time of flight.

The required number of reconstructed H annihilations on the foil in front of the emulsion de-
tector to reach the precision Dg/g is shown in figure 16 (left) for various resolutions. For resolutions
larger than the slit width the contrast decreases quickly and, accordingly, the size of the required
data sample rises rapidly (figure 16, right). For a 1% relative error on g one needs with a resolu-
tion of 2 µm a sample of ⇠600 reconstructed and time-tagged annihilations. The improvement in
resolution compared to the original proposal [1] by a factor of 5–10 means that the experiment can
be performed in a much shorter time. Alternatively, other experimental constraints can be relaxed,
such as the challenging 100 mK required to limit the transverse H momentum.

– 15 –
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of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 
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     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 
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100 Pm 

1 Pm 

10 Pm 

Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
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of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 
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Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 
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Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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high vacuum have not been 
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their behavior in respect to such 
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can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
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• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
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Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
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Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  
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layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
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We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 
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developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
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position resolutions thanks to its superior 
environmental stability (temperature and 
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Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 
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Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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Development of nuclear emulsions with 1 Pm spatial  
resolution for the AEgIS experiment 

M. Kimura on behalf of the AEgIS collaboration. 
Albert Einstein Center for Fundamental Physics, Laboratory for High Energy Physics, University of Bern 

Contact e-mail: mitsuhiro.kimura@lhep.unibe.ch  

The goal of the AEgIS experiment (CERN AD6) is to test the Weak 
Equivalence Principle (WEP) using antihydrogen       . The gravitational sag 
of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 

1 Pm 

Reference 
C. Amsler et al.,  ‘A  new  application  of  emulsions  to  measure  the  
gravitational force on antihydrogen’.,  JINST  (in  press), arXiv:1211.1370.  

Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
(Nagoya University). 

100 Pm 

1 Pm 

10 Pm 

Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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e+ source strength ~10 mCi
total accumulation time ~80 min

electrode (HV1) at the entrance of the trap after the passage of the positron bunch. A second high 
voltage electrode (HV2) placed 46 cm downstream of the first one is used to catch e+. A 50-100 eV 
deep potential well is prepared between electrodes HV1 and HV2 before the positron arrival. 
Positrons caught between the two high voltage electrodes are then subsequently cooled down to sub-
eV energy by cyclotron radiation remaining confined in the 50-100 eV well. Switching off HV2, 
positrons not confined in the 50-100 eV well are released and allowed to annihilate on a stopper 
placed downstream (so called “hot dump”). Cold dump can be performed by filling the potential well 
and releasing e+ towards the same stopper.  
The number of positrons in the hot and in the cold dump annihilating on the stopper are estimated by 
a set of calibrated plastic scintillators coupled to magnetically shielded photomultiplier tubes and 
positioned around the 5 T and 1 T cryostat vessels.  
When more than ~1.5 107 e+ are trapped in this 5 T trap, around 100 % of them are cooled down to 
sub-eV and confined in the 50-100 eV well within some tens of seconds. The lifetime of positrons in 
the trap can be investigated by releasing them from the potential well at different times (storage time) 
after their trapping. In figure 2a, the number of positrons in the cold dump is shown as a function of 
the storage time when 1.7 and 2.7 107 e+ are trapped, respectively. From the figure it can be noted 
that after their cooling, positrons can be stored in the trap for tens of minutes without any noticeable 
loss. 
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Figure 2. Number of positrons trapped in the 50-100 eV potential well (see text) vs. storage time 

a). Number of positrons trapped in the 50-100 eV potential well (see text) vs. number of transfers 
from the accumulator b).  

 
Taking advantage of the long lifetime of positrons in the well, several positron bunches from the 

accumulator can be progressively trapped and stored (see Fig.2b). In this way, around 2.2 108 
positrons can be stored in about 90 minutes (corresponding to 15 transfers from the accumulator). 
This result demonstrates that a bunch of more than 108 positrons, as required by the AEgIS experiment 
[2], can be produced in our system also working with a weak radioactive source (around 10 mCi in 
the present test). 
 

Ps production and Rydberg excitation in the Ps-chamber 
A secondary chamber designed and built to preform experiments of Ps formation and laser 

excitation [10, 13], has been connected to the AEgIS positron accumulator through a magnetic 
transport ~60 cm long. A 24-electrode buncher is used to compress some 107 positrons into a pulse 
of less than 10 ns and to implant them in an efficient positron/positronium converter [6, 7] with an 
energy of several keV [10]. A PbWO4 detector is used to record the lifetime spectrum from the 
gamma rays shot from annihilation of positrons and positronium atoms (Single Shot Positron 
Annihilation Lifetime Spectroscopy, SSPALS) [14]. 
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From e+ to Ps 

- Positrons: transfer and capture (80%)#

 
- Manipulation of plasma: rotating walls#

 
- diocotron motion to transfer the e+ to 
the off-axis trap

r=6mm

r=0.3mm

Development of nuclear emulsions with 1 Pm spatial  
resolution for the AEgIS experiment 

M. Kimura on behalf of the AEgIS collaboration. 
Albert Einstein Center for Fundamental Physics, Laboratory for High Energy Physics, University of Bern 

Contact e-mail: mitsuhiro.kimura@lhep.unibe.ch  

The goal of the AEgIS experiment (CERN AD6) is to test the Weak 
Equivalence Principle (WEP) using antihydrogen       . The gravitational sag 
of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 

1 Pm 

Reference 
C. Amsler et al.,  ‘A  new  application  of  emulsions  to  measure  the  
gravitational force on antihydrogen’.,  JINST  (in  press), arXiv:1211.1370.  

Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
(Nagoya University). 

100 Pm 

1 Pm 

10 Pm 

Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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Development of nuclear emulsions with 1 Pm spatial  
resolution for the AEgIS experiment 

M. Kimura on behalf of the AEgIS collaboration. 
Albert Einstein Center for Fundamental Physics, Laboratory for High Energy Physics, University of Bern 

Contact e-mail: mitsuhiro.kimura@lhep.unibe.ch  

The goal of the AEgIS experiment (CERN AD6) is to test the Weak 
Equivalence Principle (WEP) using antihydrogen       . The gravitational sag 
of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 

1 Pm 

Reference 
C. Amsler et al.,  ‘A  new  application  of  emulsions  to  measure  the  
gravitational force on antihydrogen’.,  JINST  (in  press), arXiv:1211.1370.  

Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
(Nagoya University). 
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Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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• High Ps formation rate
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channel dimensions: tune 
Ps temperature
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Ps production: implantation of e+ into nano-porous (Ø 8-14 nm) silica target#
 ~75K o-Ps needed#
Requires deep implantation depth, i.e. high V
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Possibility to tune nano 
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S. Mariazzi et al., Phys. Rev. B 78 085428 (2008).

S. Mariazzi et al., Phys. Rev. B 81 235418 (2010).

Positron 
beam 
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 Ps 

Si 

SiO2 

From e+ to Ps 

S. Mariazzi et al., Phys. Rev. B 78, 085428 (2008)
S. Mariazzi et al., Phys. Rev. B 81, 235418 (2010)

slightly higher values of F3!!E" at positron implantation en-
ergies higher than 2 keV !Fig. 1".

The mechanism which gives the high yield of observed
positronium in these samples requires a discussion. The vol-
ume occupied by the channels can be estimated less than
about half of the total volume in the #2 "m etched silicon
layer. The silicon oxide layer on the inner walls of the chan-
nels is expected to have a thickness of few nanometers. A
simple geometrical evaluation, assuming the sample com-
posed of regular cylindrical channels, shows that the total
bulk silica in the sample does not exceed 10% of the total
volume. Therefore, the observed Ps cannot be only formed
by positrons stopped in the silica layers during their slowing
down. The high amount of o-Ps must be correlated with pos-
itrons that diffuse in silicon, reach the silicon/silica interface,
and pass in the silicon oxide layer because energetically
favored.38 Since the e+ diffusion length in silicon p type is
around 200–250 nm !Ref. 3" while the distance among the
pores is extremely shorter !few nanometers", a large fraction
of implanted positrons is expected to reach the silicon/silica
interface. Here Ps can be formed and, after a short diffusion
path, be emitted into the nanochannels. Ps formed in silica
was found to be emitted in vacuum with two-energy distri-
bution centered at 1 and 3 eV.36 Hereafter the sample with
the highest o-Ps yield, i.e., the sample thermal treated at
100 °C, will be analyzed in details.

B. o-Ps yield vs nanochannel dimensions

As mentioned, a procedure of etching and reoxidation was
applied to the sample treated at 100 °C for increasing the
channel dimensions without losing in the density of channels
for unit area. In Fig. 3 the F3!!E" curves obtained measuring
samples labeled #0, #1, #2, #3, #4, and #5 are shown. The
progressive number indicates the number of etching and oxi-
dation cycles.

The thickness of the silicon region with nanochannels is
around 2 "m !vertical line in Fig. 3". If the samples are
subjected to etching and reoxidation cycles, the region of the
silicon with nanochannels does not change but their diameter
tends to increase cycle after cycle as pointed out by the SEM
images reported in Fig. 4. The size of nanochannels can be
estimated to be around 4–7 nm in sample #0 and 8–12 nm,
8–14 nm, 10–16 nm, 14–20 nm, and 80–120 nm in samples
#1, #2, #3, #4 and #5, respectively.

At each positron implantation energy the o-Ps fraction,
F3!!E", is composed of two contributions: the first one given
by the o-Ps that annihilates into three gammas inside the
channels and the second one given by o-Ps that escapes into
the vacuum. Large amount of o-Ps emission into the vacuum
from a sample of this type !nanochannels dimensions in the
5–8 nm range" was recently directly observed by time of
flight !TOF" measurements !Ref. 25". A fraction of o-Ps was
found to escape with thermal energy from a mean positron
implantation depth of #470 nm !7 keV implantation energy"
at RT and at cryogenic temperature of 200 and 150 K. The
escaping from such a large depth was allowed because of the
high o-Ps diffusion length. The TOF results on o-Ps out-
diffusion were consistent with the 3!-PAS finding on the
same sample.

The maximum yield of o-Ps is about 45% in samples #0,
then it decreases progressively reaching about 35% in
sample #4 and 30% in sample #5. This maximum is reached
at increasing positron implantation energy going from
sample #0 to sample #5. In spite of this progressive decrease
in the maximum yield, at 10 keV positron implantation en-
ergy the o-Ps yield is about the same !23–25 %" in all the
cycled samples.

As appreciable from Fig. 3, the F3!!E" values below 3–5
keV positron implantation energy show a decrease. In
samples #3, #4, and #5 this decrease is more marked than in
samples #0, #1, and #2. In sample #5, where the size of
nanochannels becomes larger than in #4 by six times, the
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FIG. 3. Fraction F3! of implanted positrons annihilating as o-Ps
vs positron implantation energy !lower scale" and mean positron
implantation depth !upper scale". Samples realized with a different
number of etching and reoxidation cycles !#0, #1, #2, #3, #4, and
#5" in air at 100 °C for 2 h. The vertical lines mark the border
between the silicon region with nanochannels and the bulk silicon.
The error on F3!!E" points is −3.5% and +0.5%.

FIG. 4. SEM pictures of the surface of samples #0, #1, #2, #3,
#4, and #5. The scale of sample #5 is ten times that of the other
samples. Numbers refer to the etching and reoxidation cycles.

MARIAZZI et al. PHYSICAL REVIEW B 81, 235418 !2010"
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The goal of the AEgIS experiment (CERN AD6) is to test the Weak 
Equivalence Principle (WEP) using antihydrogen       . The gravitational sag 
of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 
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C. Amsler et al.,  ‘A  new  application  of  emulsions  to  measure  the  
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Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
(Nagoya University). 
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Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  

MC 

Phase (rad) 

OVC 
UHV 

Thin metal window 
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emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
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Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 
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  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
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Fig. 3. Emulsion films after 3.5 days in the 
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glycerine concentration.  
Right:  Fog density vs. glycerine 
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The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 
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presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
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emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
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performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 
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  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
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Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
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We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 
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     will be isotropically distributed. Since 
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with increased sensitivity. They were 
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and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 
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in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
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tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 
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detector setup. 
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moiré deflectometer. The simulation below shows as an example the 
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data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 

1 Pm 

Reference 
C. Amsler et al.,  ‘A  new  application  of  emulsions  to  measure  the  
gravitational force on antihydrogen’.,  JINST  (in  press), arXiv:1211.1370.  

Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
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particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 

1 Pm 

Reference 
C. Amsler et al.,  ‘A  new  application  of  emulsions  to  measure  the  
gravitational force on antihydrogen’.,  JINST  (in  press), arXiv:1211.1370.  

Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
(Nagoya University). 

100 Pm 
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Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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❖ Small uncertainty due to distortion #

❖ Shift of fringes detected #

❖ Consistent with the force from stray field perpendicular to the grating period 
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Mini-Moiré setup 
❖ ~100 keV antiprotons#
❖ 7 hour exposure#
❖ Bare emulsion behind deflectometer#
❖ Alignment of gratings using light and 

single grating

Submitted for publication
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The goal of the AEgIS experiment (CERN AD6) is to test the Weak 
Equivalence Principle (WEP) using antihydrogen       . The gravitational sag 
of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 

1 Pm 

Reference 
C. Amsler et al.,  ‘A  new  application  of  emulsions  to  measure  the  
gravitational force on antihydrogen’.,  JINST  (in  press), arXiv:1211.1370.  

Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
(Nagoya University). 
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Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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Parasitic measurements primordial to converge to the optimal detector/deflectometer configuration

The precise measurement of forces between objects
gives deep insight into the fundamental interactions and
symmetries of nature. A paradigm example is the

comparison of the motion of matter in the gravitational field,
testing with high precision that the acceleration is material-
independent, that is, the weak equivalence principle1–4. Although
indirect experimental evidence suggests that the weak equivalence
principle also holds for antimatter5–7, a direct observation for
antimatter is still missing. First attempts in this direction have
recently been reported by the ALPHA collaboration8, who used
the release of antihydrogen from a magnetic trap to exclude the
absolute value of the gravitational acceleration of antihydrogen to
be 100 times larger than for matter. An alternative approach is
followed by the GBAR collaboration9, which is based on
sympathetic cooling of positive antihydrogen ions and their
subsequent photodetachment. One of the specified goals of
the AEgIS collaboration (antihydrogen experiment: gravity,
interferometry, spectroscopy) is the direct detection of the
gravitational acceleration using an antihydrogen beam10,11

combined with a moiré deflectometer12, a device with high
sensitivity for acceleration measurements.

Here, we present the successful realization of such a device for
antiprotons. This has been achieved using slow antiprotons from
the Antiproton Decelerator (AD) at CERN, the technology of
emulsion detectors developed for recent high-energy neutrino
experiments13 and a novel referencing method employing
Talbot–Lau interferometry14,15 with light. The observation is
consistent with a force at the 500 aN level acting on the
antiprotons. This demonstration is an important prerequisite
for future studies of the gravitational acceleration of antimatter
building on an antihydrogen beam.

Results
Moiré deflectometer. The principle used in the experiment
reported here is visualized in Fig. 1a. A divergent beam of
antiprotons enters the moiré setup consisting of three equally
spaced elements: two gratings and a spatially resolving emulsion
detector. The two gratings with periodicity d define the classical
trajectories leading to a fringe pattern with the same periodicity at
the position of the detector. If the transit time of the particles
through the device is known, absolute force measurements
are possible by employing Newton’s second law of mechanics16.

As indicated in Fig. 1b, the position of the moiré pattern is shifted
in the presence of a force with respect to the geometric shadow by

Dy ¼ Fk
m

t2 ¼ at2; ð1Þ

where F|| represents the force component along the grating
period, m is the inertial mass of the test particle, a is the
acceleration and t is the time of flight between the two gratings. It
is important to note that the shift has two contributions. The
velocity of the particle after the second grating in the direction of
the acceleration is non-zero and the particle is also accelerated in
the second half of the moiré deflectometer. The relevant
parameter for precision measurements is the sensitivity, that is,
the minimal detectable acceleration amin. This can be estimated
by considering the maximal signal S to noise ratio possible in this
scenario. Since the influence of a pattern shift is most sensitively
detected at the steepest gradient of the pattern the visibility
u¼ (Smax$ Smin)/(Smaxþ Smin) should be maximized and the
periodicity minimized. The noise of the signal is intrinsically
limited for classical particle sources to the shot noise which scales
as 1/

ffiffiffiffi
N
p

, where N is the number of detected particles.
Consequently, the minimal detectable acceleration12 is given by
amin ¼ d= 2put2

ffiffiffiffi
N
p" #

. It is important to note that this device
works even for a very divergent source of particles as shown in
Fig. 1a, and thus is an ideal device for the highly divergent beam
of antihydrogen atoms that is expected in the AEgIS apparatus.

Talbot–Lau interferometry with light as absolute reference.
To determine the magnitude of the fringe pattern shift,
knowledge of the undeflected fringe position (indicated as grey
trajectories in Fig. 1b) is required. Due to the neutrality and high
speed of photons, it is favourable to measure this position inde-
pendently with light so that the action of forces is negligible.
Unlike the case of classical particles described above, geometric
paths are not applicable for visible light as diffraction at the
gratings has to be taken into account. Figure 1c depicts the cor-
responding light field pattern where the distance between the
gratings is given by the Talbot length LTalbot¼ 2d2/l. This con-
figuration is known as Talbot–Lau interferometer14, which is
based on the near-field Talbot effect15—the rephasing of the
pattern in discrete distances behind a grating illuminated with
light. The final pattern is not a classical distribution, but an
interference pattern and coincides with the pattern of the moiré

Light interference

Matter moiréa b

c

40 µm

25 mm
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Moiré Contact

Figure 1 | Moiré deflectometer for antiprotons. (a) A divergent antiproton beam impinges on two subsequent gratings that restrict the transmitted
particles to well-defined trajectories. This leads to a shadow fringe pattern as indicated in b, which is shifted in the presence of a force (blue trajectories).
Finally, the antiprotons are detected with a spatially resolving emulsion detector. To infer the force, the shifted position of the moiré pattern has to be
compared with the expected pattern without force. (c) This is achieved using light and near-field interference, the shift of which is negligible. A grating in
direct contact with the emulsion is used to reference the antimatter and the light measurements.
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The goal of the AEgIS experiment (CERN AD6) is to test the Weak 
Equivalence Principle (WEP) using antihydrogen       . The gravitational sag 
of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 

1 Pm 

Reference 
C. Amsler et al.,  ‘A  new  application  of  emulsions  to  measure  the  
gravitational force on antihydrogen’.,  JINST  (in  press), arXiv:1211.1370.  

Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
(Nagoya University). 

100 Pm 

1 Pm 

10 Pm 

Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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Parasitic measurements primordial to converge to the optimal detector/deflectometer configuration

The precise measurement of forces between objects
gives deep insight into the fundamental interactions and
symmetries of nature. A paradigm example is the

comparison of the motion of matter in the gravitational field,
testing with high precision that the acceleration is material-
independent, that is, the weak equivalence principle1–4. Although
indirect experimental evidence suggests that the weak equivalence
principle also holds for antimatter5–7, a direct observation for
antimatter is still missing. First attempts in this direction have
recently been reported by the ALPHA collaboration8, who used
the release of antihydrogen from a magnetic trap to exclude the
absolute value of the gravitational acceleration of antihydrogen to
be 100 times larger than for matter. An alternative approach is
followed by the GBAR collaboration9, which is based on
sympathetic cooling of positive antihydrogen ions and their
subsequent photodetachment. One of the specified goals of
the AEgIS collaboration (antihydrogen experiment: gravity,
interferometry, spectroscopy) is the direct detection of the
gravitational acceleration using an antihydrogen beam10,11

combined with a moiré deflectometer12, a device with high
sensitivity for acceleration measurements.

Here, we present the successful realization of such a device for
antiprotons. This has been achieved using slow antiprotons from
the Antiproton Decelerator (AD) at CERN, the technology of
emulsion detectors developed for recent high-energy neutrino
experiments13 and a novel referencing method employing
Talbot–Lau interferometry14,15 with light. The observation is
consistent with a force at the 500 aN level acting on the
antiprotons. This demonstration is an important prerequisite
for future studies of the gravitational acceleration of antimatter
building on an antihydrogen beam.

Results
Moiré deflectometer. The principle used in the experiment
reported here is visualized in Fig. 1a. A divergent beam of
antiprotons enters the moiré setup consisting of three equally
spaced elements: two gratings and a spatially resolving emulsion
detector. The two gratings with periodicity d define the classical
trajectories leading to a fringe pattern with the same periodicity at
the position of the detector. If the transit time of the particles
through the device is known, absolute force measurements
are possible by employing Newton’s second law of mechanics16.

As indicated in Fig. 1b, the position of the moiré pattern is shifted
in the presence of a force with respect to the geometric shadow by

Dy ¼ Fk
m

t2 ¼ at2; ð1Þ

where F|| represents the force component along the grating
period, m is the inertial mass of the test particle, a is the
acceleration and t is the time of flight between the two gratings. It
is important to note that the shift has two contributions. The
velocity of the particle after the second grating in the direction of
the acceleration is non-zero and the particle is also accelerated in
the second half of the moiré deflectometer. The relevant
parameter for precision measurements is the sensitivity, that is,
the minimal detectable acceleration amin. This can be estimated
by considering the maximal signal S to noise ratio possible in this
scenario. Since the influence of a pattern shift is most sensitively
detected at the steepest gradient of the pattern the visibility
u¼ (Smax$ Smin)/(Smaxþ Smin) should be maximized and the
periodicity minimized. The noise of the signal is intrinsically
limited for classical particle sources to the shot noise which scales
as 1/

ffiffiffiffi
N
p

, where N is the number of detected particles.
Consequently, the minimal detectable acceleration12 is given by
amin ¼ d= 2put2

ffiffiffiffi
N
p" #

. It is important to note that this device
works even for a very divergent source of particles as shown in
Fig. 1a, and thus is an ideal device for the highly divergent beam
of antihydrogen atoms that is expected in the AEgIS apparatus.

Talbot–Lau interferometry with light as absolute reference.
To determine the magnitude of the fringe pattern shift,
knowledge of the undeflected fringe position (indicated as grey
trajectories in Fig. 1b) is required. Due to the neutrality and high
speed of photons, it is favourable to measure this position inde-
pendently with light so that the action of forces is negligible.
Unlike the case of classical particles described above, geometric
paths are not applicable for visible light as diffraction at the
gratings has to be taken into account. Figure 1c depicts the cor-
responding light field pattern where the distance between the
gratings is given by the Talbot length LTalbot¼ 2d2/l. This con-
figuration is known as Talbot–Lau interferometer14, which is
based on the near-field Talbot effect15—the rephasing of the
pattern in discrete distances behind a grating illuminated with
light. The final pattern is not a classical distribution, but an
interference pattern and coincides with the pattern of the moiré

Light interference

Matter moiréa b

c
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25 mm
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Moiré Contact

Figure 1 | Moiré deflectometer for antiprotons. (a) A divergent antiproton beam impinges on two subsequent gratings that restrict the transmitted
particles to well-defined trajectories. This leads to a shadow fringe pattern as indicated in b, which is shifted in the presence of a force (blue trajectories).
Finally, the antiprotons are detected with a spatially resolving emulsion detector. To infer the force, the shifted position of the moiré pattern has to be
compared with the expected pattern without force. (c) This is achieved using light and near-field interference, the shift of which is negligible. A grating in
direct contact with the emulsion is used to reference the antimatter and the light measurements.
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The goal of the AEgIS experiment (CERN AD6) is to test the Weak 
Equivalence Principle (WEP) using antihydrogen       . The gravitational sag 
of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 

1 Pm 
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C. Amsler et al.,  ‘A  new  application  of  emulsions  to  measure  the  
gravitational force on antihydrogen’.,  JINST  (in  press), arXiv:1211.1370.  

Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
(Nagoya University). 

100 Pm 
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Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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The goal of the AEgIS experiment (CERN AD6) is to test the Weak 
Equivalence Principle (WEP) using antihydrogen       . The gravitational sag 
of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 

1 Pm 

Reference 
C. Amsler et al.,  ‘A  new  application  of  emulsions  to  measure  the  
gravitational force on antihydrogen’.,  JINST  (in  press), arXiv:1211.1370.  

Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
(Nagoya University). 
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Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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deflectometer experiencing no acceleration. Thus, light provides
the required absolute zero-force reference. The only prerequisite
is that the Talbot length (or a multiple integer of it) is matched to
the distance between the gratings and the detector. With that, the
absolute shift of the antimatter pattern can be directly accessed
and systematic errors can be significantly reduced as the
moiré deflectometer and Talbot–Lau interferometer use the
same gratings. We would like to stress that Talbot–Lau
interferometry is also possible for matter waves such as atoms
and molecules17,18 if their de Broglie wavelength is long enough.

Experimental implementation. The experiment was performed
within the AEgIS apparatus designed to produce antihydrogen for
a future measurement of the gravitational acceleration10,19. A
beam of antiprotons with a broad energy distribution, delivered
by the AD at CERN, is realized after the 5.3 MeV antiprotons are
transmitted through degrader foils with a total thickness of
225mm (170 mm of aluminium and 55 mm of silicon). The
simulated distribution has a mean energy of 106 keV and a root
mean squared value of about 150 keV (see Methods). After
traversing a 3.6-m long tube within two homogeneous magnetic
fields of 5 T and 1 T, the antiprotons enter the deflectometer. We
estimate the mean de Broglie wavelength to be 8.8! 10" 14 m,
which implies that the concept of classical paths for the
trajectories of the antiprotons is applicable for our gratings with
a periodicity of 40 mm.

The grating holder is compact (25 mm distance between the
gratings) so that the passive stability of the relative positions
between the gratings for the long measurement time of 6.5 h is
ensured. The slit arrays are manufactured in silicon by reactive
ion etching, leading to a 100-mm thick silicon membrane with a
slit width of 12mm and a periodicity of d¼ 40mm. Low-energy
antiprotons hitting the slit array annihilate on the surface of the
array and do not reach the detector. For this measurement, the
final pattern, that is, the annihilation positions of antiprotons
after passing two gratings, is detected by an emulsion detector.
The moiré deflectometer and the annihilation detector are
mounted in a vacuum chamber (10" 5 mbar) on the extraction
line of the AEgIS apparatus. After the exposure to antiprotons,

the emulsion detector is removed, developed and analysed with
an automatic microscope available at one of the participating
institutions to determine the location of single annihilations. This
facility was initially developed for the detection of neutrino-
induced t-leptons by the OPERA experiment13. The development
of emulsion detectors for the application presented here, which
involves operation in vacuum, is described in refs 20,21.

After removal of the emulsion detector the pattern of the
Talbot–Lau interferometry with light was recorded in a
subsequent measurement. For this purpose, the grating holder
was homogenously illuminated by an incoherent light source (red
light-emitting diode with spatial diffuser). For a wavelength of
l¼ 640 nm, the Talbot distance is LTalbot¼ 2d2/lE5 mm. Thus,
for our setup (L¼ 25 mm), we analyse the fifth rephasing of the
light waves. The light pattern was directly recorded at the plane of
the emulsion with a high-resolution flatbed charge-coupled
device scanner (2.7mm resolution). To align the antiproton and
light measurement in the experiment reported here, an
independent spatial reference is implemented. For that purpose
we installed an additional transmission grating in direct contact
with the detector plane. Contact grating and moiré deflectometer
(see Fig. 1a) were simultaneously illuminated: first with
antiprotons and subsequently with light. In each case, the pattern
behind the contact grating is a simple shadow without any force
dependence, and thus can be used as a reference for alignment.

Antimatter fringe patterns. With the emulsion detector, the
positions of the annihilation vertices can be detected with a
typical resolution of 2mm (see Fig. 2a). The fragments produced
by the annihilation of antiprotons lead to a characteristic star-
shaped pattern, which can be observed with the microscope (an
example is depicted in Fig. 2a). The first observation of such an
annihilation star succeeded shortly after the discovery of the
antiproton using emulsions22. This allows for very robust and
high-quality particle identification, which makes this detector
practically background-free. In addition, this detector can detect
the arrival of antiprotons over a large area and thus is compatible
with an upscaling of the grating area necessary for experiments
with a divergent antihydrogen beam.
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Figure 2 | Antiproton fringe pattern. (a) The spatial pattern of the antiprotons (highlighted as blue tracks) as detected by the emulsion detector
in an exemplary area of 1 mm2. The annihilation of an antiproton leads to a clear signal from which the annihilation vertex can be extracted with a
precision of 2mm by reconstruction analysing the emitted secondary particles. The image enlargement shows an exemplary annihilation star. (b) The
fringe pattern after transmission through the moiré deflectometer setup reveals a visibility as high as (71±10) %. Since less than one antiproton is detected
per lattice period, the pattern shown is obtained by binning the vertical positions modulo the extracted periodicity of the fringe pattern. The solid black
line denotes the expected distribution. (c) The pattern behind a grating placed directly on the emulsion detector (‘contact’) is a simple shadow that is
smeared out due to the finite resolution of the detection. The few background events are consistent with independently observed grating defects. This
pattern is used as a reference with no force dependence since the transit time is zero. The position of the moiré fringe pattern (indicated as offset a) is
measured using light.
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resolution for the AEgIS experiment 
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Contact e-mail: mitsuhiro.kimura@lhep.unibe.ch  

The goal of the AEgIS experiment (CERN AD6) is to test the Weak 
Equivalence Principle (WEP) using antihydrogen       . The gravitational sag 
of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 

1 Pm 

Reference 
C. Amsler et al.,  ‘A  new  application  of  emulsions  to  measure  the  
gravitational force on antihydrogen’.,  JINST  (in  press), arXiv:1211.1370.  

Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
(Nagoya University). 

100 Pm 
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Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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deflectometer experiencing no acceleration. Thus, light provides
the required absolute zero-force reference. The only prerequisite
is that the Talbot length (or a multiple integer of it) is matched to
the distance between the gratings and the detector. With that, the
absolute shift of the antimatter pattern can be directly accessed
and systematic errors can be significantly reduced as the
moiré deflectometer and Talbot–Lau interferometer use the
same gratings. We would like to stress that Talbot–Lau
interferometry is also possible for matter waves such as atoms
and molecules17,18 if their de Broglie wavelength is long enough.

Experimental implementation. The experiment was performed
within the AEgIS apparatus designed to produce antihydrogen for
a future measurement of the gravitational acceleration10,19. A
beam of antiprotons with a broad energy distribution, delivered
by the AD at CERN, is realized after the 5.3 MeV antiprotons are
transmitted through degrader foils with a total thickness of
225mm (170 mm of aluminium and 55 mm of silicon). The
simulated distribution has a mean energy of 106 keV and a root
mean squared value of about 150 keV (see Methods). After
traversing a 3.6-m long tube within two homogeneous magnetic
fields of 5 T and 1 T, the antiprotons enter the deflectometer. We
estimate the mean de Broglie wavelength to be 8.8! 10" 14 m,
which implies that the concept of classical paths for the
trajectories of the antiprotons is applicable for our gratings with
a periodicity of 40 mm.

The grating holder is compact (25 mm distance between the
gratings) so that the passive stability of the relative positions
between the gratings for the long measurement time of 6.5 h is
ensured. The slit arrays are manufactured in silicon by reactive
ion etching, leading to a 100-mm thick silicon membrane with a
slit width of 12mm and a periodicity of d¼ 40mm. Low-energy
antiprotons hitting the slit array annihilate on the surface of the
array and do not reach the detector. For this measurement, the
final pattern, that is, the annihilation positions of antiprotons
after passing two gratings, is detected by an emulsion detector.
The moiré deflectometer and the annihilation detector are
mounted in a vacuum chamber (10" 5 mbar) on the extraction
line of the AEgIS apparatus. After the exposure to antiprotons,

the emulsion detector is removed, developed and analysed with
an automatic microscope available at one of the participating
institutions to determine the location of single annihilations. This
facility was initially developed for the detection of neutrino-
induced t-leptons by the OPERA experiment13. The development
of emulsion detectors for the application presented here, which
involves operation in vacuum, is described in refs 20,21.

After removal of the emulsion detector the pattern of the
Talbot–Lau interferometry with light was recorded in a
subsequent measurement. For this purpose, the grating holder
was homogenously illuminated by an incoherent light source (red
light-emitting diode with spatial diffuser). For a wavelength of
l¼ 640 nm, the Talbot distance is LTalbot¼ 2d2/lE5 mm. Thus,
for our setup (L¼ 25 mm), we analyse the fifth rephasing of the
light waves. The light pattern was directly recorded at the plane of
the emulsion with a high-resolution flatbed charge-coupled
device scanner (2.7mm resolution). To align the antiproton and
light measurement in the experiment reported here, an
independent spatial reference is implemented. For that purpose
we installed an additional transmission grating in direct contact
with the detector plane. Contact grating and moiré deflectometer
(see Fig. 1a) were simultaneously illuminated: first with
antiprotons and subsequently with light. In each case, the pattern
behind the contact grating is a simple shadow without any force
dependence, and thus can be used as a reference for alignment.

Antimatter fringe patterns. With the emulsion detector, the
positions of the annihilation vertices can be detected with a
typical resolution of 2mm (see Fig. 2a). The fragments produced
by the annihilation of antiprotons lead to a characteristic star-
shaped pattern, which can be observed with the microscope (an
example is depicted in Fig. 2a). The first observation of such an
annihilation star succeeded shortly after the discovery of the
antiproton using emulsions22. This allows for very robust and
high-quality particle identification, which makes this detector
practically background-free. In addition, this detector can detect
the arrival of antiprotons over a large area and thus is compatible
with an upscaling of the grating area necessary for experiments
with a divergent antihydrogen beam.
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Figure 2 | Antiproton fringe pattern. (a) The spatial pattern of the antiprotons (highlighted as blue tracks) as detected by the emulsion detector
in an exemplary area of 1 mm2. The annihilation of an antiproton leads to a clear signal from which the annihilation vertex can be extracted with a
precision of 2mm by reconstruction analysing the emitted secondary particles. The image enlargement shows an exemplary annihilation star. (b) The
fringe pattern after transmission through the moiré deflectometer setup reveals a visibility as high as (71±10) %. Since less than one antiproton is detected
per lattice period, the pattern shown is obtained by binning the vertical positions modulo the extracted periodicity of the fringe pattern. The solid black
line denotes the expected distribution. (c) The pattern behind a grating placed directly on the emulsion detector (‘contact’) is a simple shadow that is
smeared out due to the finite resolution of the detection. The few background events are consistent with independently observed grating defects. This
pattern is used as a reference with no force dependence since the transit time is zero. The position of the moiré fringe pattern (indicated as offset a) is
measured using light.
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The pattern of 146 antiprotons detected for the grating in
direct contact with the emulsion is depicted in Fig. 2c. The high
visibility implies that the periodicity is well-defined in an area as
large as 15! 6 mm2 since the data collapses onto one fringe by
taking the detected position modulo the extracted periodicity d of
the pattern. To extract the periodicity, we employ the Rayleigh
test23 that is also widely used in astronomy24. The periodicity d
and the relative rotation a of the pattern is found by maximizing

Z2 ¼ 2
n

Xn

i¼1

sin
2p
d
# yi

! " !2

þ
Xn

i¼1

cos
2p
d
# yi

! " !2" #

; ð2Þ

where n is the total number of antiprotons and yi¼ y0 # cos a
þ x0 # sin a depicts the antiproton’s projected coordinate. This
leads to an inferred periodicity of 40.22±0.02 mm, which is
consistent with the expected emulsion expansion of B1% and the
nominal periodicity of 40mm. It is interesting to note that the
analysed area corresponds to 368 slits and, on average, only in
every second slit an antiproton is detected.

In Fig. 2b, the observed moiré pattern for antiprotons is shown.
The 241 events associated with antiproton annihilations were
accumulated during the 6.5-h run of the experiment. The
Rayleigh tests on sub-segments of the detected patterns reveal
local distortion due to the expansion/shear of the emulsion and
allow the identification of regions with negligible distortion.
We have restricted the areas to two-thirds of their initial size,
which ensures a position uncertainty due to shear to be smaller
than ±1.2 mm.

Absolute deflection measurement. To determine the absolute
position of the antiproton fringe pattern (parameter a in Fig. 2b),
we conduct a comparison with the measurement with light.
The results are represented in Fig. 3a,b where the detected
intensity is indicated by the red shading. The alignment is
achieved by overlaying the contact patterns as depicted on the
right of Fig. 3b. The moiré pattern can now be directly compared
with the Talbot–Lau pattern (left of Fig. 3b) to extract a possible
deflection.

For the quantitative analysis, we extract the orientation of the
antimatter (Rayleigh test) and light patterns (Fourier transforma-
tion as the data is discrete in space). We find that the relative
angle of the two antiproton patterns, which are 15 mm apart,
deviates from the angle measured between the two corresponding
light patterns by Dy¼ 0.92±0.27 mrad.

This observation is consistent with independent systematic
studies of the distortion of emulsions on this large scale25. It is
important to realize that this angle implies an intrinsic systematic
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Figure 3 | Comparison between photon and antiproton patterns. (a) The spatial positions of the detected antiprotons (blue dots) are compared with the
subsequently recorded light pattern (measured intensity indicated by the red shading). The Talbot–Lau fringe pattern provides the zero-force reference,
presented here for the same exemplary detector area with ten annihilations as in Fig. 2a. (b) The antiproton and light measurements are aligned by
overlaying the two patterns obtained with the contact grating. The result of this procedure is visualized on the right, where the annihilation positions
of all antiprotons are folded into an area of 80! 80mm2. The moiré and Talbot–Lau pattern depicted on the left, without any further alignment, can be
compared to determine a shift. (c) The data is projected onto the y axis for quantitative analysis. A relative shift between moiré and Talbot–Lau
pattern indicates that a force is present. The observed mean shift of 9.8 mm is consistent with a mean force of 530 aN.
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Figure 4 | Monte Carlo simulation. A detailed simulation study based on
the expected energy distribution of the antiprotons (see Methods) shows
the visibility for increasingly large forces. As the observed pattern in the
presence of a force is an ensemble of differently shifted patterns
corresponding to different transit times t the visibility consequently
decreases. The measured fringe pattern exhibits a visibility of (71±10) %
and is consistent with the result of this simulation. The error bar on the
measured visibility is determined via resampling; the error bar on the
measured force includes the systematic error bound and the one sigma
statistical error bound. The observed high visibility excludes that the fringe
pattern is shifted by more than one period and sets an upper limit for a
force present without the necessity of referencing.
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Development of nuclear emulsions with 1 Pm spatial  
resolution for the AEgIS experiment 

M. Kimura on behalf of the AEgIS collaboration. 
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The goal of the AEgIS experiment (CERN AD6) is to test the Weak 
Equivalence Principle (WEP) using antihydrogen       . The gravitational sag 
of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 

1 Pm 

Reference 
C. Amsler et al.,  ‘A  new  application  of  emulsions  to  measure  the  
gravitational force on antihydrogen’.,  JINST  (in  press), arXiv:1211.1370.  

Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
(Nagoya University). 

100 Pm 

1 Pm 

10 Pm 

Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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deflectometer experiencing no acceleration. Thus, light provides
the required absolute zero-force reference. The only prerequisite
is that the Talbot length (or a multiple integer of it) is matched to
the distance between the gratings and the detector. With that, the
absolute shift of the antimatter pattern can be directly accessed
and systematic errors can be significantly reduced as the
moiré deflectometer and Talbot–Lau interferometer use the
same gratings. We would like to stress that Talbot–Lau
interferometry is also possible for matter waves such as atoms
and molecules17,18 if their de Broglie wavelength is long enough.

Experimental implementation. The experiment was performed
within the AEgIS apparatus designed to produce antihydrogen for
a future measurement of the gravitational acceleration10,19. A
beam of antiprotons with a broad energy distribution, delivered
by the AD at CERN, is realized after the 5.3 MeV antiprotons are
transmitted through degrader foils with a total thickness of
225mm (170 mm of aluminium and 55 mm of silicon). The
simulated distribution has a mean energy of 106 keV and a root
mean squared value of about 150 keV (see Methods). After
traversing a 3.6-m long tube within two homogeneous magnetic
fields of 5 T and 1 T, the antiprotons enter the deflectometer. We
estimate the mean de Broglie wavelength to be 8.8! 10" 14 m,
which implies that the concept of classical paths for the
trajectories of the antiprotons is applicable for our gratings with
a periodicity of 40 mm.

The grating holder is compact (25 mm distance between the
gratings) so that the passive stability of the relative positions
between the gratings for the long measurement time of 6.5 h is
ensured. The slit arrays are manufactured in silicon by reactive
ion etching, leading to a 100-mm thick silicon membrane with a
slit width of 12mm and a periodicity of d¼ 40mm. Low-energy
antiprotons hitting the slit array annihilate on the surface of the
array and do not reach the detector. For this measurement, the
final pattern, that is, the annihilation positions of antiprotons
after passing two gratings, is detected by an emulsion detector.
The moiré deflectometer and the annihilation detector are
mounted in a vacuum chamber (10" 5 mbar) on the extraction
line of the AEgIS apparatus. After the exposure to antiprotons,

the emulsion detector is removed, developed and analysed with
an automatic microscope available at one of the participating
institutions to determine the location of single annihilations. This
facility was initially developed for the detection of neutrino-
induced t-leptons by the OPERA experiment13. The development
of emulsion detectors for the application presented here, which
involves operation in vacuum, is described in refs 20,21.

After removal of the emulsion detector the pattern of the
Talbot–Lau interferometry with light was recorded in a
subsequent measurement. For this purpose, the grating holder
was homogenously illuminated by an incoherent light source (red
light-emitting diode with spatial diffuser). For a wavelength of
l¼ 640 nm, the Talbot distance is LTalbot¼ 2d2/lE5 mm. Thus,
for our setup (L¼ 25 mm), we analyse the fifth rephasing of the
light waves. The light pattern was directly recorded at the plane of
the emulsion with a high-resolution flatbed charge-coupled
device scanner (2.7mm resolution). To align the antiproton and
light measurement in the experiment reported here, an
independent spatial reference is implemented. For that purpose
we installed an additional transmission grating in direct contact
with the detector plane. Contact grating and moiré deflectometer
(see Fig. 1a) were simultaneously illuminated: first with
antiprotons and subsequently with light. In each case, the pattern
behind the contact grating is a simple shadow without any force
dependence, and thus can be used as a reference for alignment.

Antimatter fringe patterns. With the emulsion detector, the
positions of the annihilation vertices can be detected with a
typical resolution of 2mm (see Fig. 2a). The fragments produced
by the annihilation of antiprotons lead to a characteristic star-
shaped pattern, which can be observed with the microscope (an
example is depicted in Fig. 2a). The first observation of such an
annihilation star succeeded shortly after the discovery of the
antiproton using emulsions22. This allows for very robust and
high-quality particle identification, which makes this detector
practically background-free. In addition, this detector can detect
the arrival of antiprotons over a large area and thus is compatible
with an upscaling of the grating area necessary for experiments
with a divergent antihydrogen beam.
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Figure 2 | Antiproton fringe pattern. (a) The spatial pattern of the antiprotons (highlighted as blue tracks) as detected by the emulsion detector
in an exemplary area of 1 mm2. The annihilation of an antiproton leads to a clear signal from which the annihilation vertex can be extracted with a
precision of 2mm by reconstruction analysing the emitted secondary particles. The image enlargement shows an exemplary annihilation star. (b) The
fringe pattern after transmission through the moiré deflectometer setup reveals a visibility as high as (71±10) %. Since less than one antiproton is detected
per lattice period, the pattern shown is obtained by binning the vertical positions modulo the extracted periodicity of the fringe pattern. The solid black
line denotes the expected distribution. (c) The pattern behind a grating placed directly on the emulsion detector (‘contact’) is a simple shadow that is
smeared out due to the finite resolution of the detection. The few background events are consistent with independently observed grating defects. This
pattern is used as a reference with no force dependence since the transit time is zero. The position of the moiré fringe pattern (indicated as offset a) is
measured using light.
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The pattern of 146 antiprotons detected for the grating in
direct contact with the emulsion is depicted in Fig. 2c. The high
visibility implies that the periodicity is well-defined in an area as
large as 15! 6 mm2 since the data collapses onto one fringe by
taking the detected position modulo the extracted periodicity d of
the pattern. To extract the periodicity, we employ the Rayleigh
test23 that is also widely used in astronomy24. The periodicity d
and the relative rotation a of the pattern is found by maximizing

Z2 ¼ 2
n

Xn

i¼1

sin
2p
d
# yi

! " !2

þ
Xn

i¼1

cos
2p
d
# yi

! " !2" #

; ð2Þ

where n is the total number of antiprotons and yi¼ y0 # cos a
þ x0 # sin a depicts the antiproton’s projected coordinate. This
leads to an inferred periodicity of 40.22±0.02 mm, which is
consistent with the expected emulsion expansion of B1% and the
nominal periodicity of 40mm. It is interesting to note that the
analysed area corresponds to 368 slits and, on average, only in
every second slit an antiproton is detected.

In Fig. 2b, the observed moiré pattern for antiprotons is shown.
The 241 events associated with antiproton annihilations were
accumulated during the 6.5-h run of the experiment. The
Rayleigh tests on sub-segments of the detected patterns reveal
local distortion due to the expansion/shear of the emulsion and
allow the identification of regions with negligible distortion.
We have restricted the areas to two-thirds of their initial size,
which ensures a position uncertainty due to shear to be smaller
than ±1.2 mm.

Absolute deflection measurement. To determine the absolute
position of the antiproton fringe pattern (parameter a in Fig. 2b),
we conduct a comparison with the measurement with light.
The results are represented in Fig. 3a,b where the detected
intensity is indicated by the red shading. The alignment is
achieved by overlaying the contact patterns as depicted on the
right of Fig. 3b. The moiré pattern can now be directly compared
with the Talbot–Lau pattern (left of Fig. 3b) to extract a possible
deflection.

For the quantitative analysis, we extract the orientation of the
antimatter (Rayleigh test) and light patterns (Fourier transforma-
tion as the data is discrete in space). We find that the relative
angle of the two antiproton patterns, which are 15 mm apart,
deviates from the angle measured between the two corresponding
light patterns by Dy¼ 0.92±0.27 mrad.

This observation is consistent with independent systematic
studies of the distortion of emulsions on this large scale25. It is
important to realize that this angle implies an intrinsic systematic
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Figure 3 | Comparison between photon and antiproton patterns. (a) The spatial positions of the detected antiprotons (blue dots) are compared with the
subsequently recorded light pattern (measured intensity indicated by the red shading). The Talbot–Lau fringe pattern provides the zero-force reference,
presented here for the same exemplary detector area with ten annihilations as in Fig. 2a. (b) The antiproton and light measurements are aligned by
overlaying the two patterns obtained with the contact grating. The result of this procedure is visualized on the right, where the annihilation positions
of all antiprotons are folded into an area of 80! 80mm2. The moiré and Talbot–Lau pattern depicted on the left, without any further alignment, can be
compared to determine a shift. (c) The data is projected onto the y axis for quantitative analysis. A relative shift between moiré and Talbot–Lau
pattern indicates that a force is present. The observed mean shift of 9.8 mm is consistent with a mean force of 530 aN.
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Figure 4 | Monte Carlo simulation. A detailed simulation study based on
the expected energy distribution of the antiprotons (see Methods) shows
the visibility for increasingly large forces. As the observed pattern in the
presence of a force is an ensemble of differently shifted patterns
corresponding to different transit times t the visibility consequently
decreases. The measured fringe pattern exhibits a visibility of (71±10) %
and is consistent with the result of this simulation. The error bar on the
measured visibility is determined via resampling; the error bar on the
measured force includes the systematic error bound and the one sigma
statistical error bound. The observed high visibility excludes that the fringe
pattern is shifted by more than one period and sets an upper limit for a
force present without the necessity of referencing.
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Δy=9.8±0.9(stat)±6.4(syst) μm

Development of nuclear emulsions with 1 Pm spatial  
resolution for the AEgIS experiment 
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The goal of the AEgIS experiment (CERN AD6) is to test the Weak 
Equivalence Principle (WEP) using antihydrogen       . The gravitational sag 
of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 

1 Pm 

Reference 
C. Amsler et al.,  ‘A  new  application  of  emulsions  to  measure  the  
gravitational force on antihydrogen’.,  JINST  (in  press), arXiv:1211.1370.  

Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
(Nagoya University). 

100 Pm 

1 Pm 

10 Pm 

Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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deflectometer experiencing no acceleration. Thus, light provides
the required absolute zero-force reference. The only prerequisite
is that the Talbot length (or a multiple integer of it) is matched to
the distance between the gratings and the detector. With that, the
absolute shift of the antimatter pattern can be directly accessed
and systematic errors can be significantly reduced as the
moiré deflectometer and Talbot–Lau interferometer use the
same gratings. We would like to stress that Talbot–Lau
interferometry is also possible for matter waves such as atoms
and molecules17,18 if their de Broglie wavelength is long enough.

Experimental implementation. The experiment was performed
within the AEgIS apparatus designed to produce antihydrogen for
a future measurement of the gravitational acceleration10,19. A
beam of antiprotons with a broad energy distribution, delivered
by the AD at CERN, is realized after the 5.3 MeV antiprotons are
transmitted through degrader foils with a total thickness of
225mm (170 mm of aluminium and 55 mm of silicon). The
simulated distribution has a mean energy of 106 keV and a root
mean squared value of about 150 keV (see Methods). After
traversing a 3.6-m long tube within two homogeneous magnetic
fields of 5 T and 1 T, the antiprotons enter the deflectometer. We
estimate the mean de Broglie wavelength to be 8.8! 10" 14 m,
which implies that the concept of classical paths for the
trajectories of the antiprotons is applicable for our gratings with
a periodicity of 40 mm.

The grating holder is compact (25 mm distance between the
gratings) so that the passive stability of the relative positions
between the gratings for the long measurement time of 6.5 h is
ensured. The slit arrays are manufactured in silicon by reactive
ion etching, leading to a 100-mm thick silicon membrane with a
slit width of 12mm and a periodicity of d¼ 40mm. Low-energy
antiprotons hitting the slit array annihilate on the surface of the
array and do not reach the detector. For this measurement, the
final pattern, that is, the annihilation positions of antiprotons
after passing two gratings, is detected by an emulsion detector.
The moiré deflectometer and the annihilation detector are
mounted in a vacuum chamber (10" 5 mbar) on the extraction
line of the AEgIS apparatus. After the exposure to antiprotons,

the emulsion detector is removed, developed and analysed with
an automatic microscope available at one of the participating
institutions to determine the location of single annihilations. This
facility was initially developed for the detection of neutrino-
induced t-leptons by the OPERA experiment13. The development
of emulsion detectors for the application presented here, which
involves operation in vacuum, is described in refs 20,21.

After removal of the emulsion detector the pattern of the
Talbot–Lau interferometry with light was recorded in a
subsequent measurement. For this purpose, the grating holder
was homogenously illuminated by an incoherent light source (red
light-emitting diode with spatial diffuser). For a wavelength of
l¼ 640 nm, the Talbot distance is LTalbot¼ 2d2/lE5 mm. Thus,
for our setup (L¼ 25 mm), we analyse the fifth rephasing of the
light waves. The light pattern was directly recorded at the plane of
the emulsion with a high-resolution flatbed charge-coupled
device scanner (2.7mm resolution). To align the antiproton and
light measurement in the experiment reported here, an
independent spatial reference is implemented. For that purpose
we installed an additional transmission grating in direct contact
with the detector plane. Contact grating and moiré deflectometer
(see Fig. 1a) were simultaneously illuminated: first with
antiprotons and subsequently with light. In each case, the pattern
behind the contact grating is a simple shadow without any force
dependence, and thus can be used as a reference for alignment.

Antimatter fringe patterns. With the emulsion detector, the
positions of the annihilation vertices can be detected with a
typical resolution of 2mm (see Fig. 2a). The fragments produced
by the annihilation of antiprotons lead to a characteristic star-
shaped pattern, which can be observed with the microscope (an
example is depicted in Fig. 2a). The first observation of such an
annihilation star succeeded shortly after the discovery of the
antiproton using emulsions22. This allows for very robust and
high-quality particle identification, which makes this detector
practically background-free. In addition, this detector can detect
the arrival of antiprotons over a large area and thus is compatible
with an upscaling of the grating area necessary for experiments
with a divergent antihydrogen beam.
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Figure 2 | Antiproton fringe pattern. (a) The spatial pattern of the antiprotons (highlighted as blue tracks) as detected by the emulsion detector
in an exemplary area of 1 mm2. The annihilation of an antiproton leads to a clear signal from which the annihilation vertex can be extracted with a
precision of 2mm by reconstruction analysing the emitted secondary particles. The image enlargement shows an exemplary annihilation star. (b) The
fringe pattern after transmission through the moiré deflectometer setup reveals a visibility as high as (71±10) %. Since less than one antiproton is detected
per lattice period, the pattern shown is obtained by binning the vertical positions modulo the extracted periodicity of the fringe pattern. The solid black
line denotes the expected distribution. (c) The pattern behind a grating placed directly on the emulsion detector (‘contact’) is a simple shadow that is
smeared out due to the finite resolution of the detection. The few background events are consistent with independently observed grating defects. This
pattern is used as a reference with no force dependence since the transit time is zero. The position of the moiré fringe pattern (indicated as offset a) is
measured using light.
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The pattern of 146 antiprotons detected for the grating in
direct contact with the emulsion is depicted in Fig. 2c. The high
visibility implies that the periodicity is well-defined in an area as
large as 15! 6 mm2 since the data collapses onto one fringe by
taking the detected position modulo the extracted periodicity d of
the pattern. To extract the periodicity, we employ the Rayleigh
test23 that is also widely used in astronomy24. The periodicity d
and the relative rotation a of the pattern is found by maximizing

Z2 ¼ 2
n

Xn

i¼1

sin
2p
d
# yi

! " !2

þ
Xn
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cos
2p
d
# yi

! " !2" #

; ð2Þ

where n is the total number of antiprotons and yi¼ y0 # cos a
þ x0 # sin a depicts the antiproton’s projected coordinate. This
leads to an inferred periodicity of 40.22±0.02 mm, which is
consistent with the expected emulsion expansion of B1% and the
nominal periodicity of 40mm. It is interesting to note that the
analysed area corresponds to 368 slits and, on average, only in
every second slit an antiproton is detected.

In Fig. 2b, the observed moiré pattern for antiprotons is shown.
The 241 events associated with antiproton annihilations were
accumulated during the 6.5-h run of the experiment. The
Rayleigh tests on sub-segments of the detected patterns reveal
local distortion due to the expansion/shear of the emulsion and
allow the identification of regions with negligible distortion.
We have restricted the areas to two-thirds of their initial size,
which ensures a position uncertainty due to shear to be smaller
than ±1.2 mm.

Absolute deflection measurement. To determine the absolute
position of the antiproton fringe pattern (parameter a in Fig. 2b),
we conduct a comparison with the measurement with light.
The results are represented in Fig. 3a,b where the detected
intensity is indicated by the red shading. The alignment is
achieved by overlaying the contact patterns as depicted on the
right of Fig. 3b. The moiré pattern can now be directly compared
with the Talbot–Lau pattern (left of Fig. 3b) to extract a possible
deflection.

For the quantitative analysis, we extract the orientation of the
antimatter (Rayleigh test) and light patterns (Fourier transforma-
tion as the data is discrete in space). We find that the relative
angle of the two antiproton patterns, which are 15 mm apart,
deviates from the angle measured between the two corresponding
light patterns by Dy¼ 0.92±0.27 mrad.

This observation is consistent with independent systematic
studies of the distortion of emulsions on this large scale25. It is
important to realize that this angle implies an intrinsic systematic
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Figure 3 | Comparison between photon and antiproton patterns. (a) The spatial positions of the detected antiprotons (blue dots) are compared with the
subsequently recorded light pattern (measured intensity indicated by the red shading). The Talbot–Lau fringe pattern provides the zero-force reference,
presented here for the same exemplary detector area with ten annihilations as in Fig. 2a. (b) The antiproton and light measurements are aligned by
overlaying the two patterns obtained with the contact grating. The result of this procedure is visualized on the right, where the annihilation positions
of all antiprotons are folded into an area of 80! 80mm2. The moiré and Talbot–Lau pattern depicted on the left, without any further alignment, can be
compared to determine a shift. (c) The data is projected onto the y axis for quantitative analysis. A relative shift between moiré and Talbot–Lau
pattern indicates that a force is present. The observed mean shift of 9.8 mm is consistent with a mean force of 530 aN.
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Figure 4 | Monte Carlo simulation. A detailed simulation study based on
the expected energy distribution of the antiprotons (see Methods) shows
the visibility for increasingly large forces. As the observed pattern in the
presence of a force is an ensemble of differently shifted patterns
corresponding to different transit times t the visibility consequently
decreases. The measured fringe pattern exhibits a visibility of (71±10) %
and is consistent with the result of this simulation. The error bar on the
measured visibility is determined via resampling; the error bar on the
measured force includes the systematic error bound and the one sigma
statistical error bound. The observed high visibility excludes that the fringe
pattern is shifted by more than one period and sets an upper limit for a
force present without the necessity of referencing.
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Δy=9.8±0.9(stat)±6.4(syst) μm

Development of nuclear emulsions with 1 Pm spatial  
resolution for the AEgIS experiment 

M. Kimura on behalf of the AEgIS collaboration. 
Albert Einstein Center for Fundamental Physics, Laboratory for High Energy Physics, University of Bern 

Contact e-mail: mitsuhiro.kimura@lhep.unibe.ch  

The goal of the AEgIS experiment (CERN AD6) is to test the Weak 
Equivalence Principle (WEP) using antihydrogen       . The gravitational sag 
of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 

1 Pm 

Reference 
C. Amsler et al.,  ‘A  new  application  of  emulsions  to  measure  the  
gravitational force on antihydrogen’.,  JINST  (in  press), arXiv:1211.1370.  

Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
(Nagoya University). 

100 Pm 

1 Pm 

10 Pm 

Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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deflectometer experiencing no acceleration. Thus, light provides
the required absolute zero-force reference. The only prerequisite
is that the Talbot length (or a multiple integer of it) is matched to
the distance between the gratings and the detector. With that, the
absolute shift of the antimatter pattern can be directly accessed
and systematic errors can be significantly reduced as the
moiré deflectometer and Talbot–Lau interferometer use the
same gratings. We would like to stress that Talbot–Lau
interferometry is also possible for matter waves such as atoms
and molecules17,18 if their de Broglie wavelength is long enough.

Experimental implementation. The experiment was performed
within the AEgIS apparatus designed to produce antihydrogen for
a future measurement of the gravitational acceleration10,19. A
beam of antiprotons with a broad energy distribution, delivered
by the AD at CERN, is realized after the 5.3 MeV antiprotons are
transmitted through degrader foils with a total thickness of
225mm (170 mm of aluminium and 55 mm of silicon). The
simulated distribution has a mean energy of 106 keV and a root
mean squared value of about 150 keV (see Methods). After
traversing a 3.6-m long tube within two homogeneous magnetic
fields of 5 T and 1 T, the antiprotons enter the deflectometer. We
estimate the mean de Broglie wavelength to be 8.8! 10" 14 m,
which implies that the concept of classical paths for the
trajectories of the antiprotons is applicable for our gratings with
a periodicity of 40 mm.

The grating holder is compact (25 mm distance between the
gratings) so that the passive stability of the relative positions
between the gratings for the long measurement time of 6.5 h is
ensured. The slit arrays are manufactured in silicon by reactive
ion etching, leading to a 100-mm thick silicon membrane with a
slit width of 12mm and a periodicity of d¼ 40mm. Low-energy
antiprotons hitting the slit array annihilate on the surface of the
array and do not reach the detector. For this measurement, the
final pattern, that is, the annihilation positions of antiprotons
after passing two gratings, is detected by an emulsion detector.
The moiré deflectometer and the annihilation detector are
mounted in a vacuum chamber (10" 5 mbar) on the extraction
line of the AEgIS apparatus. After the exposure to antiprotons,

the emulsion detector is removed, developed and analysed with
an automatic microscope available at one of the participating
institutions to determine the location of single annihilations. This
facility was initially developed for the detection of neutrino-
induced t-leptons by the OPERA experiment13. The development
of emulsion detectors for the application presented here, which
involves operation in vacuum, is described in refs 20,21.

After removal of the emulsion detector the pattern of the
Talbot–Lau interferometry with light was recorded in a
subsequent measurement. For this purpose, the grating holder
was homogenously illuminated by an incoherent light source (red
light-emitting diode with spatial diffuser). For a wavelength of
l¼ 640 nm, the Talbot distance is LTalbot¼ 2d2/lE5 mm. Thus,
for our setup (L¼ 25 mm), we analyse the fifth rephasing of the
light waves. The light pattern was directly recorded at the plane of
the emulsion with a high-resolution flatbed charge-coupled
device scanner (2.7mm resolution). To align the antiproton and
light measurement in the experiment reported here, an
independent spatial reference is implemented. For that purpose
we installed an additional transmission grating in direct contact
with the detector plane. Contact grating and moiré deflectometer
(see Fig. 1a) were simultaneously illuminated: first with
antiprotons and subsequently with light. In each case, the pattern
behind the contact grating is a simple shadow without any force
dependence, and thus can be used as a reference for alignment.

Antimatter fringe patterns. With the emulsion detector, the
positions of the annihilation vertices can be detected with a
typical resolution of 2mm (see Fig. 2a). The fragments produced
by the annihilation of antiprotons lead to a characteristic star-
shaped pattern, which can be observed with the microscope (an
example is depicted in Fig. 2a). The first observation of such an
annihilation star succeeded shortly after the discovery of the
antiproton using emulsions22. This allows for very robust and
high-quality particle identification, which makes this detector
practically background-free. In addition, this detector can detect
the arrival of antiprotons over a large area and thus is compatible
with an upscaling of the grating area necessary for experiments
with a divergent antihydrogen beam.
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Figure 2 | Antiproton fringe pattern. (a) The spatial pattern of the antiprotons (highlighted as blue tracks) as detected by the emulsion detector
in an exemplary area of 1 mm2. The annihilation of an antiproton leads to a clear signal from which the annihilation vertex can be extracted with a
precision of 2mm by reconstruction analysing the emitted secondary particles. The image enlargement shows an exemplary annihilation star. (b) The
fringe pattern after transmission through the moiré deflectometer setup reveals a visibility as high as (71±10) %. Since less than one antiproton is detected
per lattice period, the pattern shown is obtained by binning the vertical positions modulo the extracted periodicity of the fringe pattern. The solid black
line denotes the expected distribution. (c) The pattern behind a grating placed directly on the emulsion detector (‘contact’) is a simple shadow that is
smeared out due to the finite resolution of the detection. The few background events are consistent with independently observed grating defects. This
pattern is used as a reference with no force dependence since the transit time is zero. The position of the moiré fringe pattern (indicated as offset a) is
measured using light.
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The pattern of 146 antiprotons detected for the grating in
direct contact with the emulsion is depicted in Fig. 2c. The high
visibility implies that the periodicity is well-defined in an area as
large as 15! 6 mm2 since the data collapses onto one fringe by
taking the detected position modulo the extracted periodicity d of
the pattern. To extract the periodicity, we employ the Rayleigh
test23 that is also widely used in astronomy24. The periodicity d
and the relative rotation a of the pattern is found by maximizing

Z2 ¼ 2
n

Xn

i¼1

sin
2p
d
# yi
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where n is the total number of antiprotons and yi¼ y0 # cos a
þ x0 # sin a depicts the antiproton’s projected coordinate. This
leads to an inferred periodicity of 40.22±0.02 mm, which is
consistent with the expected emulsion expansion of B1% and the
nominal periodicity of 40mm. It is interesting to note that the
analysed area corresponds to 368 slits and, on average, only in
every second slit an antiproton is detected.

In Fig. 2b, the observed moiré pattern for antiprotons is shown.
The 241 events associated with antiproton annihilations were
accumulated during the 6.5-h run of the experiment. The
Rayleigh tests on sub-segments of the detected patterns reveal
local distortion due to the expansion/shear of the emulsion and
allow the identification of regions with negligible distortion.
We have restricted the areas to two-thirds of their initial size,
which ensures a position uncertainty due to shear to be smaller
than ±1.2 mm.

Absolute deflection measurement. To determine the absolute
position of the antiproton fringe pattern (parameter a in Fig. 2b),
we conduct a comparison with the measurement with light.
The results are represented in Fig. 3a,b where the detected
intensity is indicated by the red shading. The alignment is
achieved by overlaying the contact patterns as depicted on the
right of Fig. 3b. The moiré pattern can now be directly compared
with the Talbot–Lau pattern (left of Fig. 3b) to extract a possible
deflection.

For the quantitative analysis, we extract the orientation of the
antimatter (Rayleigh test) and light patterns (Fourier transforma-
tion as the data is discrete in space). We find that the relative
angle of the two antiproton patterns, which are 15 mm apart,
deviates from the angle measured between the two corresponding
light patterns by Dy¼ 0.92±0.27 mrad.

This observation is consistent with independent systematic
studies of the distortion of emulsions on this large scale25. It is
important to realize that this angle implies an intrinsic systematic
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Figure 3 | Comparison between photon and antiproton patterns. (a) The spatial positions of the detected antiprotons (blue dots) are compared with the
subsequently recorded light pattern (measured intensity indicated by the red shading). The Talbot–Lau fringe pattern provides the zero-force reference,
presented here for the same exemplary detector area with ten annihilations as in Fig. 2a. (b) The antiproton and light measurements are aligned by
overlaying the two patterns obtained with the contact grating. The result of this procedure is visualized on the right, where the annihilation positions
of all antiprotons are folded into an area of 80! 80mm2. The moiré and Talbot–Lau pattern depicted on the left, without any further alignment, can be
compared to determine a shift. (c) The data is projected onto the y axis for quantitative analysis. A relative shift between moiré and Talbot–Lau
pattern indicates that a force is present. The observed mean shift of 9.8 mm is consistent with a mean force of 530 aN.
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Figure 4 | Monte Carlo simulation. A detailed simulation study based on
the expected energy distribution of the antiprotons (see Methods) shows
the visibility for increasingly large forces. As the observed pattern in the
presence of a force is an ensemble of differently shifted patterns
corresponding to different transit times t the visibility consequently
decreases. The measured fringe pattern exhibits a visibility of (71±10) %
and is consistent with the result of this simulation. The error bar on the
measured visibility is determined via resampling; the error bar on the
measured force includes the systematic error bound and the one sigma
statistical error bound. The observed high visibility excludes that the fringe
pattern is shifted by more than one period and sets an upper limit for a
force present without the necessity of referencing.
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The goal of the AEgIS experiment (CERN AD6) is to test the Weak 
Equivalence Principle (WEP) using antihydrogen       . The gravitational sag 
of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 

1 Pm 

Reference 
C. Amsler et al.,  ‘A  new  application  of  emulsions  to  measure  the  
gravitational force on antihydrogen’.,  JINST  (in  press), arXiv:1211.1370.  

Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
(Nagoya University). 

100 Pm 

1 Pm 

10 Pm 

Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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deflectometer experiencing no acceleration. Thus, light provides
the required absolute zero-force reference. The only prerequisite
is that the Talbot length (or a multiple integer of it) is matched to
the distance between the gratings and the detector. With that, the
absolute shift of the antimatter pattern can be directly accessed
and systematic errors can be significantly reduced as the
moiré deflectometer and Talbot–Lau interferometer use the
same gratings. We would like to stress that Talbot–Lau
interferometry is also possible for matter waves such as atoms
and molecules17,18 if their de Broglie wavelength is long enough.

Experimental implementation. The experiment was performed
within the AEgIS apparatus designed to produce antihydrogen for
a future measurement of the gravitational acceleration10,19. A
beam of antiprotons with a broad energy distribution, delivered
by the AD at CERN, is realized after the 5.3 MeV antiprotons are
transmitted through degrader foils with a total thickness of
225mm (170 mm of aluminium and 55 mm of silicon). The
simulated distribution has a mean energy of 106 keV and a root
mean squared value of about 150 keV (see Methods). After
traversing a 3.6-m long tube within two homogeneous magnetic
fields of 5 T and 1 T, the antiprotons enter the deflectometer. We
estimate the mean de Broglie wavelength to be 8.8! 10" 14 m,
which implies that the concept of classical paths for the
trajectories of the antiprotons is applicable for our gratings with
a periodicity of 40 mm.

The grating holder is compact (25 mm distance between the
gratings) so that the passive stability of the relative positions
between the gratings for the long measurement time of 6.5 h is
ensured. The slit arrays are manufactured in silicon by reactive
ion etching, leading to a 100-mm thick silicon membrane with a
slit width of 12mm and a periodicity of d¼ 40mm. Low-energy
antiprotons hitting the slit array annihilate on the surface of the
array and do not reach the detector. For this measurement, the
final pattern, that is, the annihilation positions of antiprotons
after passing two gratings, is detected by an emulsion detector.
The moiré deflectometer and the annihilation detector are
mounted in a vacuum chamber (10" 5 mbar) on the extraction
line of the AEgIS apparatus. After the exposure to antiprotons,

the emulsion detector is removed, developed and analysed with
an automatic microscope available at one of the participating
institutions to determine the location of single annihilations. This
facility was initially developed for the detection of neutrino-
induced t-leptons by the OPERA experiment13. The development
of emulsion detectors for the application presented here, which
involves operation in vacuum, is described in refs 20,21.

After removal of the emulsion detector the pattern of the
Talbot–Lau interferometry with light was recorded in a
subsequent measurement. For this purpose, the grating holder
was homogenously illuminated by an incoherent light source (red
light-emitting diode with spatial diffuser). For a wavelength of
l¼ 640 nm, the Talbot distance is LTalbot¼ 2d2/lE5 mm. Thus,
for our setup (L¼ 25 mm), we analyse the fifth rephasing of the
light waves. The light pattern was directly recorded at the plane of
the emulsion with a high-resolution flatbed charge-coupled
device scanner (2.7mm resolution). To align the antiproton and
light measurement in the experiment reported here, an
independent spatial reference is implemented. For that purpose
we installed an additional transmission grating in direct contact
with the detector plane. Contact grating and moiré deflectometer
(see Fig. 1a) were simultaneously illuminated: first with
antiprotons and subsequently with light. In each case, the pattern
behind the contact grating is a simple shadow without any force
dependence, and thus can be used as a reference for alignment.

Antimatter fringe patterns. With the emulsion detector, the
positions of the annihilation vertices can be detected with a
typical resolution of 2mm (see Fig. 2a). The fragments produced
by the annihilation of antiprotons lead to a characteristic star-
shaped pattern, which can be observed with the microscope (an
example is depicted in Fig. 2a). The first observation of such an
annihilation star succeeded shortly after the discovery of the
antiproton using emulsions22. This allows for very robust and
high-quality particle identification, which makes this detector
practically background-free. In addition, this detector can detect
the arrival of antiprotons over a large area and thus is compatible
with an upscaling of the grating area necessary for experiments
with a divergent antihydrogen beam.
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Figure 2 | Antiproton fringe pattern. (a) The spatial pattern of the antiprotons (highlighted as blue tracks) as detected by the emulsion detector
in an exemplary area of 1 mm2. The annihilation of an antiproton leads to a clear signal from which the annihilation vertex can be extracted with a
precision of 2mm by reconstruction analysing the emitted secondary particles. The image enlargement shows an exemplary annihilation star. (b) The
fringe pattern after transmission through the moiré deflectometer setup reveals a visibility as high as (71±10) %. Since less than one antiproton is detected
per lattice period, the pattern shown is obtained by binning the vertical positions modulo the extracted periodicity of the fringe pattern. The solid black
line denotes the expected distribution. (c) The pattern behind a grating placed directly on the emulsion detector (‘contact’) is a simple shadow that is
smeared out due to the finite resolution of the detection. The few background events are consistent with independently observed grating defects. This
pattern is used as a reference with no force dependence since the transit time is zero. The position of the moiré fringe pattern (indicated as offset a) is
measured using light.
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The pattern of 146 antiprotons detected for the grating in
direct contact with the emulsion is depicted in Fig. 2c. The high
visibility implies that the periodicity is well-defined in an area as
large as 15! 6 mm2 since the data collapses onto one fringe by
taking the detected position modulo the extracted periodicity d of
the pattern. To extract the periodicity, we employ the Rayleigh
test23 that is also widely used in astronomy24. The periodicity d
and the relative rotation a of the pattern is found by maximizing

Z2 ¼ 2
n

Xn

i¼1

sin
2p
d
# yi

! " !2

þ
Xn

i¼1

cos
2p
d
# yi

! " !2" #

; ð2Þ

where n is the total number of antiprotons and yi¼ y0 # cos a
þ x0 # sin a depicts the antiproton’s projected coordinate. This
leads to an inferred periodicity of 40.22±0.02 mm, which is
consistent with the expected emulsion expansion of B1% and the
nominal periodicity of 40mm. It is interesting to note that the
analysed area corresponds to 368 slits and, on average, only in
every second slit an antiproton is detected.

In Fig. 2b, the observed moiré pattern for antiprotons is shown.
The 241 events associated with antiproton annihilations were
accumulated during the 6.5-h run of the experiment. The
Rayleigh tests on sub-segments of the detected patterns reveal
local distortion due to the expansion/shear of the emulsion and
allow the identification of regions with negligible distortion.
We have restricted the areas to two-thirds of their initial size,
which ensures a position uncertainty due to shear to be smaller
than ±1.2 mm.

Absolute deflection measurement. To determine the absolute
position of the antiproton fringe pattern (parameter a in Fig. 2b),
we conduct a comparison with the measurement with light.
The results are represented in Fig. 3a,b where the detected
intensity is indicated by the red shading. The alignment is
achieved by overlaying the contact patterns as depicted on the
right of Fig. 3b. The moiré pattern can now be directly compared
with the Talbot–Lau pattern (left of Fig. 3b) to extract a possible
deflection.

For the quantitative analysis, we extract the orientation of the
antimatter (Rayleigh test) and light patterns (Fourier transforma-
tion as the data is discrete in space). We find that the relative
angle of the two antiproton patterns, which are 15 mm apart,
deviates from the angle measured between the two corresponding
light patterns by Dy¼ 0.92±0.27 mrad.

This observation is consistent with independent systematic
studies of the distortion of emulsions on this large scale25. It is
important to realize that this angle implies an intrinsic systematic
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Figure 3 | Comparison between photon and antiproton patterns. (a) The spatial positions of the detected antiprotons (blue dots) are compared with the
subsequently recorded light pattern (measured intensity indicated by the red shading). The Talbot–Lau fringe pattern provides the zero-force reference,
presented here for the same exemplary detector area with ten annihilations as in Fig. 2a. (b) The antiproton and light measurements are aligned by
overlaying the two patterns obtained with the contact grating. The result of this procedure is visualized on the right, where the annihilation positions
of all antiprotons are folded into an area of 80! 80mm2. The moiré and Talbot–Lau pattern depicted on the left, without any further alignment, can be
compared to determine a shift. (c) The data is projected onto the y axis for quantitative analysis. A relative shift between moiré and Talbot–Lau
pattern indicates that a force is present. The observed mean shift of 9.8 mm is consistent with a mean force of 530 aN.
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decreases. The measured fringe pattern exhibits a visibility of (71±10) %
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measured force includes the systematic error bound and the one sigma
statistical error bound. The observed high visibility excludes that the fringe
pattern is shifted by more than one period and sets an upper limit for a
force present without the necessity of referencing.
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Δy=9.8±0.9(stat)±6.4(syst) μm

Development of nuclear emulsions with 1 Pm spatial  
resolution for the AEgIS experiment 

M. Kimura on behalf of the AEgIS collaboration. 
Albert Einstein Center for Fundamental Physics, Laboratory for High Energy Physics, University of Bern 

Contact e-mail: mitsuhiro.kimura@lhep.unibe.ch  

The goal of the AEgIS experiment (CERN AD6) is to test the Weak 
Equivalence Principle (WEP) using antihydrogen       . The gravitational sag 
of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 

1 Pm 

Reference 
C. Amsler et al.,  ‘A  new  application  of  emulsions  to  measure  the  
gravitational force on antihydrogen’.,  JINST  (in  press), arXiv:1211.1370.  

Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
(Nagoya University). 

100 Pm 

1 Pm 

10 Pm 

Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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deflectometer experiencing no acceleration. Thus, light provides
the required absolute zero-force reference. The only prerequisite
is that the Talbot length (or a multiple integer of it) is matched to
the distance between the gratings and the detector. With that, the
absolute shift of the antimatter pattern can be directly accessed
and systematic errors can be significantly reduced as the
moiré deflectometer and Talbot–Lau interferometer use the
same gratings. We would like to stress that Talbot–Lau
interferometry is also possible for matter waves such as atoms
and molecules17,18 if their de Broglie wavelength is long enough.

Experimental implementation. The experiment was performed
within the AEgIS apparatus designed to produce antihydrogen for
a future measurement of the gravitational acceleration10,19. A
beam of antiprotons with a broad energy distribution, delivered
by the AD at CERN, is realized after the 5.3 MeV antiprotons are
transmitted through degrader foils with a total thickness of
225mm (170 mm of aluminium and 55 mm of silicon). The
simulated distribution has a mean energy of 106 keV and a root
mean squared value of about 150 keV (see Methods). After
traversing a 3.6-m long tube within two homogeneous magnetic
fields of 5 T and 1 T, the antiprotons enter the deflectometer. We
estimate the mean de Broglie wavelength to be 8.8! 10" 14 m,
which implies that the concept of classical paths for the
trajectories of the antiprotons is applicable for our gratings with
a periodicity of 40 mm.

The grating holder is compact (25 mm distance between the
gratings) so that the passive stability of the relative positions
between the gratings for the long measurement time of 6.5 h is
ensured. The slit arrays are manufactured in silicon by reactive
ion etching, leading to a 100-mm thick silicon membrane with a
slit width of 12mm and a periodicity of d¼ 40mm. Low-energy
antiprotons hitting the slit array annihilate on the surface of the
array and do not reach the detector. For this measurement, the
final pattern, that is, the annihilation positions of antiprotons
after passing two gratings, is detected by an emulsion detector.
The moiré deflectometer and the annihilation detector are
mounted in a vacuum chamber (10" 5 mbar) on the extraction
line of the AEgIS apparatus. After the exposure to antiprotons,

the emulsion detector is removed, developed and analysed with
an automatic microscope available at one of the participating
institutions to determine the location of single annihilations. This
facility was initially developed for the detection of neutrino-
induced t-leptons by the OPERA experiment13. The development
of emulsion detectors for the application presented here, which
involves operation in vacuum, is described in refs 20,21.

After removal of the emulsion detector the pattern of the
Talbot–Lau interferometry with light was recorded in a
subsequent measurement. For this purpose, the grating holder
was homogenously illuminated by an incoherent light source (red
light-emitting diode with spatial diffuser). For a wavelength of
l¼ 640 nm, the Talbot distance is LTalbot¼ 2d2/lE5 mm. Thus,
for our setup (L¼ 25 mm), we analyse the fifth rephasing of the
light waves. The light pattern was directly recorded at the plane of
the emulsion with a high-resolution flatbed charge-coupled
device scanner (2.7mm resolution). To align the antiproton and
light measurement in the experiment reported here, an
independent spatial reference is implemented. For that purpose
we installed an additional transmission grating in direct contact
with the detector plane. Contact grating and moiré deflectometer
(see Fig. 1a) were simultaneously illuminated: first with
antiprotons and subsequently with light. In each case, the pattern
behind the contact grating is a simple shadow without any force
dependence, and thus can be used as a reference for alignment.

Antimatter fringe patterns. With the emulsion detector, the
positions of the annihilation vertices can be detected with a
typical resolution of 2mm (see Fig. 2a). The fragments produced
by the annihilation of antiprotons lead to a characteristic star-
shaped pattern, which can be observed with the microscope (an
example is depicted in Fig. 2a). The first observation of such an
annihilation star succeeded shortly after the discovery of the
antiproton using emulsions22. This allows for very robust and
high-quality particle identification, which makes this detector
practically background-free. In addition, this detector can detect
the arrival of antiprotons over a large area and thus is compatible
with an upscaling of the grating area necessary for experiments
with a divergent antihydrogen beam.
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Figure 2 | Antiproton fringe pattern. (a) The spatial pattern of the antiprotons (highlighted as blue tracks) as detected by the emulsion detector
in an exemplary area of 1 mm2. The annihilation of an antiproton leads to a clear signal from which the annihilation vertex can be extracted with a
precision of 2mm by reconstruction analysing the emitted secondary particles. The image enlargement shows an exemplary annihilation star. (b) The
fringe pattern after transmission through the moiré deflectometer setup reveals a visibility as high as (71±10) %. Since less than one antiproton is detected
per lattice period, the pattern shown is obtained by binning the vertical positions modulo the extracted periodicity of the fringe pattern. The solid black
line denotes the expected distribution. (c) The pattern behind a grating placed directly on the emulsion detector (‘contact’) is a simple shadow that is
smeared out due to the finite resolution of the detection. The few background events are consistent with independently observed grating defects. This
pattern is used as a reference with no force dependence since the transit time is zero. The position of the moiré fringe pattern (indicated as offset a) is
measured using light.
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The pattern of 146 antiprotons detected for the grating in
direct contact with the emulsion is depicted in Fig. 2c. The high
visibility implies that the periodicity is well-defined in an area as
large as 15! 6 mm2 since the data collapses onto one fringe by
taking the detected position modulo the extracted periodicity d of
the pattern. To extract the periodicity, we employ the Rayleigh
test23 that is also widely used in astronomy24. The periodicity d
and the relative rotation a of the pattern is found by maximizing

Z2 ¼ 2
n

Xn

i¼1

sin
2p
d
# yi

! " !2

þ
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cos
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d
# yi

! " !2" #

; ð2Þ

where n is the total number of antiprotons and yi¼ y0 # cos a
þ x0 # sin a depicts the antiproton’s projected coordinate. This
leads to an inferred periodicity of 40.22±0.02 mm, which is
consistent with the expected emulsion expansion of B1% and the
nominal periodicity of 40mm. It is interesting to note that the
analysed area corresponds to 368 slits and, on average, only in
every second slit an antiproton is detected.

In Fig. 2b, the observed moiré pattern for antiprotons is shown.
The 241 events associated with antiproton annihilations were
accumulated during the 6.5-h run of the experiment. The
Rayleigh tests on sub-segments of the detected patterns reveal
local distortion due to the expansion/shear of the emulsion and
allow the identification of regions with negligible distortion.
We have restricted the areas to two-thirds of their initial size,
which ensures a position uncertainty due to shear to be smaller
than ±1.2 mm.

Absolute deflection measurement. To determine the absolute
position of the antiproton fringe pattern (parameter a in Fig. 2b),
we conduct a comparison with the measurement with light.
The results are represented in Fig. 3a,b where the detected
intensity is indicated by the red shading. The alignment is
achieved by overlaying the contact patterns as depicted on the
right of Fig. 3b. The moiré pattern can now be directly compared
with the Talbot–Lau pattern (left of Fig. 3b) to extract a possible
deflection.

For the quantitative analysis, we extract the orientation of the
antimatter (Rayleigh test) and light patterns (Fourier transforma-
tion as the data is discrete in space). We find that the relative
angle of the two antiproton patterns, which are 15 mm apart,
deviates from the angle measured between the two corresponding
light patterns by Dy¼ 0.92±0.27 mrad.

This observation is consistent with independent systematic
studies of the distortion of emulsions on this large scale25. It is
important to realize that this angle implies an intrinsic systematic
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Figure 3 | Comparison between photon and antiproton patterns. (a) The spatial positions of the detected antiprotons (blue dots) are compared with the
subsequently recorded light pattern (measured intensity indicated by the red shading). The Talbot–Lau fringe pattern provides the zero-force reference,
presented here for the same exemplary detector area with ten annihilations as in Fig. 2a. (b) The antiproton and light measurements are aligned by
overlaying the two patterns obtained with the contact grating. The result of this procedure is visualized on the right, where the annihilation positions
of all antiprotons are folded into an area of 80! 80mm2. The moiré and Talbot–Lau pattern depicted on the left, without any further alignment, can be
compared to determine a shift. (c) The data is projected onto the y axis for quantitative analysis. A relative shift between moiré and Talbot–Lau
pattern indicates that a force is present. The observed mean shift of 9.8 mm is consistent with a mean force of 530 aN.
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Figure 4 | Monte Carlo simulation. A detailed simulation study based on
the expected energy distribution of the antiprotons (see Methods) shows
the visibility for increasingly large forces. As the observed pattern in the
presence of a force is an ensemble of differently shifted patterns
corresponding to different transit times t the visibility consequently
decreases. The measured fringe pattern exhibits a visibility of (71±10) %
and is consistent with the result of this simulation. The error bar on the
measured visibility is determined via resampling; the error bar on the
measured force includes the systematic error bound and the one sigma
statistical error bound. The observed high visibility excludes that the fringe
pattern is shifted by more than one period and sets an upper limit for a
force present without the necessity of referencing.
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Δy=9.8±0.9(stat)±6.4(syst) μm

Development of nuclear emulsions with 1 Pm spatial  
resolution for the AEgIS experiment 

M. Kimura on behalf of the AEgIS collaboration. 
Albert Einstein Center for Fundamental Physics, Laboratory for High Energy Physics, University of Bern 
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The goal of the AEgIS experiment (CERN AD6) is to test the Weak 
Equivalence Principle (WEP) using antihydrogen       . The gravitational sag 
of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 

1 Pm 

Reference 
C. Amsler et al.,  ‘A  new  application  of  emulsions  to  measure  the  
gravitational force on antihydrogen’.,  JINST  (in  press), arXiv:1211.1370.  

Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
(Nagoya University). 

100 Pm 

1 Pm 

10 Pm 

Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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deflectometer experiencing no acceleration. Thus, light provides
the required absolute zero-force reference. The only prerequisite
is that the Talbot length (or a multiple integer of it) is matched to
the distance between the gratings and the detector. With that, the
absolute shift of the antimatter pattern can be directly accessed
and systematic errors can be significantly reduced as the
moiré deflectometer and Talbot–Lau interferometer use the
same gratings. We would like to stress that Talbot–Lau
interferometry is also possible for matter waves such as atoms
and molecules17,18 if their de Broglie wavelength is long enough.

Experimental implementation. The experiment was performed
within the AEgIS apparatus designed to produce antihydrogen for
a future measurement of the gravitational acceleration10,19. A
beam of antiprotons with a broad energy distribution, delivered
by the AD at CERN, is realized after the 5.3 MeV antiprotons are
transmitted through degrader foils with a total thickness of
225mm (170 mm of aluminium and 55 mm of silicon). The
simulated distribution has a mean energy of 106 keV and a root
mean squared value of about 150 keV (see Methods). After
traversing a 3.6-m long tube within two homogeneous magnetic
fields of 5 T and 1 T, the antiprotons enter the deflectometer. We
estimate the mean de Broglie wavelength to be 8.8! 10" 14 m,
which implies that the concept of classical paths for the
trajectories of the antiprotons is applicable for our gratings with
a periodicity of 40 mm.

The grating holder is compact (25 mm distance between the
gratings) so that the passive stability of the relative positions
between the gratings for the long measurement time of 6.5 h is
ensured. The slit arrays are manufactured in silicon by reactive
ion etching, leading to a 100-mm thick silicon membrane with a
slit width of 12mm and a periodicity of d¼ 40mm. Low-energy
antiprotons hitting the slit array annihilate on the surface of the
array and do not reach the detector. For this measurement, the
final pattern, that is, the annihilation positions of antiprotons
after passing two gratings, is detected by an emulsion detector.
The moiré deflectometer and the annihilation detector are
mounted in a vacuum chamber (10" 5 mbar) on the extraction
line of the AEgIS apparatus. After the exposure to antiprotons,

the emulsion detector is removed, developed and analysed with
an automatic microscope available at one of the participating
institutions to determine the location of single annihilations. This
facility was initially developed for the detection of neutrino-
induced t-leptons by the OPERA experiment13. The development
of emulsion detectors for the application presented here, which
involves operation in vacuum, is described in refs 20,21.

After removal of the emulsion detector the pattern of the
Talbot–Lau interferometry with light was recorded in a
subsequent measurement. For this purpose, the grating holder
was homogenously illuminated by an incoherent light source (red
light-emitting diode with spatial diffuser). For a wavelength of
l¼ 640 nm, the Talbot distance is LTalbot¼ 2d2/lE5 mm. Thus,
for our setup (L¼ 25 mm), we analyse the fifth rephasing of the
light waves. The light pattern was directly recorded at the plane of
the emulsion with a high-resolution flatbed charge-coupled
device scanner (2.7mm resolution). To align the antiproton and
light measurement in the experiment reported here, an
independent spatial reference is implemented. For that purpose
we installed an additional transmission grating in direct contact
with the detector plane. Contact grating and moiré deflectometer
(see Fig. 1a) were simultaneously illuminated: first with
antiprotons and subsequently with light. In each case, the pattern
behind the contact grating is a simple shadow without any force
dependence, and thus can be used as a reference for alignment.

Antimatter fringe patterns. With the emulsion detector, the
positions of the annihilation vertices can be detected with a
typical resolution of 2mm (see Fig. 2a). The fragments produced
by the annihilation of antiprotons lead to a characteristic star-
shaped pattern, which can be observed with the microscope (an
example is depicted in Fig. 2a). The first observation of such an
annihilation star succeeded shortly after the discovery of the
antiproton using emulsions22. This allows for very robust and
high-quality particle identification, which makes this detector
practically background-free. In addition, this detector can detect
the arrival of antiprotons over a large area and thus is compatible
with an upscaling of the grating area necessary for experiments
with a divergent antihydrogen beam.
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Figure 2 | Antiproton fringe pattern. (a) The spatial pattern of the antiprotons (highlighted as blue tracks) as detected by the emulsion detector
in an exemplary area of 1 mm2. The annihilation of an antiproton leads to a clear signal from which the annihilation vertex can be extracted with a
precision of 2mm by reconstruction analysing the emitted secondary particles. The image enlargement shows an exemplary annihilation star. (b) The
fringe pattern after transmission through the moiré deflectometer setup reveals a visibility as high as (71±10) %. Since less than one antiproton is detected
per lattice period, the pattern shown is obtained by binning the vertical positions modulo the extracted periodicity of the fringe pattern. The solid black
line denotes the expected distribution. (c) The pattern behind a grating placed directly on the emulsion detector (‘contact’) is a simple shadow that is
smeared out due to the finite resolution of the detection. The few background events are consistent with independently observed grating defects. This
pattern is used as a reference with no force dependence since the transit time is zero. The position of the moiré fringe pattern (indicated as offset a) is
measured using light.
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The pattern of 146 antiprotons detected for the grating in
direct contact with the emulsion is depicted in Fig. 2c. The high
visibility implies that the periodicity is well-defined in an area as
large as 15! 6 mm2 since the data collapses onto one fringe by
taking the detected position modulo the extracted periodicity d of
the pattern. To extract the periodicity, we employ the Rayleigh
test23 that is also widely used in astronomy24. The periodicity d
and the relative rotation a of the pattern is found by maximizing

Z2 ¼ 2
n

Xn

i¼1

sin
2p
d
# yi

! " !2

þ
Xn

i¼1

cos
2p
d
# yi

! " !2" #

; ð2Þ

where n is the total number of antiprotons and yi¼ y0 # cos a
þ x0 # sin a depicts the antiproton’s projected coordinate. This
leads to an inferred periodicity of 40.22±0.02 mm, which is
consistent with the expected emulsion expansion of B1% and the
nominal periodicity of 40mm. It is interesting to note that the
analysed area corresponds to 368 slits and, on average, only in
every second slit an antiproton is detected.

In Fig. 2b, the observed moiré pattern for antiprotons is shown.
The 241 events associated with antiproton annihilations were
accumulated during the 6.5-h run of the experiment. The
Rayleigh tests on sub-segments of the detected patterns reveal
local distortion due to the expansion/shear of the emulsion and
allow the identification of regions with negligible distortion.
We have restricted the areas to two-thirds of their initial size,
which ensures a position uncertainty due to shear to be smaller
than ±1.2 mm.

Absolute deflection measurement. To determine the absolute
position of the antiproton fringe pattern (parameter a in Fig. 2b),
we conduct a comparison with the measurement with light.
The results are represented in Fig. 3a,b where the detected
intensity is indicated by the red shading. The alignment is
achieved by overlaying the contact patterns as depicted on the
right of Fig. 3b. The moiré pattern can now be directly compared
with the Talbot–Lau pattern (left of Fig. 3b) to extract a possible
deflection.

For the quantitative analysis, we extract the orientation of the
antimatter (Rayleigh test) and light patterns (Fourier transforma-
tion as the data is discrete in space). We find that the relative
angle of the two antiproton patterns, which are 15 mm apart,
deviates from the angle measured between the two corresponding
light patterns by Dy¼ 0.92±0.27 mrad.

This observation is consistent with independent systematic
studies of the distortion of emulsions on this large scale25. It is
important to realize that this angle implies an intrinsic systematic
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Figure 3 | Comparison between photon and antiproton patterns. (a) The spatial positions of the detected antiprotons (blue dots) are compared with the
subsequently recorded light pattern (measured intensity indicated by the red shading). The Talbot–Lau fringe pattern provides the zero-force reference,
presented here for the same exemplary detector area with ten annihilations as in Fig. 2a. (b) The antiproton and light measurements are aligned by
overlaying the two patterns obtained with the contact grating. The result of this procedure is visualized on the right, where the annihilation positions
of all antiprotons are folded into an area of 80! 80mm2. The moiré and Talbot–Lau pattern depicted on the left, without any further alignment, can be
compared to determine a shift. (c) The data is projected onto the y axis for quantitative analysis. A relative shift between moiré and Talbot–Lau
pattern indicates that a force is present. The observed mean shift of 9.8 mm is consistent with a mean force of 530 aN.
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Figure 4 | Monte Carlo simulation. A detailed simulation study based on
the expected energy distribution of the antiprotons (see Methods) shows
the visibility for increasingly large forces. As the observed pattern in the
presence of a force is an ensemble of differently shifted patterns
corresponding to different transit times t the visibility consequently
decreases. The measured fringe pattern exhibits a visibility of (71±10) %
and is consistent with the result of this simulation. The error bar on the
measured visibility is determined via resampling; the error bar on the
measured force includes the systematic error bound and the one sigma
statistical error bound. The observed high visibility excludes that the fringe
pattern is shifted by more than one period and sets an upper limit for a
force present without the necessity of referencing.
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Development of nuclear emulsions with 1 Pm spatial  
resolution for the AEgIS experiment 
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The goal of the AEgIS experiment (CERN AD6) is to test the Weak 
Equivalence Principle (WEP) using antihydrogen       . The gravitational sag 
of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 

1 Pm 

Reference 
C. Amsler et al.,  ‘A  new  application  of  emulsions  to  measure  the  
gravitational force on antihydrogen’.,  JINST  (in  press), arXiv:1211.1370.  

Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
(Nagoya University). 

100 Pm 

1 Pm 

10 Pm 

Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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deflectometer experiencing no acceleration. Thus, light provides
the required absolute zero-force reference. The only prerequisite
is that the Talbot length (or a multiple integer of it) is matched to
the distance between the gratings and the detector. With that, the
absolute shift of the antimatter pattern can be directly accessed
and systematic errors can be significantly reduced as the
moiré deflectometer and Talbot–Lau interferometer use the
same gratings. We would like to stress that Talbot–Lau
interferometry is also possible for matter waves such as atoms
and molecules17,18 if their de Broglie wavelength is long enough.

Experimental implementation. The experiment was performed
within the AEgIS apparatus designed to produce antihydrogen for
a future measurement of the gravitational acceleration10,19. A
beam of antiprotons with a broad energy distribution, delivered
by the AD at CERN, is realized after the 5.3 MeV antiprotons are
transmitted through degrader foils with a total thickness of
225mm (170 mm of aluminium and 55 mm of silicon). The
simulated distribution has a mean energy of 106 keV and a root
mean squared value of about 150 keV (see Methods). After
traversing a 3.6-m long tube within two homogeneous magnetic
fields of 5 T and 1 T, the antiprotons enter the deflectometer. We
estimate the mean de Broglie wavelength to be 8.8! 10" 14 m,
which implies that the concept of classical paths for the
trajectories of the antiprotons is applicable for our gratings with
a periodicity of 40 mm.

The grating holder is compact (25 mm distance between the
gratings) so that the passive stability of the relative positions
between the gratings for the long measurement time of 6.5 h is
ensured. The slit arrays are manufactured in silicon by reactive
ion etching, leading to a 100-mm thick silicon membrane with a
slit width of 12mm and a periodicity of d¼ 40mm. Low-energy
antiprotons hitting the slit array annihilate on the surface of the
array and do not reach the detector. For this measurement, the
final pattern, that is, the annihilation positions of antiprotons
after passing two gratings, is detected by an emulsion detector.
The moiré deflectometer and the annihilation detector are
mounted in a vacuum chamber (10" 5 mbar) on the extraction
line of the AEgIS apparatus. After the exposure to antiprotons,

the emulsion detector is removed, developed and analysed with
an automatic microscope available at one of the participating
institutions to determine the location of single annihilations. This
facility was initially developed for the detection of neutrino-
induced t-leptons by the OPERA experiment13. The development
of emulsion detectors for the application presented here, which
involves operation in vacuum, is described in refs 20,21.

After removal of the emulsion detector the pattern of the
Talbot–Lau interferometry with light was recorded in a
subsequent measurement. For this purpose, the grating holder
was homogenously illuminated by an incoherent light source (red
light-emitting diode with spatial diffuser). For a wavelength of
l¼ 640 nm, the Talbot distance is LTalbot¼ 2d2/lE5 mm. Thus,
for our setup (L¼ 25 mm), we analyse the fifth rephasing of the
light waves. The light pattern was directly recorded at the plane of
the emulsion with a high-resolution flatbed charge-coupled
device scanner (2.7mm resolution). To align the antiproton and
light measurement in the experiment reported here, an
independent spatial reference is implemented. For that purpose
we installed an additional transmission grating in direct contact
with the detector plane. Contact grating and moiré deflectometer
(see Fig. 1a) were simultaneously illuminated: first with
antiprotons and subsequently with light. In each case, the pattern
behind the contact grating is a simple shadow without any force
dependence, and thus can be used as a reference for alignment.

Antimatter fringe patterns. With the emulsion detector, the
positions of the annihilation vertices can be detected with a
typical resolution of 2mm (see Fig. 2a). The fragments produced
by the annihilation of antiprotons lead to a characteristic star-
shaped pattern, which can be observed with the microscope (an
example is depicted in Fig. 2a). The first observation of such an
annihilation star succeeded shortly after the discovery of the
antiproton using emulsions22. This allows for very robust and
high-quality particle identification, which makes this detector
practically background-free. In addition, this detector can detect
the arrival of antiprotons over a large area and thus is compatible
with an upscaling of the grating area necessary for experiments
with a divergent antihydrogen beam.
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Figure 2 | Antiproton fringe pattern. (a) The spatial pattern of the antiprotons (highlighted as blue tracks) as detected by the emulsion detector
in an exemplary area of 1 mm2. The annihilation of an antiproton leads to a clear signal from which the annihilation vertex can be extracted with a
precision of 2mm by reconstruction analysing the emitted secondary particles. The image enlargement shows an exemplary annihilation star. (b) The
fringe pattern after transmission through the moiré deflectometer setup reveals a visibility as high as (71±10) %. Since less than one antiproton is detected
per lattice period, the pattern shown is obtained by binning the vertical positions modulo the extracted periodicity of the fringe pattern. The solid black
line denotes the expected distribution. (c) The pattern behind a grating placed directly on the emulsion detector (‘contact’) is a simple shadow that is
smeared out due to the finite resolution of the detection. The few background events are consistent with independently observed grating defects. This
pattern is used as a reference with no force dependence since the transit time is zero. The position of the moiré fringe pattern (indicated as offset a) is
measured using light.
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The pattern of 146 antiprotons detected for the grating in
direct contact with the emulsion is depicted in Fig. 2c. The high
visibility implies that the periodicity is well-defined in an area as
large as 15! 6 mm2 since the data collapses onto one fringe by
taking the detected position modulo the extracted periodicity d of
the pattern. To extract the periodicity, we employ the Rayleigh
test23 that is also widely used in astronomy24. The periodicity d
and the relative rotation a of the pattern is found by maximizing

Z2 ¼ 2
n

Xn

i¼1

sin
2p
d
# yi

! " !2
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cos
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d
# yi

! " !2" #
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where n is the total number of antiprotons and yi¼ y0 # cos a
þ x0 # sin a depicts the antiproton’s projected coordinate. This
leads to an inferred periodicity of 40.22±0.02 mm, which is
consistent with the expected emulsion expansion of B1% and the
nominal periodicity of 40mm. It is interesting to note that the
analysed area corresponds to 368 slits and, on average, only in
every second slit an antiproton is detected.

In Fig. 2b, the observed moiré pattern for antiprotons is shown.
The 241 events associated with antiproton annihilations were
accumulated during the 6.5-h run of the experiment. The
Rayleigh tests on sub-segments of the detected patterns reveal
local distortion due to the expansion/shear of the emulsion and
allow the identification of regions with negligible distortion.
We have restricted the areas to two-thirds of their initial size,
which ensures a position uncertainty due to shear to be smaller
than ±1.2 mm.

Absolute deflection measurement. To determine the absolute
position of the antiproton fringe pattern (parameter a in Fig. 2b),
we conduct a comparison with the measurement with light.
The results are represented in Fig. 3a,b where the detected
intensity is indicated by the red shading. The alignment is
achieved by overlaying the contact patterns as depicted on the
right of Fig. 3b. The moiré pattern can now be directly compared
with the Talbot–Lau pattern (left of Fig. 3b) to extract a possible
deflection.

For the quantitative analysis, we extract the orientation of the
antimatter (Rayleigh test) and light patterns (Fourier transforma-
tion as the data is discrete in space). We find that the relative
angle of the two antiproton patterns, which are 15 mm apart,
deviates from the angle measured between the two corresponding
light patterns by Dy¼ 0.92±0.27 mrad.

This observation is consistent with independent systematic
studies of the distortion of emulsions on this large scale25. It is
important to realize that this angle implies an intrinsic systematic
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Figure 3 | Comparison between photon and antiproton patterns. (a) The spatial positions of the detected antiprotons (blue dots) are compared with the
subsequently recorded light pattern (measured intensity indicated by the red shading). The Talbot–Lau fringe pattern provides the zero-force reference,
presented here for the same exemplary detector area with ten annihilations as in Fig. 2a. (b) The antiproton and light measurements are aligned by
overlaying the two patterns obtained with the contact grating. The result of this procedure is visualized on the right, where the annihilation positions
of all antiprotons are folded into an area of 80! 80mm2. The moiré and Talbot–Lau pattern depicted on the left, without any further alignment, can be
compared to determine a shift. (c) The data is projected onto the y axis for quantitative analysis. A relative shift between moiré and Talbot–Lau
pattern indicates that a force is present. The observed mean shift of 9.8 mm is consistent with a mean force of 530 aN.
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Figure 4 | Monte Carlo simulation. A detailed simulation study based on
the expected energy distribution of the antiprotons (see Methods) shows
the visibility for increasingly large forces. As the observed pattern in the
presence of a force is an ensemble of differently shifted patterns
corresponding to different transit times t the visibility consequently
decreases. The measured fringe pattern exhibits a visibility of (71±10) %
and is consistent with the result of this simulation. The error bar on the
measured visibility is determined via resampling; the error bar on the
measured force includes the systematic error bound and the one sigma
statistical error bound. The observed high visibility excludes that the fringe
pattern is shifted by more than one period and sets an upper limit for a
force present without the necessity of referencing.
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Development of nuclear emulsions with 1 Pm spatial  
resolution for the AEgIS experiment 

M. Kimura on behalf of the AEgIS collaboration. 
Albert Einstein Center for Fundamental Physics, Laboratory for High Energy Physics, University of Bern 
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The goal of the AEgIS experiment (CERN AD6) is to test the Weak 
Equivalence Principle (WEP) using antihydrogen       . The gravitational sag 
of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 

1 Pm 

Reference 
C. Amsler et al.,  ‘A  new  application  of  emulsions  to  measure  the  
gravitational force on antihydrogen’.,  JINST  (in  press), arXiv:1211.1370.  

Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
(Nagoya University). 

100 Pm 

1 Pm 

10 Pm 

Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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deflectometer experiencing no acceleration. Thus, light provides
the required absolute zero-force reference. The only prerequisite
is that the Talbot length (or a multiple integer of it) is matched to
the distance between the gratings and the detector. With that, the
absolute shift of the antimatter pattern can be directly accessed
and systematic errors can be significantly reduced as the
moiré deflectometer and Talbot–Lau interferometer use the
same gratings. We would like to stress that Talbot–Lau
interferometry is also possible for matter waves such as atoms
and molecules17,18 if their de Broglie wavelength is long enough.

Experimental implementation. The experiment was performed
within the AEgIS apparatus designed to produce antihydrogen for
a future measurement of the gravitational acceleration10,19. A
beam of antiprotons with a broad energy distribution, delivered
by the AD at CERN, is realized after the 5.3 MeV antiprotons are
transmitted through degrader foils with a total thickness of
225mm (170 mm of aluminium and 55 mm of silicon). The
simulated distribution has a mean energy of 106 keV and a root
mean squared value of about 150 keV (see Methods). After
traversing a 3.6-m long tube within two homogeneous magnetic
fields of 5 T and 1 T, the antiprotons enter the deflectometer. We
estimate the mean de Broglie wavelength to be 8.8! 10" 14 m,
which implies that the concept of classical paths for the
trajectories of the antiprotons is applicable for our gratings with
a periodicity of 40 mm.

The grating holder is compact (25 mm distance between the
gratings) so that the passive stability of the relative positions
between the gratings for the long measurement time of 6.5 h is
ensured. The slit arrays are manufactured in silicon by reactive
ion etching, leading to a 100-mm thick silicon membrane with a
slit width of 12mm and a periodicity of d¼ 40mm. Low-energy
antiprotons hitting the slit array annihilate on the surface of the
array and do not reach the detector. For this measurement, the
final pattern, that is, the annihilation positions of antiprotons
after passing two gratings, is detected by an emulsion detector.
The moiré deflectometer and the annihilation detector are
mounted in a vacuum chamber (10" 5 mbar) on the extraction
line of the AEgIS apparatus. After the exposure to antiprotons,

the emulsion detector is removed, developed and analysed with
an automatic microscope available at one of the participating
institutions to determine the location of single annihilations. This
facility was initially developed for the detection of neutrino-
induced t-leptons by the OPERA experiment13. The development
of emulsion detectors for the application presented here, which
involves operation in vacuum, is described in refs 20,21.

After removal of the emulsion detector the pattern of the
Talbot–Lau interferometry with light was recorded in a
subsequent measurement. For this purpose, the grating holder
was homogenously illuminated by an incoherent light source (red
light-emitting diode with spatial diffuser). For a wavelength of
l¼ 640 nm, the Talbot distance is LTalbot¼ 2d2/lE5 mm. Thus,
for our setup (L¼ 25 mm), we analyse the fifth rephasing of the
light waves. The light pattern was directly recorded at the plane of
the emulsion with a high-resolution flatbed charge-coupled
device scanner (2.7mm resolution). To align the antiproton and
light measurement in the experiment reported here, an
independent spatial reference is implemented. For that purpose
we installed an additional transmission grating in direct contact
with the detector plane. Contact grating and moiré deflectometer
(see Fig. 1a) were simultaneously illuminated: first with
antiprotons and subsequently with light. In each case, the pattern
behind the contact grating is a simple shadow without any force
dependence, and thus can be used as a reference for alignment.

Antimatter fringe patterns. With the emulsion detector, the
positions of the annihilation vertices can be detected with a
typical resolution of 2mm (see Fig. 2a). The fragments produced
by the annihilation of antiprotons lead to a characteristic star-
shaped pattern, which can be observed with the microscope (an
example is depicted in Fig. 2a). The first observation of such an
annihilation star succeeded shortly after the discovery of the
antiproton using emulsions22. This allows for very robust and
high-quality particle identification, which makes this detector
practically background-free. In addition, this detector can detect
the arrival of antiprotons over a large area and thus is compatible
with an upscaling of the grating area necessary for experiments
with a divergent antihydrogen beam.

x position (mm)

y 
po

si
tio

n 
(m

m
)

0 0.2 0.4 0.6 0.8 1
0

0.2

0.4

0.6

0.8

a b c

1

0 20 40 60 a a+d/2
y position

a+d
0

10
20
30
40
50

H
its

x position (µm)

Moiré pattern Contact pattern

0 d/2
y position

d
0

10
20
30
40
50
60

H
its

Figure 2 | Antiproton fringe pattern. (a) The spatial pattern of the antiprotons (highlighted as blue tracks) as detected by the emulsion detector
in an exemplary area of 1 mm2. The annihilation of an antiproton leads to a clear signal from which the annihilation vertex can be extracted with a
precision of 2mm by reconstruction analysing the emitted secondary particles. The image enlargement shows an exemplary annihilation star. (b) The
fringe pattern after transmission through the moiré deflectometer setup reveals a visibility as high as (71±10) %. Since less than one antiproton is detected
per lattice period, the pattern shown is obtained by binning the vertical positions modulo the extracted periodicity of the fringe pattern. The solid black
line denotes the expected distribution. (c) The pattern behind a grating placed directly on the emulsion detector (‘contact’) is a simple shadow that is
smeared out due to the finite resolution of the detection. The few background events are consistent with independently observed grating defects. This
pattern is used as a reference with no force dependence since the transit time is zero. The position of the moiré fringe pattern (indicated as offset a) is
measured using light.
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The pattern of 146 antiprotons detected for the grating in
direct contact with the emulsion is depicted in Fig. 2c. The high
visibility implies that the periodicity is well-defined in an area as
large as 15! 6 mm2 since the data collapses onto one fringe by
taking the detected position modulo the extracted periodicity d of
the pattern. To extract the periodicity, we employ the Rayleigh
test23 that is also widely used in astronomy24. The periodicity d
and the relative rotation a of the pattern is found by maximizing

Z2 ¼ 2
n

Xn

i¼1
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d
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where n is the total number of antiprotons and yi¼ y0 # cos a
þ x0 # sin a depicts the antiproton’s projected coordinate. This
leads to an inferred periodicity of 40.22±0.02 mm, which is
consistent with the expected emulsion expansion of B1% and the
nominal periodicity of 40mm. It is interesting to note that the
analysed area corresponds to 368 slits and, on average, only in
every second slit an antiproton is detected.

In Fig. 2b, the observed moiré pattern for antiprotons is shown.
The 241 events associated with antiproton annihilations were
accumulated during the 6.5-h run of the experiment. The
Rayleigh tests on sub-segments of the detected patterns reveal
local distortion due to the expansion/shear of the emulsion and
allow the identification of regions with negligible distortion.
We have restricted the areas to two-thirds of their initial size,
which ensures a position uncertainty due to shear to be smaller
than ±1.2 mm.

Absolute deflection measurement. To determine the absolute
position of the antiproton fringe pattern (parameter a in Fig. 2b),
we conduct a comparison with the measurement with light.
The results are represented in Fig. 3a,b where the detected
intensity is indicated by the red shading. The alignment is
achieved by overlaying the contact patterns as depicted on the
right of Fig. 3b. The moiré pattern can now be directly compared
with the Talbot–Lau pattern (left of Fig. 3b) to extract a possible
deflection.

For the quantitative analysis, we extract the orientation of the
antimatter (Rayleigh test) and light patterns (Fourier transforma-
tion as the data is discrete in space). We find that the relative
angle of the two antiproton patterns, which are 15 mm apart,
deviates from the angle measured between the two corresponding
light patterns by Dy¼ 0.92±0.27 mrad.

This observation is consistent with independent systematic
studies of the distortion of emulsions on this large scale25. It is
important to realize that this angle implies an intrinsic systematic
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Figure 3 | Comparison between photon and antiproton patterns. (a) The spatial positions of the detected antiprotons (blue dots) are compared with the
subsequently recorded light pattern (measured intensity indicated by the red shading). The Talbot–Lau fringe pattern provides the zero-force reference,
presented here for the same exemplary detector area with ten annihilations as in Fig. 2a. (b) The antiproton and light measurements are aligned by
overlaying the two patterns obtained with the contact grating. The result of this procedure is visualized on the right, where the annihilation positions
of all antiprotons are folded into an area of 80! 80mm2. The moiré and Talbot–Lau pattern depicted on the left, without any further alignment, can be
compared to determine a shift. (c) The data is projected onto the y axis for quantitative analysis. A relative shift between moiré and Talbot–Lau
pattern indicates that a force is present. The observed mean shift of 9.8 mm is consistent with a mean force of 530 aN.
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Figure 4 | Monte Carlo simulation. A detailed simulation study based on
the expected energy distribution of the antiprotons (see Methods) shows
the visibility for increasingly large forces. As the observed pattern in the
presence of a force is an ensemble of differently shifted patterns
corresponding to different transit times t the visibility consequently
decreases. The measured fringe pattern exhibits a visibility of (71±10) %
and is consistent with the result of this simulation. The error bar on the
measured visibility is determined via resampling; the error bar on the
measured force includes the systematic error bound and the one sigma
statistical error bound. The observed high visibility excludes that the fringe
pattern is shifted by more than one period and sets an upper limit for a
force present without the necessity of referencing.
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The goal of the AEgIS experiment (CERN AD6) is to test the Weak 
Equivalence Principle (WEP) using antihydrogen       . The gravitational sag 
of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 

1 Pm 

Reference 
C. Amsler et al.,  ‘A  new  application  of  emulsions  to  measure  the  
gravitational force on antihydrogen’.,  JINST  (in  press), arXiv:1211.1370.  

Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
(Nagoya University). 

100 Pm 

1 Pm 

10 Pm 

Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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B, E fields
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deflectometer experiencing no acceleration. Thus, light provides
the required absolute zero-force reference. The only prerequisite
is that the Talbot length (or a multiple integer of it) is matched to
the distance between the gratings and the detector. With that, the
absolute shift of the antimatter pattern can be directly accessed
and systematic errors can be significantly reduced as the
moiré deflectometer and Talbot–Lau interferometer use the
same gratings. We would like to stress that Talbot–Lau
interferometry is also possible for matter waves such as atoms
and molecules17,18 if their de Broglie wavelength is long enough.

Experimental implementation. The experiment was performed
within the AEgIS apparatus designed to produce antihydrogen for
a future measurement of the gravitational acceleration10,19. A
beam of antiprotons with a broad energy distribution, delivered
by the AD at CERN, is realized after the 5.3 MeV antiprotons are
transmitted through degrader foils with a total thickness of
225mm (170 mm of aluminium and 55 mm of silicon). The
simulated distribution has a mean energy of 106 keV and a root
mean squared value of about 150 keV (see Methods). After
traversing a 3.6-m long tube within two homogeneous magnetic
fields of 5 T and 1 T, the antiprotons enter the deflectometer. We
estimate the mean de Broglie wavelength to be 8.8! 10" 14 m,
which implies that the concept of classical paths for the
trajectories of the antiprotons is applicable for our gratings with
a periodicity of 40 mm.

The grating holder is compact (25 mm distance between the
gratings) so that the passive stability of the relative positions
between the gratings for the long measurement time of 6.5 h is
ensured. The slit arrays are manufactured in silicon by reactive
ion etching, leading to a 100-mm thick silicon membrane with a
slit width of 12mm and a periodicity of d¼ 40mm. Low-energy
antiprotons hitting the slit array annihilate on the surface of the
array and do not reach the detector. For this measurement, the
final pattern, that is, the annihilation positions of antiprotons
after passing two gratings, is detected by an emulsion detector.
The moiré deflectometer and the annihilation detector are
mounted in a vacuum chamber (10" 5 mbar) on the extraction
line of the AEgIS apparatus. After the exposure to antiprotons,

the emulsion detector is removed, developed and analysed with
an automatic microscope available at one of the participating
institutions to determine the location of single annihilations. This
facility was initially developed for the detection of neutrino-
induced t-leptons by the OPERA experiment13. The development
of emulsion detectors for the application presented here, which
involves operation in vacuum, is described in refs 20,21.

After removal of the emulsion detector the pattern of the
Talbot–Lau interferometry with light was recorded in a
subsequent measurement. For this purpose, the grating holder
was homogenously illuminated by an incoherent light source (red
light-emitting diode with spatial diffuser). For a wavelength of
l¼ 640 nm, the Talbot distance is LTalbot¼ 2d2/lE5 mm. Thus,
for our setup (L¼ 25 mm), we analyse the fifth rephasing of the
light waves. The light pattern was directly recorded at the plane of
the emulsion with a high-resolution flatbed charge-coupled
device scanner (2.7mm resolution). To align the antiproton and
light measurement in the experiment reported here, an
independent spatial reference is implemented. For that purpose
we installed an additional transmission grating in direct contact
with the detector plane. Contact grating and moiré deflectometer
(see Fig. 1a) were simultaneously illuminated: first with
antiprotons and subsequently with light. In each case, the pattern
behind the contact grating is a simple shadow without any force
dependence, and thus can be used as a reference for alignment.

Antimatter fringe patterns. With the emulsion detector, the
positions of the annihilation vertices can be detected with a
typical resolution of 2mm (see Fig. 2a). The fragments produced
by the annihilation of antiprotons lead to a characteristic star-
shaped pattern, which can be observed with the microscope (an
example is depicted in Fig. 2a). The first observation of such an
annihilation star succeeded shortly after the discovery of the
antiproton using emulsions22. This allows for very robust and
high-quality particle identification, which makes this detector
practically background-free. In addition, this detector can detect
the arrival of antiprotons over a large area and thus is compatible
with an upscaling of the grating area necessary for experiments
with a divergent antihydrogen beam.
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Figure 2 | Antiproton fringe pattern. (a) The spatial pattern of the antiprotons (highlighted as blue tracks) as detected by the emulsion detector
in an exemplary area of 1 mm2. The annihilation of an antiproton leads to a clear signal from which the annihilation vertex can be extracted with a
precision of 2mm by reconstruction analysing the emitted secondary particles. The image enlargement shows an exemplary annihilation star. (b) The
fringe pattern after transmission through the moiré deflectometer setup reveals a visibility as high as (71±10) %. Since less than one antiproton is detected
per lattice period, the pattern shown is obtained by binning the vertical positions modulo the extracted periodicity of the fringe pattern. The solid black
line denotes the expected distribution. (c) The pattern behind a grating placed directly on the emulsion detector (‘contact’) is a simple shadow that is
smeared out due to the finite resolution of the detection. The few background events are consistent with independently observed grating defects. This
pattern is used as a reference with no force dependence since the transit time is zero. The position of the moiré fringe pattern (indicated as offset a) is
measured using light.
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The pattern of 146 antiprotons detected for the grating in
direct contact with the emulsion is depicted in Fig. 2c. The high
visibility implies that the periodicity is well-defined in an area as
large as 15! 6 mm2 since the data collapses onto one fringe by
taking the detected position modulo the extracted periodicity d of
the pattern. To extract the periodicity, we employ the Rayleigh
test23 that is also widely used in astronomy24. The periodicity d
and the relative rotation a of the pattern is found by maximizing

Z2 ¼ 2
n

Xn

i¼1

sin
2p
d
# yi

! " !2

þ
Xn

i¼1

cos
2p
d
# yi

! " !2" #

; ð2Þ

where n is the total number of antiprotons and yi¼ y0 # cos a
þ x0 # sin a depicts the antiproton’s projected coordinate. This
leads to an inferred periodicity of 40.22±0.02 mm, which is
consistent with the expected emulsion expansion of B1% and the
nominal periodicity of 40mm. It is interesting to note that the
analysed area corresponds to 368 slits and, on average, only in
every second slit an antiproton is detected.

In Fig. 2b, the observed moiré pattern for antiprotons is shown.
The 241 events associated with antiproton annihilations were
accumulated during the 6.5-h run of the experiment. The
Rayleigh tests on sub-segments of the detected patterns reveal
local distortion due to the expansion/shear of the emulsion and
allow the identification of regions with negligible distortion.
We have restricted the areas to two-thirds of their initial size,
which ensures a position uncertainty due to shear to be smaller
than ±1.2 mm.

Absolute deflection measurement. To determine the absolute
position of the antiproton fringe pattern (parameter a in Fig. 2b),
we conduct a comparison with the measurement with light.
The results are represented in Fig. 3a,b where the detected
intensity is indicated by the red shading. The alignment is
achieved by overlaying the contact patterns as depicted on the
right of Fig. 3b. The moiré pattern can now be directly compared
with the Talbot–Lau pattern (left of Fig. 3b) to extract a possible
deflection.

For the quantitative analysis, we extract the orientation of the
antimatter (Rayleigh test) and light patterns (Fourier transforma-
tion as the data is discrete in space). We find that the relative
angle of the two antiproton patterns, which are 15 mm apart,
deviates from the angle measured between the two corresponding
light patterns by Dy¼ 0.92±0.27 mrad.

This observation is consistent with independent systematic
studies of the distortion of emulsions on this large scale25. It is
important to realize that this angle implies an intrinsic systematic
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Figure 3 | Comparison between photon and antiproton patterns. (a) The spatial positions of the detected antiprotons (blue dots) are compared with the
subsequently recorded light pattern (measured intensity indicated by the red shading). The Talbot–Lau fringe pattern provides the zero-force reference,
presented here for the same exemplary detector area with ten annihilations as in Fig. 2a. (b) The antiproton and light measurements are aligned by
overlaying the two patterns obtained with the contact grating. The result of this procedure is visualized on the right, where the annihilation positions
of all antiprotons are folded into an area of 80! 80mm2. The moiré and Talbot–Lau pattern depicted on the left, without any further alignment, can be
compared to determine a shift. (c) The data is projected onto the y axis for quantitative analysis. A relative shift between moiré and Talbot–Lau
pattern indicates that a force is present. The observed mean shift of 9.8 mm is consistent with a mean force of 530 aN.
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the visibility for increasingly large forces. As the observed pattern in the
presence of a force is an ensemble of differently shifted patterns
corresponding to different transit times t the visibility consequently
decreases. The measured fringe pattern exhibits a visibility of (71±10) %
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statistical error bound. The observed high visibility excludes that the fringe
pattern is shifted by more than one period and sets an upper limit for a
force present without the necessity of referencing.
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Δy=9.8±0.9(stat)±6.4(syst) μm

Aghion, S. et al. Nature Communications 5, 4538 (2014)
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The goal of the AEgIS experiment (CERN AD6) is to test the Weak 
Equivalence Principle (WEP) using antihydrogen       . The gravitational sag 
of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 

1 Pm 

Reference 
C. Amsler et al.,  ‘A  new  application  of  emulsions  to  measure  the  
gravitational force on antihydrogen’.,  JINST  (in  press), arXiv:1211.1370.  

Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
(Nagoya University). 

100 Pm 

1 Pm 

10 Pm 

Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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COOLING OF p ̄
•Cold p ̄to maximize flux

• Final goal: T ~100 mK, 1st phase T ~ 7 K

•Cooling mechanisms
• Radiative electron cooling
• Evaporative / adiabatic p ̄cooling
• Sympathetic resistive cooling of p ̄with e− cooled by 

resistive cooling
• Sympathetic laser cooling with negative ions 

21C. Malbrunot  — PSAS 2014 — Rio de Janeiro, May 26th 2014

From p̄ to (ultra) cold p̄

13

❖ Cold p̄ maximize the detected H̄ flux#

❖  Mechanisms to be implemented:#

❖  Radiative (sympathetic) e- cooling #

 To lower temperatures:!

❖ evaporative / adiabatic p̄ cooling#

❖ sympathetic resistive cooling of antiprotons e- cooled resistively with a tuned LC circuit 
in a harmonic trap#

❖  In parallel (in Heidelberg): sympathetic laser cooling with neg. ions (Os-, La-). Sable and 
relatively intense source of La : spectroscopy started 

e-  antiproton

L C
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a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 
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• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
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treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
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to atmospheric pressure(dots). 
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2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 
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Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
(Nagoya University). 
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Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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H̅ DETECTORS
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J. Storey et al. Hyp. Int. 0304-3843 (2014)

Silicon detectors(strip, pixel) MCP emulsions

Hybrid detector needed
•timing
•position resolution ~10 μm

Measuring the gravitational free-fall of antihydrogen

-

p

+H

Scintillating fiber / Silicon Tracker
Nuclear

Emulsion

Silicon strip detector

(50 µm) + transparent

window

position~ position,TOF charged pion tracks,TOF

Fig. 5 Conceptual design for a free-fall detector for AEgIS. The emulsion detector is used to identify the
precise location of the annihilation vertex and the downstream tracker and silicon strip detector are used to
measure the time of the annihilation

5 Summary

Emulsion based detectors can be used to reconstruct the annihilation vertex position with
an r.m.s resolution of σ ≃ 1 µm on the vertical position of the annihilation. If such a
precision can be realised in the final free-fall detector, a measurement of g with 1 % rela-
tive error will require the reconstruction of ∼ 600 antihydrogen atoms. A hybrid detector
which combines the spatial precision of emulsion detectors with temporal information from
silicon/scintillating fiber technologies is currently under investigation.
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a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 

1 Pm 

Reference 
C. Amsler et al.,  ‘A  new  application  of  emulsions  to  measure  the  
gravitational force on antihydrogen’.,  JINST  (in  press), arXiv:1211.1370.  

Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
(Nagoya University). 

100 Pm 
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10 Pm 

Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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The goal of the AEgIS experiment (CERN AD6) is to test the Weak 
Equivalence Principle (WEP) using antihydrogen       . The gravitational sag 
of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 

1 Pm 

Reference 
C. Amsler et al.,  ‘A  new  application  of  emulsions  to  measure  the  
gravitational force on antihydrogen’.,  JINST  (in  press), arXiv:1211.1370.  

Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
(Nagoya University). 
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1 Pm 

10 Pm 

Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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• AEgĪS aims at first ever direct measurement of deflection 
of antihydrogen beam by the Earth’s gravitational field

ERC Advanced Grant 291242
HbarHFS
www.antimatter.at
PI EW

Development of nuclear emulsions with 1 Pm spatial  
resolution for the AEgIS experiment 

M. Kimura on behalf of the AEgIS collaboration. 
Albert Einstein Center for Fundamental Physics, Laboratory for High Energy Physics, University of Bern 

Contact e-mail: mitsuhiro.kimura@lhep.unibe.ch  

The goal of the AEgIS experiment (CERN AD6) is to test the Weak 
Equivalence Principle (WEP) using antihydrogen       . The gravitational sag 
of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 

1 Pm 

Reference 
C. Amsler et al.,  ‘A  new  application  of  emulsions  to  measure  the  
gravitational force on antihydrogen’.,  JINST  (in  press), arXiv:1211.1370.  

Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
(Nagoya University). 
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Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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The goal of the AEgIS experiment (CERN AD6) is to test the Weak 
Equivalence Principle (WEP) using antihydrogen       . The gravitational sag 
of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 

1 Pm 

Reference 
C. Amsler et al.,  ‘A  new  application  of  emulsions  to  measure  the  
gravitational force on antihydrogen’.,  JINST  (in  press), arXiv:1211.1370.  

Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
(Nagoya University). 
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Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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The goal of the AEgIS experiment (CERN AD6) is to test the Weak 
Equivalence Principle (WEP) using antihydrogen       . The gravitational sag 
of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 

1 Pm 

Reference 
C. Amsler et al.,  ‘A  new  application  of  emulsions  to  measure  the  
gravitational force on antihydrogen’.,  JINST  (in  press), arXiv:1211.1370.  

Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
(Nagoya University). 
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Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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The goal of the AEgIS experiment (CERN AD6) is to test the Weak 
Equivalence Principle (WEP) using antihydrogen       . The gravitational sag 
of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 
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C. Amsler et al.,  ‘A  new  application  of  emulsions  to  measure  the  
gravitational force on antihydrogen’.,  JINST  (in  press), arXiv:1211.1370.  

Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
(Nagoya University). 
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Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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The goal of the AEgIS experiment (CERN AD6) is to test the Weak 
Equivalence Principle (WEP) using antihydrogen       . The gravitational sag 
of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 
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C. Amsler et al.,  ‘A  new  application  of  emulsions  to  measure  the  
gravitational force on antihydrogen’.,  JINST  (in  press), arXiv:1211.1370.  

Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
(Nagoya University). 
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Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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The goal of the AEgIS experiment (CERN AD6) is to test the Weak 
Equivalence Principle (WEP) using antihydrogen       . The gravitational sag 
of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 
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C. Amsler et al.,  ‘A  new  application  of  emulsions  to  measure  the  
gravitational force on antihydrogen’.,  JINST  (in  press), arXiv:1211.1370.  

Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
(Nagoya University). 
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Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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• AEgĪS aims at first ever direct measurement of deflection 
of antihydrogen beam by the Earth’s gravitational field
• Test of WEP with antimatter

• Mile stone Ps excitation achieved
• Experiment is taking beam

• 2015 goal: H̅ production at T~7 K (current min. temperature)
• later stage → 100 mK

• H̅ beam production 

ERC Advanced Grant 291242
HbarHFS
www.antimatter.at
PI EW

Development of nuclear emulsions with 1 Pm spatial  
resolution for the AEgIS experiment 

M. Kimura on behalf of the AEgIS collaboration. 
Albert Einstein Center for Fundamental Physics, Laboratory for High Energy Physics, University of Bern 

Contact e-mail: mitsuhiro.kimura@lhep.unibe.ch  

The goal of the AEgIS experiment (CERN AD6) is to test the Weak 
Equivalence Principle (WEP) using antihydrogen       . The gravitational sag 
of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 
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C. Amsler et al.,  ‘A  new  application  of  emulsions  to  measure  the  
gravitational force on antihydrogen’.,  JINST  (in  press), arXiv:1211.1370.  

Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
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Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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Moiré deflectometer 

TO
F 

Position detector 

Bare emulsion 

SUS  20 Pm 

Vacuum flange 

(A) 

(B) 
50 Pm 

G
at

e v
al

ve
 

G
at

e v
al

ve
 

Janusz  
chamber 

(10-5 mbar) 

5 T / 1 T  
magnet 

Fl
an

ge
 

SUS  
20 Pm 

Emulsion 
5 films 

UHV/OVC separation 
(2 Pm titanium) 

Turbo pump 

Impact 
parameter 

SU
S 

200 Pm 
44 Pm 

p Preliminary 

Impact parameter resolution (Pm) 



E.	  WidmannE.	  Widmann 23

SUMMARY
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of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 
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Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 
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Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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Equivalence Principle (WEP) using antihydrogen       . The gravitational sag 
of a    beam will be measured with a precision of 1% on 'g/g by means of  
a moiré deflectometer and a position sensitive annihilation detector. The 
required position resolution should be a few Pm to achieve the 1% goal. 

 The AEgIS experiment  

Nuclear emulsions are photographic film with extremely high spatial 
resolution, better than 1 Pm. In recent experiments such as OPERA, large 
area nuclear emulsions were used thanks to the impressive developments 
in automated scanning systems. For AEgIS, we developed nuclear 
emulsions which can be used in ordinary vacuum (OVC, 10-5~ -7 mbar). 
This opens new applications in antimatter physics research. 

Nuclear emulsions  

Experiments with emulsions under 
high vacuum have not been 
performed so far. We therefore tested 
their behavior in respect to such 
conditions. Water loss in the gelatine 
can produce cracks in the emulsion 
layer compromising the mechanical 
stability (Pm level needed). Therefore 
we developed glycerine treatment to 
avoid this effect. Glycerine can 
efficiently prevent the elasticity loss 
in the emulsion (see fig. 3). 

 Emulsion in high vacuum 

Emulsion properties after glycerine treatment 

  Since the glycerine treatment changed the composition of the emulsion 
layer, we investigated : 
• The detection efficiency per AgBr crystal with 6 GeV/c pions 
• The background in terms of the fog density 
  (the number of noise grains per 103 Pm3) 

Fig. 3. Emulsion films after 3.5 days in the 
vacuum chamber without glycerine 
treatment (A) and with treatment (B).  

Fig. 4. Left: Crystal sensitivity vs. 
glycerine concentration.  
Right:  Fog density vs. glycerine 
content for films kept in vacuum 
for 3.5 days (square), compared 
to atmospheric pressure(dots). 

Fig.1 Left: Schematic view of the AEgIS detectors. Right: 'g/g vs. number of  
particles for a position sensitive detector resolution of 1 Pm (red) and 10 Pm (blue).  

Fig. 2. Left: AgBr crystals in emulsion 
layers observed by SEM.  
Right: A minimum ionizing track (MIP) of 
a 10 GeV/c  pion� 

We performed exposures with stopping antiprotons in June and December, 
2012.  The emulsion detector consisted of sandwiches each made out with 
10 films on five double sided plastic substrates (68 x 68 x 0.3 mm3) .  

  Exposure of nuclear emulsions to stopping antiprotons 

The 3D tracking and annihilation vertex reconstruction were performed at 
the University of Bern. Annihilation stars were observed together with 
tracks from nuclear fragments, protons, and pions. From the measured 
impact parameters a spatial resolution of ~1 Pm on the vertical position of 
the annihilation vertex can be achieved. 

Fig. 5. Left: Schematic view of  the  
detector setup. 
Upper right: Emulsion holder. 
Lower right: Emulsion detector attached to 
the vacuum flange by a crossed bar frame.  

Fig.6. Left: A typical antiproton annihilation vertex in the emulsion layer.  
Middle: Definition of the impact parameter.  
Right: Impact parameter resolution with a window of 20 Pm stainless steel (SUS). 

We irradiated emulsion films with antiprotons passing through a small 
moiré deflectometer. The simulation below shows as an example the 
expected interference pattern at the emulsion layer, generated by a pair of 
gratings (12 Pm slit, 40 Pm pitch, separated by 25 mm). The antiproton 
data is being analyzed and preliminary results are encouraging. 

Proof of principle using a miniature moiré deflectometer 

1 Pm 

Reference 
C. Amsler et al.,  ‘A  new  application  of  emulsions  to  measure  the  
gravitational force on antihydrogen’.,  JINST  (in  press), arXiv:1211.1370.  

Glass-based films with highly sensitive emulsions 

Annihilation products from annihilating               
     will be isotropically distributed. Since 
MIP tracks at large incident angles 
reduce the track finding efficiency in our 
automatic scanning system, we are 
presently investigating new emulsions 
with increased sensitivity. They were 
developed at Nagoya University (Japan) 
and then coated onto glass substrates in 
Bern. Glass is well suited for highest  
position resolutions thanks to its superior 
environmental stability (temperature and 
humidity), as compared to plastic. 

Fig.8. A 10 GeV/c pion track in the reference  
film (A) and in a highly sensitive one (B). 

Tab.1. Comparison between the reference 
 films (OPERA) and the new emulsions 
(Nagoya University). 

100 Pm 

1 Pm 

10 Pm 

Fig. 7. Left: Holder of the miniature moiré deflectometer. 
Right: Simulated intensity distribution of reconstructed vertices  
with position resolutions of 1 Pm (red) and 10 Pm (blue).  
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ALPHA GRAVITY MEASUREMENT

• release trapped H̅
• too hot for 

gravitational force
• limits on ratio inertial 

and gravitational mass

• Gravity
• no systematics
• mgrav/minertial <  75
• with systematics
• mgrav/minertial < 110

• Antigravity
• mgrav/minertial > −65
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Description and first application of a new technique
to measure the gravitational mass of antihydrogen
The ALPHA Collaboration* & A.E. Charman1

Physicists have long wondered whether the gravitational interactions between matter and

antimatter might be different from those between matter and itself. Although there are many

indirect indications that no such differences exist and that the weak equivalence principle

holds, there have been no direct, free-fall style, experimental tests of gravity on antimatter.

Here we describe a novel direct test methodology; we search for a propensity for anti-

hydrogen atoms to fall downward when released from the ALPHA antihydrogen trap. In the

absence of systematic errors, we can reject ratios of the gravitational to inertial mass of

antihydrogen 475 at a statistical significance level of 5%; worst-case systematic errors

increase the minimum rejection ratio to 110. A similar search places somewhat tighter bounds

on a negative gravitational mass, that is, on antigravity. This methodology, coupled with

ongoing experimental improvements, should allow us to bound the ratio within the more

interesting near equivalence regime.

1Department of Physics, University of California at Berkeley, Berkeley, California 94720-7300, USA. Correspondence and requests for materials should be
addressed to J.S.H. (email: Jeffrey.hangst@cern.ch) or to J.F. (email: joel@physics.berkeley.edu) or to J.S.W. (email: wurtele@berkeley.edu). *A full list of
authors for the ALPHA Collaboraton and their affiliations appears at the end of the paper.
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correspondence between the escape time of an anti-atom and its
initial energy because it can take some time for an anti-atom to
find the ‘hole’ in the trap potential. Computer simulations of this
process, described in ref. 38, show that anti-atoms of a given
initial energy escape over a temporal range of at least 10 ms. The
simulations discussed in ref. 38 did not include a gravitational
force; to aid in our interpretation of the current experimental
data, we extended these simulations to include gravity by the
addition of a gravitational term to the equation of motion:

M
d2q

dt2 ¼rðlH # Bðq; tÞÞ%Mggŷ; ð1Þ

where q is the centre-of-mass position of the anti-atom, and g is
the local gravitational acceleration. Previous measurements39 on
ALPHA established that the magnitude of the magnetic moment
lH equals that of hydrogen to the accuracy required in this paper;
its direction is assumed to adiabatically track the external
magnetic field.

Simulation studies. To model the experiment, we simulated the
effects of gravity on an ensemble of ground-state antihydrogen
atoms randomly selected from the

ffiffi
e
p

energy distribution
described above. These anti-atoms are first propagated for 50 ms
in the full-strength trap fields to effectively randomize their
positions, and then propagated in the post-shutdown decaying
fields until they annihilate on the trap wall. The results of a typical
simulation are shown in Fig. 2 for F¼ 100, which exaggerates the
effects of gravity relative to the baseline of F¼ 1 expected from
the equivalence principle. As can be seen in Fig. 2, there is a
tendency for the anti-atoms to annihilate in the bottom half
(yo0) of the trap. This tendency is pronounced for anti-atoms
annihilating at later times. This is because, as shown in Fig. 3 and
in Table 1, the confining potential well associated with the
magnetic and gravitational forces in equation 1 is most skewed by

gravitational effects late in time when the magnetic restoring
force is relatively weak, and the remaining particles are those with
the lowest energy. We note that while the number of late anni-
hilating anti-atoms is dependent on the exact energy distribution
used to initialize the simulations, the annihilation locations of
these anti-atoms are not; for the purposes of this paper, the exact
distribution is unimportant.

Reverse cumulative average analysis. To determine an experi-
mental limit on F, we compare our data set of 434 observed
antihydrogen annihilation events to computer simulations at
various F’s. Our statistics suffer from the fact that escaping anti-
atoms are most sensitive to gravitational forces at late times, but
relatively few of the events occur at late times. For example, even
with the cooling due to the adiabatic expansion that occurs as the
trap depth is lowered, only 23 anti-atoms out of the 434 anni-
hilate after 20 ms. Moreover, inspection of the simulation data in
Fig. 2 shows that even when there is a pronounced tendency for
the anti-atoms to fall down, some still annihilate near the top of
the trap. To obtain a qualitative understanding of the data, we use
the reverse cumulative average /y|tS: the average of the y
positions of all the annihilations that occur at time t or later (see
Methods). This reverse cumulative average highlights the more
informative late-time events while still including as many events
as possible into the average. Figure 4 plots /y|tS for the events
and the simulations at several values of F. These plots suggest that
an upper bound on F can be established from the data, at a value
somewhere between F¼ 60 and 150.

Monte Carlo analysis. Although the visual approach taken in
Fig. 4 is striking, a more sophisticated analysis is necessary for a
quantitative assessment of F. Specifically, our problem is this:
given our event set of experimental annihilations {(y,t)}Ev, where
y is the observed position of a given annihilation and t is the time
of this annihilation, and given a family of similar sets of simulated
pseudo-annihilations {(y,t)}F at various F, how can we determine
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Figure 2 | Annihilation locations. The times and vertical (y) annihilation
locations (green dots) of 10,000 simulated antihydrogen atoms in the
decaying magnetic fields, as found by simulations of equation 1 with
F¼ 100. Because F¼ 100 in this simulation, there is a tendency for the anti-
atoms to annihilate in the bottom half (yo0) of the trap, as shown by the
black solid line, which plots the average annihilation locations binned in
1 ms intervals. The average was taken by simulating approximately
900,000 anti-atoms; the green points are the annihilation locations of a
sub-sample of these simulated anti-atoms. The blue dotted line includes the
effects of detector azimuthal smearing on the average; the smearing
reduces the effect of gravity observed in the data. The red circles are the
annihilation times and locations for 434 real anti-atoms, as measured by
our particle detector. Also shown (black dashed line) is the average
annihilation location for B840,000 simulated anti-atoms for F¼ 1.

0

300

600

0

40

80

120

0
5

10
15

y (mm)
−20 −10 0 10 20

P
ot

en
tia

l (
m

K
)

−3

0

3

6

10 ms

20 ms

0 ms

30 ms

Figure 3 | Potential well. The potential well, for F¼ 100, at the indicated
times and at z¼0. The flat-bottomed appearance of the well at early times
results from the quadratic addition of the solenoidal field to the r3

dependent octupole field. (Here, r is the transverse radius r¼
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GRAVITATIONAL REDSHIFT OF CLOCKS
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Gabrielse

The Most Precise Experimental Answer is “Yes”
� to at lease a precision of 1 part per million

Experiment:  TRAP  Collaboration, Phys. Rev. Lett. 82, 3198 (1999).
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for tensor gravity
(would be 1 for scalar gravity)

Hughes and Holzscheiter,
Phys. Rev. Lett. 66, 854 (1991).

Gravitational red shift for a clock: 2/ /g h c � �

�Antimatter and matter clocks run at different rates
if g is different for antimatter and matter

grav. pot. rnergy difference
between empty flat space time
and inside of hypercluster of galaxies
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Comparable limit to that on neutrinos and antineutrinos 1987A
TRAP collaboration G. Gabrielse

Gabrielse

Comparison of an Antimatter and Matter Clock

/ (antiproton) 0.99999999991(9)
/ (proton)

q m
q m

� �

The Most Precise CPT Test with Baryons � by TRAP at CERN

(most precise result of CERN’s antiproton program)

Goal at the AD:  Make CPT test that approach
exceed this precision
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