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TREX-DM collaboration 



Motivation 

F.J. Iguaz - TREX-DM moving to LSC              P1                        LTPC2016 – Paris, 6 Dec 2016 



The low-mass WIMP case 

• Mainstream experiments are not 
adequate for the low mass region. 

• Need for new specific WIMP 
experiments: 
– Low A target material 
– Low intrinsic energy threshold 
 

 --> Gas TPCs? 
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A HPTPC for low mass WIMPs search 
• Gas amplification allows for very low threshold. 
• High flexibility in target gas. 

– In particular, low A targets like Ne & Ar 
(mixtures possible). 

 

• Questions: 
– Realistic threshold? 
– Scaling-up strategy? 
– Radiopurity? 
– Response to neutrons? 
– Background at low energy low enough? 

• No electron/nuclear recoil 
discrimination. 

• Partially addressed within T-REX project. 
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Micromegas-based TPCs 

Three types of technologies: 

• Classical: Mesh is mechanically fixed to the anode (CAST, ATLAS). 

• Bulk: Mesh & anode in a sandwhich (COMPASS, T2K, CLAS-12, n_TOF, MIMAC…) 

• Microbulk: Mesh & anode built in one piece by chemical processing (CAST & nTOF). 

Conversion region 
Radiation create electrons, which 
drift to the readout plane. 

Amplification region 
Electrons are amplified & the charge 
movement induces signals. 

Interesting features for Dark Matter searches: 

Simplicity   Granularity   Homogeneity   Scalability 
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Microbulk MM & radiopurity 
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Structure made of Kapton+Copper 

I.G. Irastorza et al.,  JCAP 1601 (2016) 033 

S. Andriamonje et al.,  
JINST 5 (2010) P02001 

New measurement in the 
pipeline -> x10 sensitivity. 
 
Many thanks to our BiPo 
colleagues!!! 



Microbulk MMs scaling-up within T-REX 

PandaX-III TPC at 
Shanghai University 
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2010 2012 2014 2016 … 



TREX-DM 
A low-background Micromegas-based 

TPC for low-mass WIMP detection 
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F.J. Iguaz et al., Eur. Phys. J. C76 (2016) 529 
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Key points: 

• Charge amplification: potential low energy threshold (sub-keV). 

• Flexibility in the choice of gas: Ar (0.300 kg), Ne (0.160 kg). 

• No directionality: operation at high pressure to increase exposure. 

 

Time-line: 

• 2012-5: Proof of concept, commissioning at T-REX lab. 

• 2016: LoI (16th May) & EP (2nd Dec) presented to LSC (Canfranc) SC. 

• 2016-7: Detector update, installation & commissioning at LSC. 

• 2018-9: Data-taking in Neon & depleted Argon. 

TREX-DM 
A low-background Micromegas-based 

TPC for low-mass WIMP detection 
F.J. Iguaz et al., Eur. Phys. J. C76 (2016) 529 



Detector description 
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TREX-DM detector 
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TREX-DM detector inside 
Two active volumes 

Central 

cathode 

Micromegas 

readout 

plane 

Micromegas 

readout 

plane 

Strip & 

mesh 
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Strip & 

mesh 

electronics 
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Field cage 

• Drift fields: 50 – 200 V/cm/bar. 
• Central cathode of mylar. 
• Field cage: copper-polyimide printed 

circuit + resistors. 
• Each field cage ends at a copper ring. 

Cathode 

Field cage Last ring 
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Micromegas readout planes 

• Bulk @ IRFU/Saclay. 
• PCB @ Somacis. 
• Area: 25.2 x 25.2 cm2. 
• 432 strips/direction. 
• Routing to 4 footprints. 
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The signal extraction chain 

• Signal extraction by flat cables, connected 
to Interface Cards + Front-end Cards (FECs). 

• Strip signals used to reconstruct the event 
topology. 

Readout 
plane 

Flat cable AFTER-based 
electronics 

Samtec 
connector 
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The signal extraction chain 

• Signal extraction by flat cables, connected 
to Front-end Cards (FECs). 

• Strip signals used to reconstruct the event 
topology. 
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Detector updates for LSC 
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Shielding for gammas… 
2 active 
volumes 

Central 
cathode 

Micromegas 
planes 

Front-end 
electronics 

20 cm Lead 
shielding 

Front-end 
electronics 
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Already 
designed! 



and for neutrons. 
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PE blocks Water 
tanks 



Readout plane upgrade to microbulk 

Active area 
25x25 cm2 Flaps extracting 

X/Y signals 

Mesh 
voltage 
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Readout for 
PandaX-III 

• Glued on a copper support. 
• Connectors shielded by 6 cm copper. 



DAQ upgrade 

• AGET chip-based DAQ. 

• All modules at T-REX lab. DAQ being built. 

• Trigger from strips  lower energy threshold. 

• TREX-DM aim for 100 eV (400 eV) nominal 
(conservative) threshold. 
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1 keV event 

109Cd, Ar+5%iso at 2bar, Gain 103 



Background model 
& physics potential 
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Background model 
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• Argon+2%iC4H10 & Neon+2%iC4H10 at 10 bar. 

• Based on: 

– Radioactivity measurement of all components. 

– MC simulations (Geant4 + REST): 

• Successfully validation against experimental data 
(109Cd source at calibration point). 



Comparison of analysis observables 
based on cluster widths 
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Material screening program 
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F.J. Iguaz et al., 
EPJC 76 (2016) 529 

Active 
program 

mainly based 
on Ge γ-ray 

spectrometry 
at LSC. 



Background model 
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Main sources: 

• Intrinsic radioactivity: results from the TREX-DM material screening program. 

• Cosmogenic radioactivity:  

– 39Ar activity for argon from underground sources. 

– Cosmogenic products in copper vessel (60Co) could be relevant → precise 
measurement underway. 

• Radon-induced activity: 210Pb on surfaces by a long exposure to 222Rn in air.  

• Muon, gamma and neutron backgrounds. 

Expected background: 1 (nominal) - 10 (conservative) c/keV/kg/d 

Preliminar 
published 

background 
model 

pointed to 
this range. 



Physics potential 

• The low-mass WIMP case 

• Low background TPCs: TREX 

• Synergies with axions/IAXO 

• TREX-DM concept and potential 

physics reach 

• TREX-DM detector  

• TREX-DM at LSC: implementation 

and plans 

• Resources and requests 

• Conclusions 

Th=0.4 B=10 

Th=0.1 B=1 

Th=0.1 B=0.1 

exp x10 

TREX-DM prospects   

 Neon+2%iso /Argon+1%iso 

Threshold (keVee)  

Background (c/keV/kg/d)   

Background subtracted 

SI interaction  

Standard halo model 

10 bar pressure 

Exposure 1 kg-y 
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Experimental 
Proposal for LSC 



Conclusions 

TREX-DM 

A low-background Micromegas-based TPC for DM at LSC 
 

• Potential low energy threshold (sub-keV) due to charge amplification. 

• Gases: Ar (0.300 kg) & Ne (0.160 kg) at 10 bar. 

• Prospects: threshold 0.1-0.4 keVee, background 1-10 counts keV-1 kg-1 day-1. 

• Going underground to LSC (Canfranc): shielding installation, microbulk 
readouts, auto-trigger electronics. 

• Potential to be sensitive to low mass WIMPs beyond current bounds. 
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Conclusions 

TREX-DM 

A low-background Micromegas-based TPC for DM at LSC 
 

• Potential low energy threshold (sub-keV) due to charge amplification. 

• Gases: Ar (0.300 kg) & Ne (0.160 kg) at 10 bar. 

• Prospects: threshold 0.1-0.4 keVee, background 1-10 counts keV-1 kg-1 day-1. 

• Going underground to LSC (Canfranc): shielding installation, microbulk 
readouts, auto-trigger electronics. 

• Potential to be sensitive to low mass WIMPs beyond current bounds. 

Thanks for your attention! 
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Back-up slides 
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The T-REX project 

• ERC Starting-Grant by I.G. Irastorza: 

      TPC for Rare Event search eXperiments 

• TPCs offer high potential for rare event searches 

– Relative large choice of target gases. 

– Rich topological information in gas. 

– High granularity of readout plane. 

• But… 

– Calorimetry? 

– Gas  low density  Scaling-up? 

– Complex detectors -> Radiopurity? 

Novel MPGD 

developments 

Low 

background 

techniques 

Application of  TPCs to 

Rare Event searches 

 

New generation of  

experiments with 

access to high 

topological information 

TREX claim: 
TPCs equipped with MPGD (esp. Micromegas) may 

override traditional prejudices to gaseous TPCs: 
simplicity, robustness, scaling-up & radiopurity. 
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Infrastructure created: T-REX labs 

About 100 m2 lab space at UNIZAR… 
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Radiopurity of microbulk Micromegas 
A key feature for applications in Rear Event Searches. 

• First measurement made in 2011 by a Ge detector, already better than PMTs. 

• The limits obtained for 214Bi & 208Tl isotopes by BiPo-3 experiment in 2016 
are a factor 100 better than those set by Ge. 

• Two new samples (x10 larger area) have been measured in BiPo-3. 
Preliminary limits are a factor 3 better! 

S. Cebrián et al., 
Astropart. Phys. 34 
(2011) 354-359 

I.G. Irastorza et al., 
JCAP01 (2016) 033. 
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Drift cage & mechanical support 

• Feedthroughs for cathode & last rings. 
• Variable resistor for an uniform drift field. 

Feedthroughs 

HV filter 
Variable 

resistors 

Feedthroughs 
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The Micromegas readouts in detail 

• 25 x 25 cm2 bulk Micromegas, 0.6 mm pitch, 128 μm gap. 

• Extraction: 4 flat cables + 300-pin Samtec connectors. 

• A small shielding included too: 1 cm copper + 1 cm lead. 

• The interface card links a flat cable to a FEC. Short-cuts can be removed by jumpers. 

Bulk MM Flat cables Interface cards 

AFTER-based 

electronics 

Many thanks to IRFU/SEDI-Micromegas workshop!!! 

Samtec 

connectors 
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Results of the commissioning 

• Characterization in Ar+2%iso @1-10 bar, using a 109Cd source (22.1 keV x-rays). 

• Gain: 3 x 103 (1.2 bar) -> 5 x 102 (10 bar). 

• Resolution: 16% FWHM -> 27% FWHM. 

• Gain uniformity of readout planes: 10%. 

• Energy threshold: 0.60 keVee for a gain of 103, limited by mesh trigger. 

• Data used to validate the simulation of the detector signal response. 
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Results of the commissioning 

• Characterization in Ar+2%iso @1-10 bar, using a 109Cd source (22.1 keV x-rays). 

• Gain: 3 x 103 (1.2 bar) -> 5 x 102 (10 bar). 

• Resolution: 16% FWHM -> 27% FWHM. 

• Gain uniformity of readout planes: 10%. 

• Energy threshold: 0.60 keVee for a gain of 103, limited by mesh trigger. 

• Data used to validate the simulation of the detector signal response. 

MM readout 1 MM readout 2 
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The gas 

• The gas used at LSC must be non-flammable. 

• We plan to characterize microbulk Micromegas readout planes in 

– Ar+1%iso at 1-10 bar. 

– Ne+2%iso at 1-10 bar. 

• Unpublished results show that Ar+1%iso is good enough to work at High Pressure. 

Ar+1%iso - 57Co source 

F.J. Iguaz, PhD thesis 
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Micromegas TPCs in Xe-TMA at HP 
• Microbulk micromegas. 50 µm gap. 

• Xenon-TMA mixtures. 

• 109Cd source (22.1 keV x-rays). 

• Best performance for 1.% TMA. 

• Max, gain: 2x103 (5 x 102) at 1 (10) bar. 

• Energy resolution:  7.3 (9.6) % FWHM at 
22.1 keV for 1 (10) bar. 

Xenon 

Xe-TMA 

S. Cebrian et al., JINST 8 (2013) P01012 

Erratum: JINST 10 (2015) E07001 
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Expected signal & analysis 
• Expected signal by DM: few microns track -> point-like event. 

• Analysis to discriminate point-like events from complex topologies. 

• Observables: event widths (XY & Z). 

• Likelihood functions based on 3 & 22 keV lines of 109Cd source. 

Electron 

Muon 

22.1 keV x-ray 

Expected signal 

Others 

Backgrounds 
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Status of background model 
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