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Introduction
● LMU/MPI/LRZ/RZG Collaboration

– Build one nominal ATLAS Tier2
– additional 50% of resources as Tier3
– extra resources for MDT calibration

● Support
– ATLAS Tier2 and local Tier3 computing
– ATLAS MDT calibration centre

● Federation of two locations
– Science campus Garching
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Hardware, ½ for ATLAS Tier2/3
5 IBM BladeCenter chassis

70 HS20 server, 2 x 3.06 Ghz
Xeon, 2(4) GB RAM, Gb/s LAN

8 Chenbro 3HE chassis, P4 server,
Gb/s LAN, 12 SATA disks 300(250)
GB on 3ware PCI SATA RAID

hp ProCurve 3400cl 44 port
Gb/s switch

Total: ca. 180 kSi2k CPU, 28 TB disk
incl. Eurostore external RAID arrays
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Hardware Experiences

● More than 25% of SATA Disks failed
– Maxtor MaxLine II 250 GB
– eventually replaced by MaxLine III 300 GB
– no trouble since ...
– except 1 mainboard

● BladeCenter HS20 servers stable
● one LAN switch died in thunderstorm
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Software
● Suse SLES9 OS

– no problems
● Sun Grid Engine (SGE) batch system

– supports cluster sharing, stability under load?
● MRAFS global filesystem

– semitransparent migration to tape system
– unstable under heavy load

● dCache 
– on two fileservers
– testing now
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Software
● glite/LCG 3 

– on SLC3 servers in DMZ
– interface to SGE/MRAFS accomplished

● Involves a lot of TLC
– check SFTs
– discuss with dechsupport.fzk.de

● Plans
– full integration with LRZ part
– fully support Tier2 activities
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LCG/SGE
integration

Ariel Garcia and Alberto
Baragatti did all the work!
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Hardware Plans
● Hardware on tender

– 2 BladeCenter à 14 HS20 2 x 3.2 GHz Xeon
– corresponds to ca. 80 kSi2k
– 25 TB fileservers

● Near Future: 2007 and 2008
– depending on final LHC schedule
– ca. 230 kSi2k CPU (45 BladeCenter)
– ca. 140 TB fileserver (25 fileserver à 5 TB)
– larger/more LAN switch(es)
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Hardware Developments
● Multicore CPUs

– need 2 GB RAM/core or multithreading athena
– increase LAN bandwidth of servers
– Opteron + Cell solutions (QS20 blades)? 

● SAS/SATA Fileserver
– connect many SATAII disks via SAS expander 

to 3 Gb/s SAS channel on server
– connect ca. 7 TB @ 50 MB/s/TB per channel
– RAID in hardware or software?
– cost around 1 k€ / TB possible


