PSB Report — FOM 12/12/2017

Machine Accelerator Impact Fault Times by System Fault Duration Vs. Frequency
availability
(excludes child faults)
o) Electrical Network I
98.1% s
Power Converters I
Fault count - Transverse Feedback
23 .
10 — ; . ot
PSB Fault Labels 0
= ] 0.5 1 1.5 2 0 0.1 0.2 0.3 0.4 0.5
Faults Timeline
Electrical Network x
PS e
Power Converters (03min 40s) x | vV @
Radio Frequency
Transverse Feedback »e €02 tuning loop (54min 34s) BR3.C02, BR.C16 (10min 045s) F %
5. Dec 6. Dec 7. Dec 8. Dec 9. Dec 10. Dec 11. Dec
¥ &
Tue Wed Thu Fri ¥ sat Sun Mon

Calm week, but many last-minute MDs...

Monday night several trips of R2 TFB - LL-RF piquet power-cycled the crate + adjustments
From Tuesday until Wednesday MEDICIS run
Tuesday Finemet reliability run ended without faults since 21t June!

1h beam stop on Wednesday - the tuning loop amplifier was changed, which solved the noise on the
R2 phase loop. In parallel the low-field NMR problem was repaired for the operational B-train.

On Sunday BR2.CO04 tripped. The HL-RF piquet had to replace the power amplifier (non-blocking fault).
Beam for COLDEX checked and optimised.




