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DESY Il Test Beam Facility BEAM. N

. Carbon fiber targets in the electron beam generate bremsstrahlung photons
. Conversion at thin metal plate target to e+/e- with momenta up to 6 GeV

« Momentum selection by dipole & collimator

. Single electrons, rates depend on: beam line, energy, target, collimation

« Three individual beam lines

« Controlled by the user: |
« Area interlock
« Shutter
« Momentum
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« Collimation
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DESY Il Test Beam Facility L BEAM.

Accelerator

HERA Hallen N 215

« Facility runs parasitically, ~ M= = oo,
fed by DESY Il synchrotron (PETRA Ill injector) : ﬂ[‘ // - &%@
Hallo N 45 HERA-Halle West ’ == “ § f
e 1 bunch per fill, 30 ps, 1 MHz asogee
« Sinusoidal cycle: 0.45 to 6.3 GeV @ 12.5 Hz o
4
« Very high availability: ~ 99 % uptime A
Construction site
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Infrastructure

Common and Magnets

o All the useful things:

30 kg and 1 ton stages, 25t crane
Patch panels: Gb Ethernet, optical fiber, BNC, S-HV
High resolution IP cameras
Dry nitrogen, cooling water
Gas setup (2 areas, system recently modernized)
Beam monitor
Common slow control system
Dipole magnet in TB 21 (~1.35T)
Opening height ~35 cm
Superconducting 1 T solenoid on movable stage
Usable diameter ~75 cm
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Infrastructure ZBEAM D

Pixel Beam Telescopes

« EUDET-type Beam Telescopes

Complete Package:

. Hardware, trigger, software

« Dedicated support crew

The telescope in numbers

« Six pixel planes: 2x1 cm?, 18.4 uym pitch

« Trigger rates up to 3 kHz

« Few micron tracking resolution

Seven copies around the world
Common DAQ Package EUDAQ/EUDAQ2

| M26 plane

. DUT plane

EI Add. material

Allows for easy integration with User DAQ

\
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Ongoing Projects L BEAM.

Infrastructure and Facility Improvements

Reference paper on DESY Il Test Beam Facility = In Press

Please cite this article as: R. Diener, J. Dreyling-Eschweiler, H. Ehrlichmann et al., J_‘
The DESY Il test beam facility, Nuclear Inst. and Methods in Physics Research, A (2018), I
https://doi.org/10.1016/j.nima.2018.11.133

Arxiv Version: https://arxiv.org/abs/1807.09328v2
« New interlock system = ready Feb.2019

« New primary target system (carbon fiber)
Common components with other systems

= In design & test / installation Winter 2019/2020

« Electronic for multibunch operation
=» In production / installation 2. half 2019

. Maintenance/upgrades of beam telescopes
. EUDAQ version 2 for decentralized data taking

TPC
Measured

. New trigger logic unit providing Trajectory

a common clock for data synchronization

. Large area silicon strip telescope in 1 T solenoid
LYCORIS => Mengqging Wu's talk

Reference
llrealll
Trajectory

LYCORIS
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New Interlock System T \' LR ey

|||||mmmf l
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* Replaces the 30 year old system

Running out of spare parts and experts i i

)
SO
it

 New doors, new blinking lamps, new tableaus, iiiiiii |
new search buttons, new emergency off buttons II““““HH | N

. : : : L

« Similar logic, minor differences !!nmllllllll|~

 Start patrol with DACHS card

 Light curtain securing the entrance

» After closing the door warning starts immediately
« Shutter control via patch panel

« Emergency buttons (in the area)
switch off beam AND power

« Additional door for PCMAG operation (in 24/1)
Allows access with magnet on

« Hall access now secured with a DACHS system too

Page 9
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Future Beam Rate Improvements BEAM.

DESY Il Multi-Bunch Mode
Measurement T822 @ 2.8 GeV

~ PRELIMINARY
-~ (normalized rates)

Remainder: One solution: "
For tracking studies: . DESY Il Multi-bunch operation ~ *- ///
. Rates are becoming the limiting factor . Firsttests done (@2.8GeV!) - e
(with a test set up :
»  Followed by the energy spread... of lab electronic) Messurement 1632 ® 24 Gev
Maximum Beam Rate Is at ~2 GeV . 4 Bunches | -
with a few kHz rate S 2 x rate =
« Best Compromise for tracking studies is 5.4 GeV; (fib(;%r t_argetsé) are | gz —
reducing e-peam & 20000
Rates are [ Testbeam 21 (e+ @ 6GeV) | intensity at Emin) EEEE . S
O(lOO) HZ % 8000 ) # Cu target, 5Smm 1:222 = —4—Normal Operation
E 2000 ¥ Cu target, 4mm - d:[Tar )
m Cu target, 3mm T
6000 Al target, 3mm 0 ' Bu,ihes ’ !

5000 Al target, 2mm

Al target, Tmm

4000

=>» Build “trigger” electronic to allow
multi-bunch operation routinely

= |nstallation 2. half 2019

3000

2000

1000 £~
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4th Beam Line

Extraction of DESY Il Beam (2. Idea from 2017 workshop)

« Using the “dumped” beam

Repetition rate up to 12.5Hz

Intensity max/min 2x10%° > 1x108 particles/bunch

Extraction energy 456 MeV - 6.3 GeV (7 GeV)

Discussion with involved groups revealed no show-stoppers

First test in “R-Weg”: former transfer line from DESY Il to DORIS
« Next steps

« Proof-of-principle test
« If successful: site discussion
. Status
. “‘R-Weg” cleaned up (all magnets remove etc.)

. Proof-of-principle test delayed due to the lack of manpower
in the vacuum and in the interlock group
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Long Term Future | Strategy “DESY 2030 BEAM.

PETRA IV* Other injector options (2 examples):

« “Ultimate” Ilght s_ourc;e_for photon science « Keep LINAC I, new accumulator (PIA2; 800MeV),
(so-called: Diffraction limited storage ring) new booster (DESY4: low emittance)

* Very low emittance I.e. very small beams = Test beams from PIA2 and not from DESY4

(hor: 10-30 pm rad, vert: <10pm rad)
« Timescale ~ mid-twenties, (CDR 4/2019)

= Very low energy test beams
« Keep LINAC Il (w/ accumulator (PIA) or w/o PIA

. Several.optior!s for the injector complex w/ new photo gun), new booster (DESY4),
under discussion plus accumulator in PETRA (Swap in injection)
= Canceled injector options: = Test beam from DESY4 as today (fibers)
* DESYIl (asitis) to old (30years) (or resonate extraction/DESY beam direction may change)
* 6 GeV SC-linac to expensive
* https://journals.iucr.org/s/issues/2018/05/00/ig5056/ were made to the directorate and the
project that

« Further test beam option:
* Using the swapped out beam (6GeV) before the dump??
It could be extremely small! Could need your Support
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Outreach

Education at the Test Beam

Summer Students

« Since several years very successful
« Full life-cycle: setup — data taking — analysis

Teacher Education

« Nation-wide and going in its third year
« Test Beam as one of the “lab experiments”

Beam Line for Schools (BL4S) 2019 & 2020

« Teams of high school students can propose
experiments at a beam line

« 2 winning teams can perform their experiments
supported by scientists

« Very successful project at CERN

« During CERN’s LS2: DESY is going to host

DESY. | The DESY Il Test Beam Facility | Norbert Meyners @BTTB7, 16.01.2019

BEAMLINE FOR SCHOOLS
ARE YOU A HIGH SCHOOL STUDENT AND
DREAM OF BECOMING A SCIENTIST?

THEN THIS IS FOR YOU:
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Operation 2018

DESY II:

* 6200h available, 5000h user (TB & PETRAIII),
50h break down (PS & cooling water, ...)
= 99.2% availability

Test Beam Facility:
« 111 weeks available
« 78 weeks booked (70.3%)
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DESY Test Beam Usage 2018
Generic R&D
FAIR 26%
Linear Collider 0%
10%
Other Exp
17%
Educational

4%

43%
Usage 2018

100% -
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OSCaR BEAM. N

Since in oriented crystal, the bremsstrahlung radiation Target @DESY TB: Study of the

and pair production processes can be strongly electromagnetic radiation enhancement in
enhanched due to channeling and related effects high-Z crystals commonly used to build
> Possibility for new detector concepts. [1]. calorimeters/converters for nuclear, particle,
» Intense positron source [2]. : .

e crystal and medical physics:

i > Scintillators: PWO, BGO, etc
» Metals: W etc...

mag net
(charged/neutral
separation) gamma
calorimeter

e-beam

Y

(1]

- va%%a-k ----------------- o -

crystal sample

on a precision goniometer Courtesy:

[1] L. Bandiera et al., Phys. Rev. Lett. 121 (2018) 021603. Laura Bandiera, INFN Ferrara;
[2] X. Artru et al., Nucl. Inst. and Meth. B (2015) 60. Valerio Mascagna, Insubria University
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OSCaR

Setup in TB21

bending dipole magnet

-

meE

> |
[

=]
==
%

gamma calorimeter
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crystal

goniometer
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tracking

Courtesy:
Laura Bandiera, INFN Ferrara;
Valerio Mascagna, Insubria University

Page 20



Courtesy:
OSCaR Laura Bandiera, INFN Ferrara;
Valerio Mascagna, Insubria University

Very preliminary results
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Very preliminary data taken in December 2018

Radiated energy loss distribution by 5.6 GeV electrons in a W crystal 2.25 mm
thick in case of random/amorphous and <100> axial orientation.

Gamma calorimemeter

hgamma
0.03 Entries 23833
Mean 1.237
Std Dev 1.189
0.025
Amorphous amples reconstructed
0.02 using the beam

——— Axial (radial cut 500 urad)

0.015

Remarks:
« Big red magnet as bending magnet

IS a not optimal solution

’ ! ? ’ ‘ Seneray (GeV] (Power consumption 200kW;
For case of axial orientation there is a maximum of energy loss around 1.5 GeV, while for comparison: DESY Il RF: 500kW)
the amorphous case has the typical shape of bremsstrahlung with the maximum in the . ..
» Big red magnet limits space for the setup

soft part of the spectrum.
« Try to find a more suitable dipole magnet for
These data confirm that the DESY-TB facility is suited for the next campaign (de| ~1.5Tm, 20mm gap)
experimental test with oriented crystals! ’
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BEAM hé - DESY Test Beam Schedule 2019 - Version 3 11/01/2018 DRAFT
Ralf Diener, Norbert Meyners, Marcel Stanitzki - DESY Test Beam Coordinators
Schedule 2019 & 2 e =
[ | s, PCMAG I'm'
wins 3 Shutdown
T I B B S B R N
4-Feb-19| 6) CMS5-Pixel-Phase2 X STRIDENAS LYCORIS
11-Feb-19 7| CMS-Pixel-Phase2 X dSiPM
- 18-Feb-19| 8| CLIC PIXEL X TELEALPID X
» Try to offer as much beam time (120 weeks) e o x
. 4-Mar-19| 10| ATLAS-X0 X CALICE AHCAL
aS reasonably aChIevabIe 11-Mar-19| 11 CMS-Pixel-Phase2 X ATLAS-ITk-Pixel x CALICE AHCAL
18-Mar-19| 12| CMS5-Pixel-Phase2 X ATLAS-HGTD X >
=waris| 13 ACDC ATLAS-HGTD X ATLAS-BCM %
- Get a 3. telescope from CERN for TB24 - AN N TS e 5
8-Apr-19| 15| CMS5-Pixel-Phase2 X ATLAS-ITk-TICMOS X Belle-ll C
. . 15apr1s| 1) CMS-Pixel-Phase2 x Belle-ll %
 All 3 beam lines nearly filled (96.7%)  [==sis = — o
29-Apr-19| 18| ATLAS-ITk-5trips X Mu3e X LYCORIS+TPC
&-May-19| 19| CMS Outer Tracker X Mu3e X TOTEM
« DESY Il summer shutdown shortenedto 1 week  [e=sl= =
20-May-19| 21 CMS5-Pixel-Phase2 X CMS-BCM1F
27-May-19| 22] CMS5-Pixel-Phase2 X NICA-MPD
. - 3-Jun-18| 23] Setup Time Setup Time
Beam Line Usage by Beam Line 2019 O cucr | vsmoene | x >
17-Jun-19| 25 TBMST X ATLAS-ITk-5trips X T2K
24-Jun-19| 26| CMS-Pixel-Phase2 X AFP-TOF X CALICE-SiIW-ECAL
1-Jul-19| 7] CMS5-Pixel-Phase2 X Mu3e X CALICE-SIW-ECAL
8-Jul-19| 28| GammaMeV X ATLAS-ITk-Pixel X CALICE AHCAL
15-Jul-19| 29| CLIC PIXEL X ATLAS-ITk-Pixel X CALICE AHCAL
22-Jul-19| 30| M-Ray-Crystal-Rad X ATLAS-ITk-Pixel X
e Summer Shutdown
5-Aug-19 32 TBMST X CALICE AHCAL
o] 12-Aug-19) 33|
E 19-Aug-19| 34 TBMST X ATLAS-HGTD X CBM-TRD
26-Aug-19) 35| ELAD X SHiP-SplitCAL CBM-TRD
8 . TBZ]‘ 2-5ep-19 36 CM5-Pinel-Phase2 Setup Time
m 8-5ep-19| 37| CMS5-Pixel-Phase2 X ATLAS-ITk-5tri X CEPC-5TFC
. TBZZ 16-5ep-19| 38| AFP-TOF X Mu3e = X CEPC-STFC
23-5ep-19| 39| CLIC PIXEL X ATLAS-ITk-Pixel X TOTEM
. TB24 30-5ep-19| 40| M-Ray-Crystal-Rad X ATLAS-ITk-Pixel X ATLAS-BCM D
7-Oct-18| a1 =
= - :
21-0ct-19| 43| SHiP-5ciFi q
2B-0ct-19| EEY CMS5-Pixel-Phase2 X SHiP-5ciFi SHiP-Emulsion
4-Nov-19| 45 CMS5-Pixel-Phase2 X ATLAS-HGTD X LHCh-ECAL X
11-Nov-19| 46| ELAD X ATLAS-HGTD X LHCB-ECAL X
18-Nov-19) 7 Setup Time
25-Nov-19| 48| CMS Outer Tracker X ATLAS-ITk-5trips X ATLAS-ITk-Pixel X
2-Dec-19| 43| CMS Outer Tracker X ATLAS-ITk-5trips X ATLAS-ITk-Pixel X
9-Dec-19| 50| ELIOT CM5-Pixel-Phase2 X Mu3e X
16-Dec-19| 51| beaen 0 303113 0000 ELIOT CM5-Pixel-Phase2 X CLIC PIXEL X
DESY. | The DESY Il Test Beam Facility | Norbert Meyners @BTTB7, 16.01.2019 Boecs) = Shutdown
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Conclusion BEAM N

DESY Il Test Beam Facility provides 3 beam lines with electrons/positrons from 1-6 GeV
« Selection of useful infrastructure for detector prototype tests available and being extended
« Open to the whole community

. Contact: http://testbeam.desy.de, testbeam-coor@desy.de

Higher rates: DESY Il multi-bunch operation under way
Higher rates/higher beam energies: 4th high-rate beam line using direct DESY Il beam delayed

Outreach Activities:
« Summer student and teacher education established
« Beam Line 4 Schools at DESY in 2019/2020

PETRA IV may lead to injector solution that do not allow reasonable test beam operation at DESY

Acknowledgements
The excellent performance of the DESY |l Test Beam Facility would not be possible
without the great support from the FH and M divisions and the DESY management

DESY. | The DESY Il Test Beam Facility | Norbert Meyners @BTTB7, 16.01.2019 Page 25


http://testbeam.desy.de/
mailto:testbeam-coor@desy.de




Schedule 2019

DESY. | The DESY Il Test Beam Facility | Norbe

) .
EEEiTM E N DESY Test Beam Schedule 2019 - Version 3 11/01/2018 DRAFT ?f.: _
e )
Ralf Diener, Norbert Meyners, Marcel 5tanitzki - DESY Test Beam Coordinators T
Week TB21 TB22 TB24/1 I TB24
waruas | o PCMAG [==]
T-lan-19 2] )
sanis] 3 Shutdown
21-lan-19 4
cod L T e T wmw T wmw [ ww ]|
4-Feb-19 5 CMS-Pixel-Phase? X STRIDEMAS LYCORIS
11-Feb-19 7 CMS5-Pixel-Phase2 X d3iPM
18-Feb-19 B CLIC PIXEL X TELEALPID X
25-Feb-15 =] ELAD X
4-Mar-19 10 ATLAS-XO X CALICE AHCAL
11-Mar-19 1 CM5-Pixel-Phase? X ATLAS-ITk-Pixel X CALICE AHCAL
18-Mar-19 12 CMS-Pixel-Phase? X ATLAS-HGTD X =)
smar1s) 13 ACDC ATLAS-HGTD X ATLAS-BCM =
1-Apr-19 14 TBMST X ATLAS-Tk-TICMOS X Belle-ll g
8-Apr-19 15 CMS-Pixel-Phase? ATLAS-Tk-TICMOS X Belle-1l C
15-apr1s| 18 CMS-Pixel-Phase2 X Belle-l =
22-Apr-19 17 Setup Time Satup time m
29-Apr-19 18 ATLAS-ITk-Strips X Mu3e LYCORIS+TPC O
-May-19] 18 CMS Outer Tracker X Mu3e TOTEM
13-May-19 P CMS Outer Tracker X ATLAS-HGTD
20-May-19 n CMS-Pixel-Phase? X CMS-BCMIF
27-May-19 2 CMS-Pixel-Phase? X NICA-MPD
3-un-19 3 Setup Time Setup Time
10-Jun-19 2 CLIC PIXEL X ATLAS-ITk-Strips X T2K
17-Jun-19 5 TBMST X ATLAS-ITk-Strips X 2K
24-Jun-19 % CMS-Pixel-Phase? X AFP-TOF X CALICE-SiW-ECAL
1-Juk-19 7 CMS-Pixel-Phase? X Mu3e X CALICE-SiW-ECAL
8-Jul-19 28 GammaMeV X ATLAS-ITk-Pisxel X CALICE AHCAL
15-Juk19 3 CLIC PIXEL X ATLAS-ITk-Pixel X CALICE AHCAL
22.Juk19 30 X-Ray-Crystal-Rad X ATLAS-ITk-Pisxel X
2ogub1s| 3 Summer Shutdown
5-Aug-19 32 TEMST X I CALICE AHCAL




o-fvigy= 1= LIV Lhurer iracker A iuz>e TR ER A
13-May-19 0 CMS Duter Tracker X ATLAS-HGTD X
20-May-19 n CMS-Pixel-Phasa? X CMS-BCMLF X
S C h e d U | e 2 O 1 9 TMeyls = CMS-Pixel Phase2 X NICA-MPD
3-Jun-19 23 Setup Time Setup Time
10-Jun-19 P2 CLIC PIEL X ATLAS-ITk-Strips X T2K
17-lun-19 25 TBMST X ATLAS-ITk-Strips X T2K
24-Jun-19 26 CMS-Pixel-Phasal X AFP-TOF X CALICE-SiW-ECAL
1ul19 7 CMS-Pixel-Phase2 X Mu3e X CALICE-SIW-ECAL
8uk-19 2. GammaMeV X ATLAS-Ik-Pixal X CALICE AHCAL
15-Jul-19 2 CLIC PIXEL X ATLAS-ITh-Pixel X CALICE AHCAL
22.1ul-10 30 X-Ray-Crystal-Rad X ATLAS-ITh-Pixel X
s Summer Shutdown
5-Aug-19 32 TBMST X CALICE AHCAL X
12-Aug-19 33
19-Aug-19 34 TBMST ATLAS-HGTD X CEM-TRD
26-Aug-19 35 ELAD X SHiP-SplitCAL CEM-TRD
2-5ep-19 36 CMS-Pixel-Phasez Setup Time
9-5ep-10 37 CMS-Pixel-Phase2 X ATLASATk-Strips X CEPC-STFC X
165ep-19 £ AFP-TOF X Muze X CEPC-STFC
23-5ep-10 3n CLIC PIXEL X ATLAS-ITh-Pixel X TOTEM X
30-5ep-19 a0 X-Ray-Crystal-Rad X ATLAS-ITk-Pixel X ATLAS-BCM )
7-Oct-19 a pew
14-0ct-19 az SHiP-SBT a
21-0ct-19 a3 SHiP-5ciFi -
28-0ct-19 a CMS-Pixel-Phase2 SHiP-SciFi SHiP-Emulsion
4Now-19 a5 CMS-Pixel-Phase2 ATLAS-HGTD LHCb-ECAL
11-Now-19 85 ELAD ATLAS-HGTD X LHCB-ECAL
18-Nov-19 47 Setup Time
25-Now-19 a8 CMS Outer Tracker ATLAS-ITk-Strips X ATLAS-ITk-Pixel X
2-Dec-19 a3 CMS Quter Tracker ATLAS-ITk-Strips X ATLAS ITk-Pixel X
0-Dec-10 50 ELIOT CM5-Pixel-Phase2 X Mu3e X
16-Dec-19 51 beur 0013 00 ELIOT CM5-Pixel-Phase2 X CLIC PIXEL X
zz sj Shutdown
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Operation 2015-2017

. Key facts

« 200 weeks delivered

« Availability of DESY Il > 99 %
. Users

« 800 users from 26 countries

« About 50% are students

« European support: © ADA

« Transnational Access has supported many user groups

il
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Linear
Collider
15%

Usage 2015-2017

FAIR
. 3%

LHC
55%

Generic R&D
12%

Experiments 2015-2017

Weeks

L-l I

¢ P N F S ® C O a2 v«,@
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User Workshop BEAM. N

Workshop in October 2017 Attending Communities

. With representatives of nearly all user communities . LHC: Atlas, CMS, Alice, LHCb

. Very fruitful discussions and feedback « LC: Calice, LCTPC, CLIC
. DESY rated a very good place to do test beams . Belle Il
. Two main wishes formulated by the community . Mu3e
. Electrons with max. energy and/or high intensity . Dune
 High Intensities (100 kHz or more) . GSI/FAIR: CBM / HADES, Panda
. Studies with 6.3 GeV monochromatic beam | T e srniet S

TEST B S AT DESY - 201

« Pion/Muon Beam (Secondaries)

. Improved testing capabilities
e.g. particle-identification (PID)

« Write-Up available: http://arxiv.org/pdf/1802.00412.pdf
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