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Rutherford AppletonLaboratory
Oxfordshire, UK

DiamondLight Source-

Secondary Beams?

ISIS Neutronand Muon Source

Harwell Campus

A world leading centre for 
condensed matter physics-

Neutrons are used to see 
where atoms are and what 
atoms do 5



ISIS is used to study everything!



ISIS -making neutron and muon beams since 1984

Spallation neutron source
800 MeV 50 Hz proton beam
31 neutron instruments
7 muon instruments
2000 users/yr
~800 experiments/yr
~500 publications/yr
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ISIS -making neutron and muon beams since 1984

800 MeV

50 Hz proton 

synchrotron

TS2

TS1

40 Hz neutrons

10 Hz neutrons

70 MeV

Hminus LINAC

40 Hz muons
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ISIS has many different types of 
neutron and muon instruments:

20 neutron instruments
7 muon instruments

11 neutron instruments
(room for more)
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Χ ǎƻƳŜ 
are very 
big

LET Spectrometer
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ΧǎƻƳŜ ŀǊŜ ǎƳŀƭƭŜǊ ŀƴŘ ƳƻǾŀōƭŜ

OFFSPEC Reflectometer
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9ŀŎƘ ƛƴǎǘǊǳƳŜƴǘ ƛǎ ǳƴƛǉǳŜ ŀƴŘ ŎƻƳǇƭŜȄΧ

HRPD Diffractometer
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MARI Spectrometer
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IMAT Diffractometer
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ISIS Target Station 1 in Building R55
Target Station1
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Target Station2
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Basic Layout of ISIS Target Stations
Neutron Instruments

Neutron Instruments 17



20,000 million million

neutrons per second!

Target nucleus

Tungsten

To the moderators 

and the reflectors
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Section view of 
ISIS TS1 target

160 kW
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ISIS target  and bottom moderator and reflector assembly 
(top reflector assembly removed)

800 MeV 
protons

slow 
neutrons
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Target Reflector And Moderators (TRAM)
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ISIS TS1 target and moderators 
with reflector assembly removed
Water moderators 
heat load 380 W
25 litres/min 30°C deminwater
Moderator depth defined
by Al clad Gadoliniumpoisoning layer

Cryogenic moderators 

Coupled liquid H2 moderator

heat load 200 W 

20 K hydrogen @ 8 Bar

decoupled liquid CH4 moderator

110 K methane @ 3 Bar

heat load 200 W
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ISIS Target Station 2 TRAM with the edge cooled 
beryllium reflector open in maintenance mode
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TS2 Cryogenic Moderators

coupled moderator: liquid H2

@ 20 K 4 Bar

decoupled moderator: solid CH4 @ 45 K
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Choppers- spinning shielding

slotted
shielding

magnetically 
levitating 
bearings 

precise
timing
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7.3 kg Payload
36,000 rpm
±0.05° Phase Control

30 kg Payload 
20,000 rpm
±0.05° Phase Control

68 kg Payload
10,800 rpm
±0.43° Phase Control

Fermi (17) Disk (56) T-Zero (4)

Choppers- spinning shielding
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Shielding
Neutron Instruments

Neutron Instruments

2 m steel + 2 m 
concrete

Shutters allow 
each instrument 
to be isolated 
individually
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The services trolley moves to position the TRAM for operation or maintenance

Target 

void 

vessel 

filled 

with 

helium
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TS1 Services Trolley Cooling Plant
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TS2 Services Trolley Cooling Plant
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The main remote handling task carried 

out is CH4 moderator replacement

Every 3-4 cycles
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Targets also need to be replaced every 4-5 years

TS1 Tungsten  

Target #4 on flow 

test rig
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remote 
manipulator 

set in TS1 
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remote 
manipulator 

set in TS2 
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remote manipulator sets on both 
sides of the remote handling cell 
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Crews in contact with 
other areas by headset

36



View through 1 m thick 
lead glass window into 

the empty remote 
handling cell
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window failure!
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Active components 

are removed using 

the tunnel system 

under the RHC

39



View of the TS1 

TRAM withdrawn 

into the RHC

This view is from 

the north side of 

the RHC

The reflector top 

section is rolled 

forward to expose 

the Tungsten 

Target
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The target has 

been 

disconnected 

and is being 

lifted away from 

its working 

position
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The target being 
lifted over to the 
disposal can on 
the south side of 
the RHC
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Target and can being 
lowered into the 
transport flask
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Shield plug is lowered onto flask.

After the plug is fitted personnel can approach the 

loaded flask.
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The loaded flask is checked 

by ISIS Health Physics for 

external radiation and 

contamination
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Storage flask total 
weight is 9 Tonnes

Flask is moved on 
ΨMasterMoverΩ 
powered pallet 
truck 
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The loaded flask is lifted out of the tunnel
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The loaded flask is transported back to R40 for storage
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After work in the 

RHC is complete 

the area must be 

cleared and 

checked

Personnel can 

enter the RHC 

when the TRAM 

is in the forward 

position

Full suit, gloves, 

overshoes and 

respirator are 

required for this 

work
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For final disposal the target is transferred to a registered and licenced 

Type B package and transported to Sellafield the UKôs nuclear waste 

storage facility
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More power!

ÅISIS 160 kW on target

ÅMore power = more neutrons

ÅThe power must be removed somehow

ÅSNS Oakridge USA = 1.4 MW
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1.4 MW liquid 
mercury target
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solution: fizzy mercury with 
helium

Cavitation bubble 
collapse causes 
serious damage
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ESS currently under construction 
3 MW on target!
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A rotating wheel 
of ISIS targets!

protons

2.6 m diameter 
stainless steel disk 

containing 
tungsten bricks 

5000 kg
helium cooled

23.3 rpm

A solution for 
SNS TS2
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Even more power!

Tungsten powder 
handling system 
developed at RAL

10-100 MW!

ADS

Tests at CERN
56
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Muons at ISIS

7 muon instruments

EC muon facility:

Å+ve muons

ÅThree spectrometers for 

materials studies

RIKEN-RAL muon facility:

Å+ve or ðve muons

ÅVariable momentum

ÅTwo spectrometers for 

materials studies

ÅLow energy muon 

development

ÅOther fundamental muon 

physics experiments
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ISIS Muon Target

10 mm thick graphite 
target at 45° to the 800 
MeV proton beam

About 5% beam lost.

Diffusion bonded to 
copper to maximise
thermal contact

10 kW maximum heat 
load

cooling 
water flow
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The EC Muon Facility

ωProton collisions produce pions
ωSome pionsstop in the target
ωThey decay to muons, which escapeif 

formed near the target surface
ωQuadrupole magnets collect muons 

into the beam line

quadrupole 

capture 

magnets 
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